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Improvement in Devices for Raising Liquids. 

The application of natural laws and well-known principles 
to practical use is the peculiar domain of the inventor and 
mechanic, and it detracts nothing from the merit or value of 
an invention or machine that no new principle is established 
or no new law discovered, if it utilizes either one, although 
both may be old and well known. Indeed, this faculty of put- 
ting to practical use truths which may have been generally 
known but which have not heretofore been harnessed and 
and made to add to hu- 
man advancement, con- 
stitutes mainly the value 
of the talent of the in- 
ventor and the skill of 
the mechanic. A know- 
ledge of natural laws is 
very well, but only when 
that knowledge is use- 
fully employed is it real- 
ly valuable, except for 
the exercise and disci- 
pline the intellectual fa- 
culties have received in 
its acquirement. But the 
inventor must not only 
have acquired this know- 
ledge, but must also put 
it to practical use in its 
application to some prac- 
tical device. 

These remarks receive 
an illustration in the ma- 
chine represented in the 
accompanying engrav- 
ing. It is an adaptation 
of the well known laws 
governing the formation 
of a vacuum by the con- 
densation of steam, and 
the lifting of water or 
any other liquid by the 
over balance of a column 
of atmospheric air. 

Water held in an in- 
closed vessel air tight 
will not descend, even if 
the lower portion of the 
vessel is open, so long 
as this opening is be- 
neath the surface of wa- 
ter in a lower vessel. 
This is often illustrated 
by a common experiment 
of filling a tumbler and 
a bottle with water and 
inserting the neck of the 
latter in the former. It 
matters not what the 
relative volume of the 
two may be, their con- 
tents will be, to all in- 
tents and purposes, one 
solid column, and the 
contents of the higher 
vessel, however much 
greater, will not affect 
the lesser and lower vol- 
ume, until air is admit- 
ted, when the equilibri- 
um is destroyed and the 
contents of the upper 
vessel obey the law of 
gravitation and descend. 
Now this heavier and 
upper column of water is 
held suspended, or is 
lifted by the weight of 
the atmosphere, and un- 
til alimit of about thirty 
feet in hight is reached 



The pumping engine herewith illustrated uses the atmos- 
pheric pressure mainly as the means of raising water, steam 
being employed simply to assist. The engraving is a verti- 
cal section of Reynolds' steam condensing, water elevating 
engine, the machine being double and the pistons being re- 
ciprocatory in action by means of a walking beam. The cyl- 
inders, A, may be called the steam cylinders, although they 
also receive water. These are bolted to the lower or condens- 
ing cylinders, B. In the upper cylinders are plungers, G, of 
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this action of the atmosphere is the same, and the column 
•would not only be held at that hight but be raised to that 
Ihight by fflKatmospheric pressure. 

This isHbp^rinciple of the common lifting pump. But in 
raising large volumes of water, and especially when the 
hight exceeds tbe action of the atmospheric pressure and to 
this is added ths necessity of forcing it a still further hight, 
the general practice has been to apply the power — steam or 
otherwise — directly to an engine that drives the pumps, which 
are usually combined lifting and forcing pumps. It is evident 
that the amount of power thus used must be greater than if 
.ihe action of the atmosphere was also employed. 



ill Ilium 

STEAM CONDENSING AND WATER ELEVATING 

wood, which merely float on the surface of the water in 
the cylinders. These plungers or pistons are pierced through 
with a series of holes foiming passages for the water. On 
the lower side these may be closed by a floating valve, D, and 
on the upper side by a metallic ring valve, E, guided in its 
vertical movement by the rods, P, passing through stuffing 
boxes in the upper cylinder head. The bars, G, are portions 
of a permanent frame serving as guides for the rods, F. H is 
a steam pipe furnished with a gate, I, and having two 
branches, in each of which is a trip valve, J, operated by lugs 
on the lifting rods, K. This reference to the parts will be 
sufficient for a comprehension of the operation of the ma- 



chine, as the use and action of the valves, L and M, will be 
obvious. 

The water enters at N, from any source not more than 
twenty-five feet below the machine. Following the direction 
of the arrow, it fills the cylinder on the right, as seen, its 
upward pressure holding the floating valve, D, against the 
bottom of the floating piston, C, the two combining to form 
a solid plunger. The central piston rod rises with the piston 
and carries with it the lifting bar, K, the lug on which opens 

the lever, J, when 
the piston has nearly 
reached the top of the 
cylinder, Bid thus the 
steam is admitted to 
the cylinder above the 
piston. The pressure 
of the steam on the 
valve, E, and piston, 
C, forces them down 
until the nuts on the 
top of the guide rods, 

F, strike on the frame, 

G, when the valve is 
lifted, as seen in the 
left-hand cylinder, and 
the water and steam 
rush down,the descent 
of the former being 
due to the force of 
gravity — it having a 
fall of about five feet 
— and the steam being 
almost instantly con- 
densed as it comes in 
contact with the wa- 
ter, thus forming a va- 
cuum above the pis- 
ton, C. The down- 
ward rush of the water 
closes the inlet valve, 
L, and the water is de- 
livered to the tank, in 
the direction of the 
arrow, through the 
valve, M. Now the 
return stroke is pro- 
duced, soon as the 
downward stroke is 
completed, by the at- 
atmospheric pressure 
lifting the water into 
the vacuum caused by 
the condensation of 
the steam. The first 
product of the effort is 
a closing of the valve, 
D.permitting no water 
to pass above the pis- 
ton, and by means of 
the cap valve, E, clos- 
ing as soon as the 
plunger reaches the 
position of the sua 
pended valve, making 
again a solid piston 
for the action of the 
steam. It will be seen 
that all the move- 
ments are automatic 
and that a description 
of a single reciprocat- 
ing stroke explains 
the continuous action 
of the combined ma- 
ch ine. 

The inventor asserts 
that the condensation 
and consequent form- 
ing of a vacuum is so 
rapid that he has been 



ENGINE. 



enabled to produce fifteen strokes per minute with a pressure 
of only from ten to fifteen pounds of steam, raising water to 
a hight of twenty -five feet. The engine would operate with 
very much less steamy althsugh no' so rapidly, as the momen- 
tum of the water is accelerated by the steam pressure, yet a 
larger amount of steam has to be condensed to create a vacuum, 
which, however, is assured by the large surface of the con- 
densing cylinder. This cylinder is kept continually cool by a 
non-conducting packing between that and the upper cylin- 
der, aided by the non-conducting material of the plunger and 
its lower valve. It will be noticed, also, that the lower or 
condensing cylinder is kept continually filled with water, the» 
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level of which corresponds with that of the water in the re- 
ceiving tank. Surplus steam, air, and gases are forced out 
through a check valve in the top of the upper cylinder by 
the momentum or hammer of the water, obviating the ne- 
cessity of air pumps, siphons, or similar contrivances, and 
making a very cheap and direct-acting devica for raising 
water. For draining mines, wrecking purposes, pumping 
for railroads, elevating water for supplying cities, towns, and 
villages, and forproducing a water power by creating a head, 
this machine is believed to be applicable and efficient. Forty- 
five barrels of water can be raised twenty-five feet high per 
minute with this machine and a ten-horse power boiler cariy- 
ing twenty-five pounds of steam. 

Patented Oct. 27, 1868, by A. J. Reynolds, who may be ad- 
dressed at the Detr.ut Locomotive Works, Detroit, Mich., or 
Reynolds & Newell, 17 Maiden Lane, New York city. 



THE BEST MOSES OF XESi'IJSB THE POWiCE AND ECON- 
OMY OF STEAM ENGINES. 



EY CHARLES E. SHEET, LATE OF THE U. S NAVY AHD V. S. STEAM 
EXPANSION EXPERIMENTS. 



Read before the Polytechnic branch of the American Inslitute, Oct. 22, 1 



(Continued from, page 342.) 

The anthracite, as a rule, contains much more refuse than 
the other varieties. The English coals probably average 10 
per cent of waste; the West Pennsylvania and Ohio coals 
have only 5 per cent, and the maximum of our bituminous 
coals rarely exceeds 13 per cent. On the contrary, the refuse 
from anthracite rarely falls as low as 10 per cent and often 
reaches to 24 per cent, so that, on the average, its waste is 
double that of the bituminous varieties. It will therefore be 
interesting for us to examine the results produced by the 
combustible portions of the different kinds of coal The part 
consumed is called the " combustible," and is found by de- 
ducting from the weight of the coal the weight of the ashes, 
clinkers, soot, etc., which can be collected after the trial. 
Referring ag»ia to the Navy Experiments, we find that the 
mean evaporative efficiency of thirteen varieties of American 
anthracite combustible was equal to the evaporation of 10'69 
pounds of water, from a temperature of 212°, and, for the 
three varieties of bituminous combustible, the corresponding 
effect was 10-84 pounds. The results are practically identical. 
By throwing out of the comparison some of the varieties of 
anthracite, which justly have a poor reputation in the mar- 
ket, the preponderance would be upon the other side. If, 
then, we take it for granted that the average foreign "and 
American and bituminous coals are substantially equal in 
value, the value of the combustible of the foreign coal will 
equal that of American bituminous and American anthracite, 
and we may assume that the combustible of the coal, burned 
in any case, is a tolerably accurate comparative measure of 
the economy of a steam engine. All these restrictive qualifi- 
cations are necessary, ior, if selected coal of the best quality, 
be used in a trial, the results will be above the average in 
any case. We wish simply to indicate that the greatest dif- 
ference in the results given by different coals is due to the 
difference in the quantity of non-combustible matter, so that, 
if this be thrown out, the weight of the combustible remain- 
ing gives the nearest approach possible, without absolute 
trial, to the comparative heat-producing powers of different 
specimens. The best standard to show the comparative 
economy of the steam engine, other than that of the steam 
used, is therefore "The number of pounds of combustible 
used per horsepower per hour." 

We cannot fairly, however, compare the combustible per 
horse power per hour, used in experiments here, with other 
experiments when only the coal was noted. This necessi- 
tates us to correct the amount of coal used by a common 
standard, founded on the combustible. Good bituminous 
coals, here and in England, leave about 10 per cent refuse; 
hence, to make our experiments compare with those abroad, 
as well as for convenience, we suggest that in every case, the 
coal burned in determining the economy of a steam engine 
be reduced to a common standard of 10 percent refuse. Let 
us see the effect of this. The true comparative test for en- 
gines is the amount of heat they receive; we have shown 
that the heat-producing powerof the coal is proportioned to 
the weight of the combustible ; hence, if the weight of the 
coal be also proportioned to that of the combustible, it also 
expresses the relative economy. The coal is so proportioned 
when it leaves the same percentage of refuse, so by our plan 
of correcting the weight of the coal by its combustible, so as 
to give 10 percent refuse in each case, the weight of the coal 
is a true comparative test of the relative economy of the en- 
gine. For instance, 100 pounds of coal leaving 20 per cent 
refuse will evaporate no more water that 88'9 pounds leaving 
10 per cent refuse, for both contain only 80 pounds of com- 
bustible. If to the combustible we add one ninth of its 
weight, the quantity added is one tenth, or 10 per cent of the 
sum, which represents the weight of the coal, corrected to 
the uniform standard of 10 per cent refuse. Suppose a horse 
power in a certain foreign steamship coats 2-8 pounds of bitu- 
minous coal per hour, and in an American vessel it costs 3 
pounds of coal, using anthracite, are we to say our engines 
are inferior? Let us see. We first, deduct the refuse from 
the anthracite — tor instance, 20 per cent, which leaves 24 
pounds of combustible. This, then, is nine tenths of the 
weight of coal having ten per cent of refuse ; so multiply 
24 by -yi, gives 267 pounds as the true cost of the power in 
the American engino, to compare with 2 8 pounds used by 
the foreigner, when both are compared by the same standard. 

We have been thus extilioit because the fuel is so generally 
used in the comparison of the performance of steam eDgines. 
The coal bills of course show the absolute cost of the power 
in any particular case, »o matter what quality of coal was 
used ; but, under such circumstances, the weight of coal con- 



sumed, even when corrected as above pointed out, is, as must 
be seen, but an imperfect comparative measure. To make 
comparisons sufficiently correct to answer the demands of 
science, we must measure the steam used in each case — 
in other words, compare engines by the Number of Pounds of 
Steam used per Horse Power per Hour. 

The calculations are usually made from the pressure Bhown 
at the termination of the stroke ; the assumption being that 
the engine uses, at every stroke, one fall cylinder of steam 
at that pressure. In other cases, however, the initial pres- 
sure, and the portion of the cylinder filled at the point of cut 
off, are used in the calculation. These methods of determin- 
ation pre-suppose that dry or saturated steam enters the cyl- 
inder, which may be true, and that the steam continues in 
this state, through at least part of the stroke, without con- 
densation, which is never the case. Steam is necessarily 
condensed to set free the heat transmuted into the work 
done; and the temperature of the metil of the cylinder is a 
mean of the temperature to which it is subjected, and there- 
fore forms a condenser with respect to the initial steam. The 
consequence is, that there is always more steam taken from 
the boiler than is shown by the indicator ; the discrepancy 
increasing with the degree of expansion and amount of ex- 
ternal refrigeration. Clarke, in his work on the locomotive, 
points out great differences between the amount of steam 
calculated from the initial and terminal pressures shown by 
the indicator ; and yet uses the first in all his calculations. 
Late? experiments, where the steam hss been actually meas- 
ured, show that in small engines twenty to thirty per cent of 
the steam is unaccounted for by the indicator at full stroke ; 
and as high as sixty to eighty per cent when the steam is ex- 
panded considerably. Large engines show a small discrep- 
ancy at full stroke, which rises to thirty, and often fifty per 
cent, with shorter admissions. The best examples of the 
English double cylinder pumping engines use thirty-three 
per cent more steam than is shown by the indicator or the 
cylinders. This method of determination is therefore abso- 
lutely worthless for our purpose, as it furnishes no basis for 
reliable comparative tests. To these discrepancies must be 
attributed the losses which are known to arise in the steam 
engine. They have been ascertained, in practice, by indicat- 
ing the engine and measuring the water pumped into the 
boiler, and evaporated there, to furnish steam. In other 
cases, the exhaust steam of the engine has, by surface con- 
densation, been reduced to water, and its quantity deter- 
mined by measuring or weighing it. The weight of feed 
water, or, what is the same thing, of steam used in any case, 
to produce a given power, may, by either of these plans, be 
ascertained with scrupulous accuracy; and if the coal be 
weighed at the same time, the evaporative efficiency of the 
boiler can also be determined, and the excellence of both en- 
gine and boiler be detected and credited aright. 

In addition to the standards above given, expressing the 
economy of the engine, others of special application are 
used, which give the cost in terms of that which costs money 
every day; namely.the coal, and the result in that which returns 
the money. For instance, the miller speaks of the number of 
pounds of coal it requires to grind a barrel of flour — a thing, 
by the way, which may depend as much upon the condition 
of the mill as of the steam machinery. Locomotives are 
rated by the number of pounds of coal or coke burned per 
tun, per mile. So, also, what is known as the " duty" of a 
pumping engine, is the number of foot pounds of work de- 
rived from the consumption of a certain quant ty of coal. 

Having discussed the various measures and means that 
may be employed for our purpose, we desire next to select 
such as will be useful in particular cases, and show their 
practical application, which leads us to 

THE METHOD OF CONDUCTING EXPERIMENTS.— I. TESTING 
BOILERS. 

The power of an engine can never exceed that of the boil- 
er which furnishes it with steam ; hence, it is eminently pro- 
per that we should first select measures to ascertain, in a 
given instance, whether the steam is economically generated. 
As has been said, the heat producing power, or evaporating 
efficiency of a boiler, is measured by the number of pounds 
of water evaporated per pound of coal from a given temper- 
ature, say 212° Fah. We have therefore to weigh the water 
evaporated, and the coal producing the evaporation — a very 
simple thing apparently, but one about which there is much 
misapprehension, resulting in statements grossly erroneous 
and ridiculous. The water may be measured in a tank or 
barrel, the contents of which have been ascertained by careful 
measurement, or by weighing water into it of a given tem- 
perature. When experimenting, the water in the tank should 
be pumped out dry if possible, or at least to a given mark ; 
the pump then stopped, the tank re-filled to the proper hight 
(the easiest way is to overflow it), when the supply can be 
shut off and the operation repeated. The supply pipe should 
be arranged so that the water can be seen entering the tank, 
and leakage detected while the pump is working. The bet- 
ter way is to have a hose to throw in and out of the measur- 
ing tank. Before making even experiment, it should be as- 
certained if the boiler foams or raises water; if so, it must 
be remedied before proceeding farther. All leaks about the 
tank, pump, and boiler, should be stopped; and all extra 
pipes leading water in or out of the boiler be disconnected, 
or frequently examined. The steam generator may be work- 
ed off in the engine, blown off through the safety valve, or 
otherwise disposed of. so long as no water is lifted with it. 
The latter is less liable to happen whea the evaporation takes 
place under considerable pressure. The greatest care is nec- 
essary in commencing and ending experiments. There are 
two methods of doing this. The first is to measure the tem- 
perature and hight of the water in the boiler, and, immedi- 
ately itpon [starting the Are, to keep an account of the fuel 



consumed, until the close of the experiment; then to weigh 
the coal and ashes hauled out of the furnace. This involves 
a calculation to ascertain the heating effect of the fuel used 
in generating steam. It is of little value for the purpose of 
comparison, for the shell of the boiler and its surroundings 
(often a heavy mass of brick work) has also to be heated ; 
and of this no estimate can be formed. The better plan is to 
get every thing in average working condition before starting 
the experiment. The steam should have the proper pres- 
sure, the fire be clean, and of a certain thickness, judging by 
marks on the sides of the furnace, the ash pit clean, and the 
water at a certain known hight. The experiment may then 
proceed, weighing all the coal afterward used, and measur- 
ing the water pumped into the boiler, till near the desired 
time to stop, when the fire should be thoroughly cleaned and 
filled up with coal to the same marks as at the beginning ; 
and should be maintained at that point, with the steam at 
the starting pressure, till after pumping in the last tank of 
water, when, as soon as the water level reaches the same 
hight as at starling, the experiment may be terminated. 
The ashes in the pit should then be weighed, as well as those 
previously collected. The fire should be equally bright, and 
the steam pressure the same at the beginning and end of the 
experiment, so that the water level will be disturbed in like 
manner. At stopping or starting a certain feed should be 
kept on ; or the water should be pumped too high, and time 
noted when, by evaporation, the level falls to the mark. No 
experiment should be less than eight hours in length ; and a 
trial of forty-eight to seventy-two. hours' duration can better 
be depended upon. Daring the experiment a log should be 
kept, upon which should be recorded the time, the weight of 
the coal and ashes, the number of tanks of feed water, and 
the temperature of each. The temperature of the escaping 
products of combustion, and of the fire room, may also be 
noted ; as well as any evident remarks about the kind of 
coal, and the circumstances of the trial. After the experi- 
ment, the following calculations are necessary: First, in an 
evident manner, ascertain the total amount of coal and ashes, 
l subtract one from the other, which gives the total weight of 
the combustible. Then find the average temperature of the 
feed water, and the average pressure of steam. Then calcu- 
late the weight of the whole quantity of water evaporated, 
making allowance for its temperature. 
(To be continued.' 
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The Editors are not responsible for the opinions expressed by their cor- 
respondents. 

Steam Engine Indicator. 

Messrs. Editors: — I have read with surprise the criticisms 
on the indicator as a means of ascertaining the power ex- 
erted by steam engines, contained in the paper by Mr. Emery, 
published in your last two numbers. The writer says that 
its indications have been shown to be of a most unreliable 
and deceitful character, even in those respects in which they 
had heretofore been considered practically perfect ; and that al- 
though the Richards Indicator is undoubtedly a great im- 
provement upon the old style, still the best of these instru- 
ments give, at fifty revolutions of an engine per minute, 
when cutting off at an early point of the stroke, diagrams 
which have been demonstrated to be erroneous by from ten 
to twenty-five per cent. He describes an experiment by 
which he states that any one may prove the existence of 
these errors, and then attempts to show that they are un- 
avoidable. 

The connection leaves it to be inferred that this startling 
discovery has been made in the course of the- experiments on 
steam expansion.whichhave for several years been carried on 
by the Navy Department. This show of authority, together 
with the candor and evident sincerity of the writer, is likely 
to carry some weight ; and the charge might, if permitted to 
pass unchallenged, be regarded by many as confessed. 

Now, nothing can be more certain than that the defects 
here attributed to the indicator have no existence. The ac- 
tion of this instrument has been investigated too thoroughly, 
by too many able engineers, and under too many varied con- 
ditions, to permit confidence in it to be shaken by any state- 
ments inconsistent with the general experience. I cordially 
unite in recommending experiments of the character sug- 
gested by Mr. Emery to be generally made ; and whenever 
these are properly conducted, it will be found that all the dia- 
grams taken from an engine when exerting the same power, 
however they may differ in their outlines, instead of present- 
ing the discrepancies stated, will contain the same area ex- 
actly. 

Mr. Emery accounts for these imagined errors by supposing 
thatthe inertia of the moving parts of the instrument com- 
pels the indications to be tardy. Let it be assumed that such 
tardiness of action exists, in a degree sufficient to account for 
the least amount of error stated ; namely, ten per cent a^ 
fifty revolutions of the engine per minute. Then, if the 
speed of the engine is increased, this error also must increase 
in the same ratio in which the power required to overcome 
the inertia of the moving parts increases ; or as the square of 
the speed, and at four hundred revolutions of the' engine per 
minute will amount to six hundred and forty per cent, and we 
find ourselves far beyond the limit of speedJitt which the in- 
dicator can give any diagram t.t all. Bat*» have taken dia- 
grams with the Richards indicator at four hundred revolu- 
tions and over per minute, which were demonstrably perfect, 
although the entire figure was completed in less than the one 
seventh part of a second. I have also taken diagrams from 
locomotive cylinders at two hundred and sixty revoiutiotfs 
per minute, in which the admission line was carried by the 
momentum of the moving parts, much above the point which 
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would mark the pressure of the steam ; and the reaction of 
the spring was so instantaneous that the pencil descended on 
the same line. To those who are iamiliar with the action of 
this instrument at high speeds, the idea of its beinsr tardy 
appears quite absurd ; and they will unite in assuring our 
critic tkat he must look elsewhere for the causes of the dis- 
crepancies which he imagines he has discovered. 

Thanking you for your courtesy in permitting me to tres- 
pass bo much on your valuable space, I am yours, 

New York, Nov. 20, 18G8. Chaeles T. Poetee. 



Testing the Power of Steam Engines. 

Messes. Editoes: — I notice in No. 21, page 322, the fol- 
lowing from the pen of " C. E. Emery, late of the U. S. Navy 
and U. S. Steam Expansion Experiments :" 

" The measurement of the power in the steam cylinder by 
the indicator is defective, also, because it takes no account of 
the friction of the engine." 

Will Mr. Emery please state what we shall call the result 
we get by the indicator when we throw off all resistance and 
run the engine by itself alone ? Enginbee. 



Curiosities of Vision. 



Messes. Editoes. — In a recentnumber of your paper I notice 
an article s on a subject which has often occupied my thoughts, 
that is, the difference in the real appreciation of the magni- 
tude of the same objects by different persons. We know that 
the vision of all persons is affected by their idea of the dis- 
tance of the object viewed in relation to its magnitnde, and 
that correct ideas of magnitude gathered simply from vision 
are impossible. 

The painter when he represents an object, a landscape, or 
an architectural structure, always places somewhere in the 
field of view, some well known object, with the proper size pf 
which, all are acquainted, and which object is really the scale 
by which the dimension of the picture is to be estimated. 
But even in real objects there is great liability of mistake. It 
is said that to a stranger not accustomed to the sight, a large 
man standing in the door of St. Paul's. London, looks like a 
boy, and that it is necessary for a person to become familiar 
with the great cathedrals of Europe, and time and again 
compare them with well known things that have been handled 
before they can fully appreciate their majestic proportions. 

But the question has occurred to me : Is there not a real 
difference in the appreciation of two persons in relation to 
the magnitude of the same object even when it can be handled; 
and is not this the real reason why one person will go into 
extacies at a view of Niagara, or of Barnum's fat woman, 
while another will only, like the tailor, see." a glorious place 
to sponge a coat,"or a lump of disgusting humanity ? From 
what I have seen, read, and experienced, I believe that such a 
difference does exist, and that it 13 the main spring of what 
has been called taste by some, in relation to an appreciation 
of the sublime. 

We may read a description of Niagara written by one of 
these large viewers and our mental vision, may be enlarged 
by his or her descriptive figures till our ideas may come up 
almost to the glowing picture painted, and the " Tremendous 
Current " of our school-boy days be really worth more than 
the money it would cost to go and see it, but alas for the dis- 
enchantment, if perchance we do get to see the original es- 
pecially after roaming the broad praiiies and crossing the 
wide rivers of the West. 

Under such circumstances I must confess my first thought 
was when I looked on the "insatiable abyss :" Is that all? 
and I passed on my way, not -waiting for it to " grow " on me. 
But I believe I am not totally devoid of the faculty (or what- 
ever else the phrenologists call it) of sublimity. I can look 
at the moon on a cloudless night, and by an exercise of will, 
or imagination, or of reason or arithmetic, I know not which, 
I can make it appear to my " mind's eye " as large as it should 
appear if some twenty thousand miles distant. The same 
experiment is successful with many other objects which can 
be excluded from other objects in the field of vision. 

I recollect that one time when out hunting in a snowy 
winter on the prairie I saw across a shallow valley, at as I 
supposed a half mile distance, a " tremendous varmint," 
smelling around on the sun-lit snow. After screwing up my 
courage for a few moments, I cautiously advanced, and after 
a few rods walk, succeeded in slaying one of these little me- 
phitic quadrupeds,which so strongly excited the disgust of old 
Carver when he traveled here a hundred years ago,and which 
some call skunk. I would have bet at least on a black wolf 
or anything larger if we had such, until I had taken a few 
steps toward him. At another time I got a view of one of 
the most tremendous structures for a few moments ever seen 
or made by man. A steamboat had landed against a small 
island in the Mississippi, covered with low trees, upon the 
other fide of which I happened to be. Beyond, on the other 
side of the river was a clean prairie horizon whieh could just 
be seen above the trees. I saw nothing of the boat but her 
two chimneys, and at first sight, and indeed until reason had 
time to prove the contrary, ihey seemed to me to be two im- 
mense towers, at least a thousand feet high, resting on the 
distant landscape. By imagination, I suppose, I repeated this 
effect several ^times, until I really began to feel quite "sub- 
lime." Capt. Parry tells us how he used to see on the great 
snow wastes of the North great cairns of stones, which with 
a few minutes walMttie could pick up in his hand, and I have 
often seen on a prairie ridge, when traveling, an immense 
mansion, which in a short drive turned out to be the the 16 X 
20 " box " of a new settler. That there is but a few steps in 
such cases from the sublime to the ridiculous, I have found 
out by experience, and that the faculties or the " tastes" of 
different men depend very much upon a difference in natural 



or perhaps acquired appreciation in sight as well as in other 
senses I am fully persuaded. C. Boynton. 

Lyons, Iowa. 



Meteorltes~lYew Theory Propounded. 

Messes. Editoes:— Perhaps it may interest your scientific 
readers to know that this morning (Nov. 14th), especially af- 
ter 3 o'clock, meteorites fell here and around this vicinity in 
great numbers — superseding anything of the kind ever hereto- 
fore seen, as many of the early-risers say. One fell after 4 
o'clock, on the Gloucester ferry-slip, and exploded with aloud 
report resembling that of a pistol. Several were seen falling, 
leaving long and luminous trains behind them ; and one was 
observed moving with great velocity in a northwestern direc- 
tion, and leaving behind it a very long luminous tail. An- 
other blazed forth in the southern heavens, and threw so 
clear and vivid a light around it that the whole scenery was 
lighted up for the time being, as it would have been by a flash 
of vivid lightning. 

Two years ago I wrote to a certain scientific editor that the 
true cause of our annual or November meteoric showers was 
the fact that, at that period of the year, the earth actually 
crosses the sun's path ; that is, the earth is direct behind the 
sun, and passes over hia orbit on the 14th day of November of 
every year. 

For some cause or other the editor referred to did not give 
my article publicity. I therefore, for the sake of astronomic 
science, appeal to the Scientific Ameeican. I think it ca- 
pable of demonstration that not only does the earth actually 
cross the sun's path on the morning of the 14th Novembar 
every year without exception, but that the sun is actually 
moving around the heavena in westward orbital motion, and 
that he is positively leaving a meteoric train behind him, 
which stretches out many degrees beyond the earth's orbit. 

These are facts of astronomical science, which ought to be 
carried to the ears or eyes of every scientific man, and which 
I hope the worthy editors of the Scientific Ameeican will 
aid me in bringing publicly before the world. 

John Hepbtjen, Sen. 

Gloucester, N. J. 



Manufacture of White I^ead—New Processes. 

For the Scientific American. 

The adulteration of white lead with sulphate of baryta 
has become so common that it is one of the regular steps in 
its preparation in all factories. The pure white lead of the most 
finely ground quality is called " Silver White ;" when mixed 
with equal parts finely ground sulphate of baryta it is called, 
on the European continent, " Venice White." When adul- 
terated with double its weight of sulphate of baryta it is 
known as "Hamburg White;" and even three parts of the 
baryta and more to one of lead are frequently used. ' This 
adulteration is not entirely a deterioration, and many of these 
adulterated qualities are preferred for certain purposes to 
the pure article. 

There exists another kind of white lead, called " Kremner 
White," which owes its pure white color to the original purity 
of the lead employed (which is free from silver and iron), and 
the carefulness in the method of manufacture, clearingit from 
all powdered metallic lead or sulphuret, which, especially the 
last, even in the smallest quantities, injure many other quali- 
ties of white lead. 

The method described on page 298 is usually called 
the Dutch process, and being very injurious to the workmen 
has in certain localities been superseded by the so-called 
French process, of which Thenard first established the prin- 
ciple. Itconsistsinmakinga solution of a soluble salt of lead, 
and by passing carbonic acid gas through it the lead is precip- 
itated as a carbonate. This process may be executed on a very 
small as well as on a large scale, and requires the following 
steps : First, a saturated solution of acetate of lead (lead 
sugar) is made, either by dissolving this salt in water, or by 
heating metallic lead with pure vinegar ; this solution is 
boiled with oxide of lead (litharge) till it cannot dissolve any 
more of it; one part of pure strong wood vinegar (pyrolig- 
neous acid) will dissolve a little less than one part of litharge 
(oxide of lead) and form a neutral acetate, when dissolving 
twice that quantity of litharge in it (correctly 60 parts of ace- 
tic acid to 112 of litharge, one atom of each) we obtain a so- 
called subacetate, a basic solution, which colors litmus paper 
blue, and when dissolving three times ths amount of litharge 
the solution is saturated, and the excess of lead above the 
neutral solution will be readily precipitated as carbonate of 
lead by passing carbonic acid gas through the solution, till 
the solution becomes neutral again, or even acid. 

This carbonic acid gas may be obtained by the action of 
sulphuric acid and water on chalk or marble, as is done in 
the preparation of the so-called soda water, or it may be ob- 
tained from the combustion of charcoal, but in this case it 
must be purified, chiefly from sulphur vapors, as these color 
lead black, and consequently make the precipitate very dirty 
looking. The best way is to pass the gas resulting from 
combustion first through a separate solution of lead, before 
passing it into the receptacle from which the white lead is 
to be precipitated. As soon as this precipitation is completed 
the liquid is left to settle, the supernatant neutral acetate of 
lead solution is decanted off, and boiled with another dose of 
litharge ; thus a limited amount of acetate could be used for 
an indefinite period, if there were not unavoidable losses 
during the process, which have to be supplied from time to 
time with fresh acetic acid. It is clear that during this method 
of operation, the white lead being obtained from the first in a 
wet condition, the workmen are not exposed to the poisonous 
dust, as is the case in the old process described on page 298. 

Several modifications of this French process have been pro- 
posed ; for instance, Button and Dyer make a solution of li- 



tharge in nitric acid, and precipitate with carbonic acid ob- 
tained from the combustion of coke. Richardson uses sul- 
phuric acid to precipitate the solution of acetate of lead, and 
thus forms not a carbonate but a sulphate of lead ; and Leigh 
precipitates a carbonate from a solution of the chloride of the 
metal by means of carbonate of ammonia, which is only a 
more expensive way of operating without compensating ben- 
efit. Pactinson has a similar method, but precipitates the 
white lead by means of a solution of carbonate of magnesia 
in carbonic acid water, which solution he obtains from the 
mineral hydrate of magnesia, or from magnesia limestone ; 
the solution he uses contains chloride of lead, and he treats 
the precipitate with caustic potash or soda, and he asserts 
that in this way his white lead becomes equal to the best 
known. 

A method was recently patented in England and the Uni- 
ted States to simply use an impure ore of lead of such a kind 
as is soluble in acetic acid, boil it with the acid, decant and 
filter the solution till'clear, and then precipitate with carbonic 
acid. A common lead ore of this class is a mineral carbonate 
of lead of a reddish brown or gray color, it is abundantly 
found in England, but when introducing this method in the 
United States a great drawback was found to consist in the 
fact that not such a lead ore had been found here. Fortunately 
railroad cuttings in Missouri quite recently brought to light 
large deposits of this mineral, which are now oeing used for 
the manufacture of lead, white lead, and other lead com- 
pounds. 

Dr. Vander Weyde, of New York, recently patented an ap- 
paratus by which the wood vinegar necessary for the solution 
of this ore, could be distilled from the wood at the mine, and 
the residue of the distillation, the charcoal, while hot in the 
still, was converted into carbonic acid gas, by simply blowing 
a current of air through the still, as soon as the volatile pro- 
ducts were driven off by the distillation; this carbonic acid 
gas, after passing through cooling and washing tubs, is used 
for the precipitation of the carbonate of lead, the whole pro- 
cess thus being accomplished in one apparatus and one oper- 
ation. 

By this process of using the lead ore, the labor of reduc- 
tion to the metallic state is entirely saved, a labor required 
when following either the old or so-called Dutch method, or 
when using the lead sugar, or when dissolving in acetic acid 
the litharge which is manufactured from the metallic lead. 

Generally the white lead obtained after the French method 
by precipitation, has not the body, or else does not cover so 
well as that prepared after the old Dutch method ; the cause 
is revealed by the microscope ; the precipitated white lead 
consists of little semi-translucent crystals — the Dutch white 
lead— out of opaque white grains, [but later improvements 
in the French method have overcome that difficulty to 
a great degree ; they consist in preventing the formation of 
these small crystals by the use of nitric, sulphuric, and hydro- 
chloric acids, and thus form a compound which consists not 
only chiefly of a carbonate, but also of a sulphate and chlo- 
ride, which last two, by themselves, are inferior to the car- 
bonate, but when combined in the formation of the precipi- 
tate, appear to improve the pure carbonate in a manner not 
yet precisely explained. 

Chemical analysis has proved that the pure white lead 
manufactured after the Dutch process, is a compound of two 
atoms of carbonate of lead and one atom of hydrated oxide of 
lead, therefore is it probable that when the carbonate of lead 
obtained by precipitation after the French process was boiled 
with a sufficient quantity of a pure solution of subacetate of 
lead, it would take from this solution some hydrated oxide 
of lead, and become also a compound of carbonate and hydra- 
ted oxide of lead, and be as opaque, and dense of body as the 
Kremner white. A hint worth trying. 

Of course the white lead manufactured after the French 
method is also adulterated with sulphate of baryta in differ- 
ent proportions, and this will be the case till a method is 
found of making pure white lead directly from the ore, and 
as cheap as the baryta, in which case the adulteration would 
not pay any more and come to an end. V. 



The Defects of Railway Tracks. 

Standing by the side of the line when the engine is slowly 
passing, says the American Railway Times, and watching the 
effect of the wheels, it will soon be detected why the annual 
repair and reconstruction expenses are so large. As each driv- 
ing wheel passes over the cross-tie,the tie is driven down in the 
ballast just in proportion as the bearing surface is deficient to 
sustain theload. Now where the cross-ties are irregularin size, 
the resisting power to depression varies,the smaller tie sinking 
deepest, the blow from the driving wheel being aided by the 
fall so that the effects are aggravated in proportion. This re- 
sult leaves the track a succession of short and irregular waves 
of the chop-sea variety, and not the condition for smooth run- 
ning, or favorable to the "life" of any portion of the track 
or rolling stock. No amount of tamping up can prevent the 
formation of these depressions in the track where the cross- 
ties are irregularin size, and consequently there is an unequal 
amount of bearing surface. How many of the track-men. or 
in fact, how many of the managers ever give any heed to this 
matter or suppose it of any importance? Not many we fear, 
on many lines can be seen, lying side by side, cross-ties of 
every size and shape^sooae large and long,some small and long, 
short and small, some crooked. Frequently can be seen one tie 
extending from one to two feet outside of one rail longer than 
it does outside of the other, and frequently it is found that no 
attention is paid to the distance between the ties, and no effort 
is made to equalize the amount of bearing surface on the ballast 
per running foot or yard of track. This practice, or mal-prac- 
tice, is very common, and there can be nothing more wasteful 
or improvident, nothing more unphilosophical. Vast amounts 
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of money are expended to secure a smooth and even road-bed, 
for that is the theory of all railway construction, and then 
the practice is to so arrange the super-structure that the even- 
ness and smoothness are at once destroyed, and the trains in- 
stead of having that easy gliding motion so favorable to econ- 
omy of operation and safety, go thumping and pounding 
over the line, causing a useless waste of power, destroying 
the road-bed, and every part of the superstructure, and de- 
stroying every part of the rolling stock as well. Railway 
managers, most of them at least, can see this state of things 
on their own lines, any day they may take the trouble to ex- 
amine them ; and knowing as they do, for so they say in their 
reports, that the smooth track is favorable to economy of 
operation, they yet permit their road-masters and track-men 
to violate, in a hundred different ways, every principle of 
common sense and good railway practice that goes to secure 
this smoothness and evenness of track. The deficiency in 
this matter we believe is greater now than it was a dozen 
years since, but it is certainly safe to say that no improve- 
ment has been made during the time except in isolated cases. 
It is common enough to berate the rail manufacturers for fail- 
ure to produce a serviceable article, but the cause of the early 
destruction of rails is, we fear, not always the quality of the 
make, it is in some degree due to the treatment they receive 
in the track. With the increased weight upon driving wheels 
and more frequent trains, and the condition of the tracks, 
with all the disturbing and destructive elements in them to 
which we have alluded, it is not a matter of wonder that 
iron rails wear out at an early day, and it is simply absurd to 
expect any other result. We do not hesitate to say, that un- 
less the railway managers reform the character of the super- 
structure, arranging its details so as to secure that amount of 
evenness and smoothness which is practicable even under the 
present insufficient system, our sympathies will be with the 
rail makers, and not with the railway managers. In the dif- 
ferent details of the superstructure, such as chairs, wood and 
iron splices, and other joint fastenings, there are some meth- 
ods which are tetter than others, but we shall not attempt to 
sit in judgement upon them at present, and perhaps it is 
needless that anyone should do so ; but one thing the rail- 
way manager must be certain of, and that is, that the best re- 
sults of any system of rail fastening cannot be secured until 
the rails have equal, continuous, and pbrmanent bearing, so 
that they may be kept truly in plane and line, and not liable 
to become disarranged by every passing train. The bearing 
surface of cross-ties is, little enough on all the lines, but what 
there is should be evenly distributed under the rails. If the 
road-masters or managers think undue stress is laid upon 
this matter, they are simply very much mistaken. 



Rapid Railroad Building-. 

The two departments of the great trans-continental rail- 
road seem to grow fully as rapidly as the Ohio pumpkin vine, 
which the farmer advised the traveler to bestride as being a 
better means of travel than his jaded nag. As regards the 
eastern branch, we know that although to-day the news- 
papers state its working terminus at so many hundred miles 
west of Omaha, before we can comprehend the fact the report 
comes that it has added fifty or a hundred miles to its length. 
It seems to be the same on the other side, if we may credit 
the San Francisco Bulletin, which says : 

" A few days since a merchant came down to the city from 
the eastern side of the Sierra Nevada. Having bought an 
extensive assortment of goods he gave directions that they 
should be shipped to the end of the Central Pacific Railroad, 
wherever that should be, expecting to have a considerable 
job of teaming to fill up the gap between the workiDg end of 
the road and his place of business. His directions were 
obeyed to the letter. But, to his astonishment, on returning 
he found that the goods ordered had been carried about fif- 
teen miles beyond his residence. 

" The Continental Railroad is now ' on its travels.' It is 
not safe to limit its progress. There are probably twenty 
thousand days of work performed on every secular day. If a 
merchant sends goods to the end of the road, they will bring 
bring up somewhere this side of Salt Lake city, possibly in 
some ambitious little town that he never heard of before his 
departure. Miles of road are created, and even towns, in a 
single day. The dot on the map showing the working ter- 
minus of the road at the beginning of the week, must be 
moved forward at the end of the week to a point represent- 
ing from eighteen to twenty miles of progress. Only a few 
months will elapse before a general direction to send goods 
to the end of the road will insure their bringing up either at 
Omaha or New York. It might be a safer plan just now for 
the interior merchant to drive a stake before leaving home, 
and order his goods not to be sent beyond the stake, lest he 
should have to chase them into the wilderness." 



Mead's Monument of Lincoln. 
A monument to the memory of Abraham Lincoln is to be 
erected at Springfield, 111., at an expense of $200,000, of which 
sum $135,000 are already secured. Thirty-two designs were 
offered to the committee, and the decision was given in favor 
of the one made by Larkin Or. Mead, of Vermont, and whose 
studio is at Florence, where, by patient industry and a refined 
genius, he has achieved a deserved fame. We had the pleas- 
ure of seeing the artist's drawing in perspective, and were 
favorably irnpressed by it. The whole hight is to be one 
hundred feet, and with the exception of its bronze figures, 
the monument will be of New England granite. Mr. Mead 
is making immediate arrangements for all preliminary work 
upon the monument, and will leave for Italy in about two 
months, to begin his models for the figures necessary. He 
thinks it will be about four years before the entire monument 
will be completed. His contract provides that the foundation 



must be completed during the summer and autumn of next 
year, 1869 ; the entire granite work is to be finished by Jan. 1, 
1873. The artist will be allowed four years after that date for 
the completion of the sculpture. 



SELFEIDGE'S PATENT WASHING MACHINE. 



Inventions for lessening the household labor of women do 
not seem to meet with so great a success as those improve- 
ments on machines of which men have the sole charge. The 
sewing machine is an exception, but it is notable that the 




fact thus stated is evident. Whether the genius of women 
does not affect mechanics, or that the apparent complication 
of the devices contrived for women's convenience frightens 
them from a thorough trial of them may be an open ques- 
tion ; but it is certain that the simpler the form and the easier 
the manipulation of a machine intended for the use of the 
gentler sex, the better chance it has for success. Apparently 
acting on this belief, the inventor of the machine of which 
the accompanying engravings are representations, has con- 
trived a washing machine that is compact, portable, easily 
cleaned and worked, and very simple. Its form and general 
appearance is seen in Fig. 1, and the internal construction is 
seen in the section, Fig. 2. The tank, A, holds a washboard, 

B, which is in two parts, semi-elliptical and corrugated. These 
parts can be removed for cleaning by opening the hinged lids, 

C, which may be glassed, as seen in Fig. 1, to allow of a view 
of the interior as the work progresses. 
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Two plunger or rubbers, D, having corrugated inclined 
sides, are suspended by pendulum arms to an elevated shaft 
held in uprights at the center of the machine, the arms being 
operated by means of hooked connecting bars, driven by 
cranks set isochronously on a shaft at one end of the machine 
turned by a handle. As one plunger moves forward the other 
is returning and a continuous rubbing of the clothes is as- 
sured. A faucet is inserted at or near one end of the tank for 
drawing off the dirty water. All the parts are so arranged 
that they may be separated for convenience in storing or 
removing. The recommendations from those who have used 
it are numerous and very favorable. 

Patented through the Scientific American Patent Agency 
Nov. 5, 1867, by Gt, C. Selfridge, whom address for addi- 
tional particulars at Saratoga Springs, N. Y. State rights 
for sale. 

Sharpening Saws. — A correspondent informs us that, in 
answer to an advertisement, he paid fifty cents for the accom- 
panying information : "After filing your saw, lay it on a level 
board and pass over the side of the teeth with a whetstone 
until all the wire edge is off the teeth. This will make your 
saw cut true and smooth, and remain sharp longer. Your 
saw must be set true with a sawset." 



CULTIVATION OF WASTE LANDS ON RAILWAY LINES. 



Nothing is more noticeable to the observant traveler on our 
railroads than the contrast between the land inclosed by the 
fences confining the road, and that on either side belonging 
to adjoining farms. Where the latter are cultivated, yield- 
ing crops of grass, grain, or vegetables, the former are ei ther 
gravelly cuttings, scored by rain floods, plats of level denuded 
of their soil to be used for fillings on the line, or stretches of 
arable soil, left to grow up to weeds and wildness, detrimen- 
tal to the adjoining properties and useless to anybody. Oc- 
casionally a patch of cabbages or potatoes, in the vicinity of 
a station or the dwelling of a switch tender, shows what in- 
dustry can do in utilizing these waste spots. Such oases in 
the desert of the railroad line prove that " what has been 
done may be done." There can be no reason why the unim- 
proved lands on the lines might not, in many instances, be 
cultivated, with a three-fold object, not the least of which 
would be the gratification of the eye accorded to the passen- 
gers. Another would be the additional income afforded to 
shareholders of the road, or the additional comforts to their 
employes. Still another advantage would be preservation of 
the embankments and cuttings from the effects of heavy rains 
or local floods or freshets, which, in one case, wash away the 
material of the road, rendering the ties insecure, and in the 
other deposit upon the track an excess of ballast. 

Where an embankment or causeway has been carried across 
a low-lying " meadow," to equalize the level of the line, the 
perpetual moisture, aided by numerous trickling rills and 
running streams, gradually undermine the embankment and 
cause tumbles or slides, endangering the safety of passing 
trains and the permanency of the roadway. In such cases 
these embankments may be preserved by planting the slopes, 
however steep, with the osier. Wherever there is sufficient 
moisture, this species -of the willow will grow. The kinds 
most adapted to our northern climate are the Salix Viminalis 
and the Salix Forbyana, both very valuable for basket making 
and other textile fabrics of wood. But beside this value as a 
material for manufacture, the long tendrils of the main root 
pierce the soil, on which they are subsisting, horizontally, 
binding the material of the embankment or dike into a solid 
mass ; while . the stocks, or the growing osier, present a bar- 
rier to the action of temporary floods and heavy rains. A 
notable instance of the value of this plant may be seen in the 
condition of the extensive dikes built in Hartford, Conn., by 
the late Col. Colt, where hundreds of acres of splendid arable 
soil has been preserved from annual overflow, and lands, be- 
fore almost useless, have been turned into fertile fields or 
covered with villages, the inhabitants of which are supported 
by the great pistol factory, the manufactory of willow ware — 
the material for which is drawn annually and wholly from 
the products of the sides of the dike — and one or more sawing 
and planing mills. 

There can be no valid reason why such embankments on the 
lines of our railroads may r ot be similarly utilized. Afier 
planting the osiers — which is done simply by slips — no other 
care is necessary. In the fall the shoots may be cut by a 
pruning knife, and can be sold as basket stuff, while the roots 
and stock remain to defend the embankment and furnish an- 
other crop the coming year. 

But there are also slopes caused by cuttings, in localties 
where their bases — not like embankments — do not reach per- 
petual moisture. Few of them are of such an angle that 
grasses and grains may not be grown upon them. At least 
they will support the masses which will tend to preserve the 
integrity of the slope, and, in time, prevent its wearing away 
except when destroyed by a violent rain storm. Grass and 
grain seed scattered over these slopes, however gravelly and 
denuded of true soil they may appear to be, will take root 
and bear, and clots of grass sod, and of moss, will readily adapt 
themselves to their new conditions.so that even if tliey should 
not flourish, they will form a holding place for more useful 
plants. 

On the level of the lines, frequently, large areas are fenced 
in, which belong to the railroad, that have been used either 
as deposits from which earth has been drawn to make em- 
bankments, or from which the trees have been cut for ties for 
the road, stringers or braces for bridges, or culverts or for 
other purposes. Although in many of these places the soil 
has been removed so that the clean gravel is exposed, in many 
others the surface is undisturbed except by the removal of the 
superincumbent growth of trees and brushwood, leaving the 
soil in tolerable condition for the plow or the spade. These 
spots might be cultivated by adjacent proprietors, or by the 
section men when the localities are removed any considerable 
distance from a village or farm house. The aggregate yield 
of useful or marketable commodities on a line of say twenty 
miles would amount to something of value either to the cul- 
tivator or owner, whoever the latter may be, and the appear- 
ance as well as the value of the road be greatly advantaged 
The subject is worth attention. 

These matters are better managed in the old countries. 
There the station houses frequently are flanked on either side 
by beds of vegetables and parterres of flowers, protected by 
fences from the public way and the railway lines. Each one 
of these little stopping places are pleasant homes, attached 
to which are beautiful gardens bearing evidences of thrift and 
patient industry, forming pleasant views for the passengers 
of passing trains. What can prevent a similar condition on 
our railway lines ?.= 



It is proposed to illuminate the great cross upon the Pitts- 
burgh Cathedral with gas lights, to be ignited by electricity. 



Hard steel and dry grindstones reduce the temper t>f the 
one and injure the usefulness of the other. 
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Improvement In Wood-wortius; machinery. 

Among the many noticeable articles exhibited at the Crys- 
tal Palace in this city was a curious and ingenious contriv- 
ance for cutting irregular forms in wood — the need of which 
had been long and seriously felt, and which has since com- 
pletely revolutionized the manufacture of furniture — the in- 
vention of Mr. Nathaniel Gear. A broad table, say iour feet 
square, rested upon an iron frame, at the usual hight of a 
carpenter's bench, and rising from the surface near one end 
were the heads of two vertical spindles, or shafts, which pro- 
jected but a few inches and constituted the most important 
part of the machinery ; in fact, the very principle of the in- 
vention. 

The peculiar construction of the heads, into which were 
placed sharp knives similar to common planing irons grooved 
and formed to suit the various styles of work desired, could 
not be more simple or 
efficient. The whole 
strength of the cutters 
being available and not 
impaired by holes or 
strained by wedges as 
is generally the case in 
holding all other cut- 
ters. The material to 
be planed was held up- 
on a pattern of the form 
desired, by a few metal- 
lic points, and the pat- 
tern being carried past 
and against the heads 
while rotating, the ma- 
terial upon it was 
planed and molded to 
the shape of the pat- 
tern and knives used. 
Two heads were used 
in order to work the 
grain of the wood and 
thus impart a beauty of finish that could not be otherwise 
obtained. 

The engraving accompanyingrepresents this same machine 
in its improved state, the result of some fifteen years experi- 
ence in building and perfecting it, and while it has been 
essentially improved in build, it is worthy of note that the 
principle of the machine, the manner of holding the cutters 
and using the heads as a gage or guide to the pattern con- 
veying the material to be dressed, has never been changed. 
By the graduation of the knives, the machine may be adapted 
to work of any size, making the heads even from one-half of 
an inch, to four inches in diameter ; so that the machine may 
be used in doing the most delicate irregular wood work. 

It is now used in planing the wood handles to hairbrushes, 
and also in dressing plow beams and the knees of ships. 

The engraving represents upon the table top of the ma- 
chine, a guide, connected with which is a feed roll, which re- 
ceives power to move it from the pulleys beneath the table, 
and when attached completes the machine for doing straight 
as well as irregular work. 

By the hand wheel arrangement represented at each side 
of the machine, the spindles are raised or lowered as occasion 
requires, adapting the cutters to the thickness of the ma- 
terial operated upon. 

The cutter head at the left of the machine (on Fig. 2) repre- 
sents the head with several cutters ; the additional and 
extra cutters being held in a simple manner by an adjustable 
intermediate collar, the invention of Mr. I. P. Tice. 

The machine weighs about thirteen hundred pounds, and is 
valuable for furniture, carriage, sash, door, and blind makers, 
and any establishment working wood by machinery. Patented 
Nov. 8, 1853, and extended Sept, 30, 1867. 

For information concerning D. Jordan's Patent Guards by 
which the shavings are gaged the same as in common planes 
(a valuable improvement to the machine), and all further 
particulars concerning the same, address the owners and 
manufacturers, A. S. & J. Gear& Company, New Haven, Conn., 
and Concord, N H. 



bents in autumnal pasture — will lead his pregnant sheep or 
cattle where it is prevalent. If he does, he will not very im- 
probably find that both cows and ewes are slipping their 
young. But there is a further evil. A great consumption of 
ergot, when carried on for some time, is very likely to pro- 
duce dangerous gangrene. This is known to be the case in 
man, whole villages having occasionally labored under an 
epidemic of gangrene, in consequence of eating bread made 
of ergoted rye. It has, moreover, been suspected that this is 
not the only parasite which may be injurious to our flocks 
and herds ; we should, therefore, be inclined to withhold the 
affected leaves, if diseased to any extent, from the farm yard ; 
while there is not the slightest reason to suppose that the 
root will attain any noxious qualities, though it may have 
been checked in its growth by the demands made on the 
foliage for the nutritive matter which ought to have been 



GEAR'S VARIETY PLANING AND MOLDING MACHINE. 



Fungoid Diseases in mangels and Other Plants. 

An agricultural paper contains the following on the sub- 
ject of fungoid diseases in plants, called forth by the receipt 
of a leaf of mangel wurzel, infested with a brown parasitic 
fungus, with a request, first, to send name, nature, and prob- 
able cause of the disease ; and, secondly, to state whether it 
is likely to be injurious to cattle which feed upon the leaves. 
It says : 

" The first question is easily answered ; the production in 
question is a fungus, its name UredoBete, Persoon(Trichoba- 
sis Bete, Leveille), and the cause, like that of other vegeta- 
bles, infection by means ofits reproductive organs. The pre- 
cise conditions of climate which favor the production of these 
parasites is not very well known ; but as far as our experience 
goes, nothing is so likely to promote their growth as damp 
[Succeeding drought. The parasite grows on other species of 
ibeet, and when produced on very dark colored foliage acquires 
.a deep tinge. 

" The second question, which is certainly a very important 
one, is not so easy to answer. The matter has at present been 
studied very imperfectly. When these parasites are abun- 
dant, a person walking through a grass field, or a bean crop, 
will occasionally come out powdered densely with the orange- 
colored or brown spores, and it is at last pretty certain that 
in such conditions plants cannot have the same nutritive 
powers as when they are free from taint. We know that 
some fungi are extremely injurious. No person, for instance, 
who knows what ergot is — and it is often most abundant on 



modified by the influence of the atmosphere, in order to nour- 
ish the root." 



LEGG'S IMPROVEMENT IN WINDOW SHADES. 



Little annoyances are the musketoes of life. Any device 
that reduces the annoyance, however trifling it may appear 
at first sight, is an absolute blessing. Such is a device for 
the handy and ready management of window shades, by 
which we may exclude the direct rays of the sun and enjoy, 
at the same time, the benefits of ventilation. Curtains or 
shades which either obstruct half the light or cannot be ad- 




justed to cover either the lower or the upper part of the win- 
dow at will, are annoying, in many cases the light of the 
whole surface being dimmed in order the exclude the sun's 
rays from a portion, only, of the window. 

The engraving shows a device not only useful and handy, 
but elegant and tasty. With this the shade may be either 
raised or lowered to exclude or admit light from the top or 
bottom. As represented, the curtain or shade is drawn down 
from the top, leaving the upper portion of the window free 
for the admission of light or air. The shade is attached to a 
roller in the usual way, the rollpr being suspended by web- 
bjng from a coiled spring concealed im ornamental disks at. 



tached to the cornice of the window frame. To bring the 
top of the shade down, the bottom is attached to fixed hooks 
on the window sill, and the cord,wound on the grooved pulley 
and one end of the roller, pulled, when the shade is brought 
down and its position secured by the ornamental holder on 
the side of the window frame, which does duty as a belaying 
pin on shipboard. When released the roller is raised by the 
tension of the coiled springs, when the curtain may be raised 
as usual by means of the cord. Thus any portion of the win- 
dow may be exposed or covered as the circumstances may de- 
mand, the cord being guided by a stirrup attached to the 
suspending tape, which is also a stop motion when re- 
quired. 

Patented through the Scientific American Patent Agency, 
Aug. 18, 1868, by J. D. Legg, who may be addressed for State 
and County rights at Long Eddy, Sullivan county, N. Y. 



To make Bread. 

We extract from 
the Chemical News the 
following on the 
subject of bread-mak- 
ing by the celebrated 
chemist, Liebig : " It 
is a well-known fact 
that the products of 
the ordinary fermen- 
tation of bread are 
carbonic acid, a por- 
tion of which is re- 
tained in the dough, 
and, by its expansion, 
on the sponge being 
submitted to the heat 
of the oven, renders 
the bread spongy; be- 
side this, butyric acid 
and also alcohol are 
generated at the ex- 
contained in the flour. 



pense of a portion of the starch 
a loss amounting to about from 2 to 4 per cent of the flour 
applied for bread making. The alcohol is irretrievably 
lost, and its loss is estimated by Liebig to amount for Ger- 
many to 50,000,000 of liters annually, and for London (the 
Metropolis), at 600,000 liters. All experiments tried to col- 
lect and condense this alcohol have turned out failures. Lie- 
big recommends the following ingredients : 50 kilogrammes 
of rye meal, 500 grammes of bicarbonate of soda, 2 125 kilo- 
grammes of pure hydrochloric acid,2 kilogrammes of common 
salt, and 40 liters of water ; the bicarbonate of soda and the 
acid yield carbonic acid gas, which renders the bread light 
and spongy. According to Liebig, the following are the ad- 
vantages of the use of this method above the old-fashioned 
fermentation process : 1st. Saving of time and material, since 
no alcohol or other by-products are formed. 2d. This bread 
does not readily become moldy, since, not having been mixed 
with yeast,it does not contain,as is otherwise always the case, 
the sporules of cryptogamic plants, which are the cause of 
moldiness. The objection to the use of this bread by many 
people is its insipidity and want of a flavor the palate has 
from childhood become accustomed to. To mend this defect, 
Liebig recommends the addition of from 4 to 8 liters of 
good vinegar upon 100 kilogrammes of flour, and to corre- 
spondingly decrease the quantity of water. When it is de- 
sired to give to this kind of bread the taste of soldier's bread, 
pain de munition, one should add to the dough and mix up 
with it 250 grammes of rather dry, not too rich, cheese. Lie- 
big observes that, at Munich, bread is now largely made ac- 
cording to the plan described ; it only takes four hours to 
convert a hundred weight of flour into bread. As will be 
readily observed by the majority of readers, Liebig's process 
is on a small scale. Dr. Dauglish's system, the celebrated 
German savant observes, has, neither in Paris nor other French 
towns, taken at all well. The same applies to Belgium and 
Holland. Instead of rye meal, wheaten flour can be taken." 



The Prussian Admiralty has determined upon a novel ex- 
periment in the art of naval warfare, The Ariadne, a corvette 
now building, is to be armed with six guns of very heavy cal- 
iber (seventy-two and ninety-six pounders, according to the 
Prussian terminology), capable of doing grievous damage to 
cuirassed ships a long distance off. As the Ariadne is to be 
only of wood, she will not dare to approach the iron monsters 
of the sea close enough to offer them a direct mark ; but what 
would constitute her weakness at close quarters, will, it is ex- 
pected, render her all the more formidable at a distance. Be- 
ing much swifter in her movements than the ironclads, it is 
expected she will engage them at an advantage, miles off, and 
by her maneuvering prove a dangerous enemy to the strong- 
est of them. A single well-aimed bullet shot from her decks, 
would certainly be enough to create dreadful havoc in ships 
protected by eight or nine-inch plates of the best kind hither- 
to in use. 



Death from the Exhalations of Quinces. — One of the 
papers of Lyons, France, records the occurrence of death by 
asphyxia suffered by a lady who slept in a room in which 
were also kept a quantity of quinces. The effect of the odor 
emitted seems to be analogous to those produced by the odors 
of some flowers. In this case, according to scientific evidence, 
the air of the room was largely vitiated with a peculiarly 
suffocating perfume, and a very considerable amount of both 
carbonic acid and carbonic oxide gas. The room in question 
was always used as a bedroom ; no fire had been lighted in it, 
nor was any other discernible cause for the death of this 
lady found but the exhalations of the fruit. 
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REMINISCENCES OF THE EARLY DISCOVERIES IN ELSC- 
TRO-MAGNETISM.-INTERESTING ANECDOTE OF FAR- 
ADAY. 



The sublime discovery known as electro-magnetism is one 
of the wonderful outgrowths of the nineteenth century. It 
owes its origin to the great philosopher Franklin, who first 
really brought electricity into practical use. Although Frank- 
lin was content only with atmospheric electricity, yet his great 
achievement led other men of science to investigate, and final- 
ly to achieve greater and more useful results from this yet 
mysterious element. 

It is well known that from the various phenomena of elec- 
tricity proceed all those abstruse subjects, such as magnetism, 
electro-magnetism, magneto-electricity, etc. 

Electro-magnetism has been employed more than any of 
the various modifications of electricity. Simply because it 
was more obedient to the aid of man. Hence the application 
of it to the working of the telegraph, to plating, and the va- 
rious other uses now in existence. . 

In 1837, Thomas Davenport, of Brandon, Vt., obtained a 
patent and came to New York with a model of his electro- 
magnetic engine, the working of which astonished the sci- 
entific men of that day. It was predicted and fully avowed 
that he had wrought out the great discovery of the use of 
electro-magnetism as a motive power. His model was very 
simple, having two electro magnets, placed within attractive 
distances of a revolving steel magnet. These magnets were 
so arranged that one was acted upon by the attractive power 
and the other by the repulsive. He declared that it was only 
necessary to increase the size of the magnets in order to pro; 
duce any amount of power required. This led many inventors 
to turn their attention to the subject, and other models were 
soon brought forth. Not exactly on the principle of Daven- 
port's, but more upon the power of direct attraction alone. 

Various machines were made, all of which were pleasing 
and wonderful to behold, but they possessed no practical 
value from the fact that the power obtained was entirely in- 
adequate for practical use. 

Davenport engaged a Capt. T. and a Mr. P. to go to En- 
gland with a model and secured a patent there. They were 
quite successful in engaging the interest of men of wealth in 
their patent. Having means at their disposal they built a large 
working machine, with four of the largest electro-mag- 
nets then known, each weighing about three hundred 
pounds. These magnets were charged from a battery of cop- 
per and zinc containing* solution of sulphate of copper which, 
when dissolved, was of the capacity of a barrel. With a cast- 
iron wheel six feet in diameter, weighing 600 pounds, a velo- 
city was attained of seventy-five revolutions per minute. 

To the eye of the unpracticed in electro-magnetism, and 
even to the scientific, this was a vast stride towards the final 
result. Men of science, and very many practical mechanics of 
London, were invited to witness this great model. Among 
the number were the three well-known and highly apprecia 
ted Professors— Wheatstone, of King's College, Daniel, the 
inventor of the Daniel's battery, and the great scientific man 
of England, Faraday. The interest these men evinced in their 
examination of the model is worthy of record. 

Professor Wheatstone, who has since identified himself 
with the magnetic telegraph in England, was loud in his 
praise of the working of the model. Professor Daniel was 
also enthusiastic in its favor, and prophesied that the days of 
steam were numbered : that electro-magnetism would become 
the leading motive power of the world. He said ships would 
soon traverse the ocean with only a few sheets of zinc for fuel 
and a small supply of acid — yea, not even acid for the waters 
of the ocean could supply its place. 

To-day where are all these predictions ? No more realized 
than they were nearly thirty years ago when they were made. 

Notwithstanding all the varied experiments made to util- 
ize this sleeping power of the magnet, it has as yet baffled 
the skill of the most skillful, and is to-day no nearer its ac- 
complishment than when these great men of science gave 
their opinion. 

The opinion given by Professor Faraday, the man of all oth- 
ers whose word was most powerful for good or ill of the suc- 
cess of the Davenport machine, was quite remarkable. He saw 
the wheel revolve for several minutes and watched with an ap- 
pearance of astonishment the large electric spark which was 
given off every time the current was broken, a spark so large 
that it emitted a light in the evening sufficient to illuminate 
the room so that a newspaper could be read. 

He spoke not one word of its merits or demerits, but taking 
up a broom which happened to be in one corner of the room, 
he gently placed the handle of it on the periphery of the 
wheel, and wi th a slight pressure the wheel gradually re- 
volved slower. He did not, however, quite stop the motion, 
yet lie saw how easily it could be done. Then came that noble- 
ness of spirit and heart which has so characterized the man 
since, and will ever keep his memory in sweet remembrance 
by those who came in contact with him : none more than the 
Americans who were interested in this machine. He walked 
into an adjoining room and kindly informed those most inter- 
ested that his opinion expressed to the public would greatly 
injure the sale of the patent. So he preferred not to advance 
one then, yet he would if strongly urged. His pleasant 
voice and kindly words of cheer, and hope for some greater 
discovery in electro-magnetism by which the great wish 
would be gratified, made a lasting impression. 

How true that sagacious man's words have proved, the re- 
corded history of the many failures will most surely attest. 
Thousands of dollars, many thousands, have been spent in 
vain, and yet there are men now living who predict the final 
achievement by which electricity will become the motive 
power of the whole world : when in reality the lightning of 
heaven shall become obedient to man's will, and the shuttle 



be moved by its power, and along the iron rail no sound of 
steam shall be heard — no smoke, no explosions, nothing but 
simply the slight decomposition of metals, all of which can be 
recove red again, shall take place. 



CONFECTIONERY— HOW IT IS MADE, AND WHAT IT IS 
MADE OF. 



The chief material in the manufacture of confections is su- 
gar. There are two principal kinds of sugar. Cane sugar, 
and grape sugar, differing from each other in the following 
particulars. Cane sugar tas a specific gravity of about 1*6. 
Water at 60° dissolves one third its own weight of it. Upon 
concentration of its solutions it deposits in small brilliant 
crystals, which if the sugar be pure are perfectly white. 
Absolute alcohol dissolves one eightieth of its [own weight of 
cane sugar. Its solutions by long continued boiling become mod- 
ified in character so that crystallization will not take place on 
cooling. Alcoholic fermentation takes place in its solutions 
only when a portion has become converted into grape sugar by 
the presence and chemical action of another substance — yeast. 

Cane sugar is obtained by the concentration of the juices 
of the sugar cane, beetroot, sugar maple, and some other 
plants. Its chemical composition is by weight : carbon 72 
parts, hydrogen 9 parts, oxygen 72 parts, water 18 parts. 
These proportions are expressed by the chemical formula : 
C, 2 H 9 9 ,2HO. 

Grape sugar is less soluble in water, and more soluble in 
alcohol. It is not so sweet, two parts of cane sugar being equal 
in this respect to five of grape sugar. Cane sugar crystal- 
lizes in prisms. Grape sugar either forms tubercular concre- 
tions, or fibrous acicular groups. It contains carbon 72 parts ; 
hydrogen 14 parts, oxygen 14 parts ; its formula being C 12 
H u 14 or C 12 H 12 12 +2 H O. Cane sugar loses its water 
at a temperature of 400° and becomes brown, deliquescent, 
and slightly hitter, in which state it is called caramel, 
used largely as a coloring for factitions wines. Grape sugar 
is converted into caramel at 284°. When strong sulphuric 
acid is poured into a concentrated sirup of cane sugar, and 
the mixture stirred, it turns brown, then black, heats, boils 
up and passesinto a black and bulky mass — charcoal. When 
a solution of grape sugar is treated in like manner, a brown 
compound is formed having acid properties. Grape sugar is 
obtained from fruits, and by the action of dilute acids upon 
starch. 

There is still another variety of sugar called fruit sugar, 
it is uuciystallizable but it becomes grape sugar by combina- 
tion with water. Cane sugar is converted into grape sugar 
by yeast. Honey is probably nearly identicel with the uncrys- 
tallizable fruit sugar. 

We have seen that only cane sugar will produce well de- 
fined prismatic crystals and as an admixture of either fruit or 
grape sugar would render the crystallization imperfect, and 
as the change of cane sugar into grape sugar is facilitated 
by the presence of impurities, the sugar employed in the 
manufacture of candy should be cane sugar of a good and 
pure quality. Maple sugar is seldom made in so perfect a 
manner, that it will make a solid un deliquescent candy. 

The perfect crystallization of sugar may be partly prevent- 
ed by stirring while its solutions are cooling, or by the sud- 
den cooling of a hot mass of melted sugar, and working it 
while still in a plastic state. The " white rock candy "of the 
shops is a good example of pure crystallized sugar. This 
candy is made by suspending in a very concentrated sirup, 
strings which act as nuclei ior the formation and attachment 
of the crystals. [See article entitled, The Phenomena of 
Supersaturation, on page 323 of the current volume of the 
Scientific American J. It is perfectly pure sugar. 

The ordinary hard stick candy is an example of the amor- 
phous condition produced in sugar by working it while in a 
plastic state. In order to aid in producing this condition of 
sugar, a little cream of tartar is added which has the effect 
to prevent crystallization. The sugar while in a plastic mass, 
is pulled. A portion of it being taken in the hands of the 
workman, is drawn out partially by the hands. The middle 
of the mass is then thrown over a hook provided for the pur- 
pose and the ends being still grasped the workman steps 
backward thus drawing the mass into a sort of rope. This 
rope is doubled and the process repeated until the proper 
consistency is attained when the sugar is divided into sticks 
and allowed to become cold and hard. The soft candies are 
variously made, corn starch, being often an ingredient. 

We have room in this article for only a very brief descrip 
tion of the special manipulations employed in making the 
different styles of candies. Stripes are put on sticks by lay- 
ing upon a plastic roll of sugar while still hot, colored bars of 
cold sugar, which becoming soft in contact with the hot su- 
gar, ai e drawn out with it to the proper size. Candies de- 
signed to be very clear and transparent are not worked by 
kneading or pulling. To make lozenges the plastic sugar is 
rolled into a sheet of the proper thickness and the lozenges 
are cut out like crackers from dough. These are placed when 
hard and cold in a jar and a quantity of whatever essential 
is desired to flavor them is put into the jar. The jar being 
closed, the volatile nature of the oil enables it soon to equal- 
ly permeate the entire mass. The coating of seeds or meats 
of nuts is done by rolling or shaking them in a copper pan in 
contact with a small quantity of melted sugar. The sugar 
is added gradually until the coating has reached the required 
thickness. 

The use of poisonous colors is not so frequent at present as 
formerly. Red and yellow candies are very rarely colored 
with poisonous matter. The greens are most liable to be 
poisonous, especially the light shade called apple green 
which sometimes consists of areenite of copper, a very pois-, 
onous substance. 



Attempt to Demolish a Lighthouse. 

The keeper of Minot's Light had retired to rest for the 
night on Wednesday, and his assistant was proceeding to the 
top of the structure, when a great crash was heard, resound- 
ing through the whole substantial building. The lighthouse 
keeper supposed his assistant had, by accident, broken some 
glass vessel or other, but the latter, with alarm on his counte- 
nance, soon reported that the plate glass constituting one side 
of the great lantern at the top of the lighthouse had been 
smashed in, perhaps by a rifle ball. Examination was im- 
mediately begun to ascertain the cause of the occurrence, 
and after a little time the discovery on the ledge of the light- 
house of a dead shell-drake duck, with nearly every bone in 
its body broken, explained what would otherwise have been 
a very mysterious affair. The little winged wanderer was 
probably flying at a great speed, and being attracted by the 
light precipitated itself against the glass, and the concussion 
brought its career to a sudden and untimely close. The glass 
broken was more than a quarter of an inch in thickness, and 
it is impossible to replace the pane that was thus summarily 
displaced with glass, equally thick, purchased in Boston. The 
duck which achieved this feat, although his bones were 
broken, had no contusions on the exterior of his body. He 
was cooked, eaten, and pronounced excellent by the light- 
house keeper and his family. — Boston Transcript of Nov. 
Uth. 

The attraction of light for birds as well as insects is so well 
established that the above occurrence need not be deemed 
incredible. We recollect a case where a gull broke the glass 
of the lantern of one of our light-houses on the South Caro- 
lina coast, during the war, and fell to the rock, instead of 
passing through the glass, and serving as boned turkey for 
the light-house keeper, as in this case. 
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We regret to be compelled to record the death of our late 
carrier, Carlisle McKee, who has served us faithfully for many 
years. He was a man who, although occupying a humble 
position in life, was possesssed of singular intelligence and 
large information. He spoke several languages with fluency, 
and it was his pride to keep thoroughly posted on current 
events of interest, political and otherwise. He was obliging 
and prompt in the performance of his duties, and in his con- 
nection with us made many friends among our city readers, by 
whom he will be missed, and who will regret to learn of his 
decease. 



A remarkable combination of physical forces, applied to 
purposes of war has lately been made the subject of experi- 
ment at Antwerp with a view to the defense of the passes of 
the Scheldt. Torpedoes are placed in the river, and cameras 
similar to those used by photographers are adjusted, so that 
an object directly over one of them will present its image in 
the instrument situated upon the shore at any convenient 
distance. As Boon as the image of an approaching hostile 
vessel appears in the camera, an electric current is sent 
through a wire to the torpedo which underlies it, and the 
explosion takes place. 

Improved China Ink. — A correspondent of the Building 
News gives an account of a new preparation of China ink. 
The preparation is a solution of the ink in a chemical liquid 
which renders the glue used to agglomerate the carbon par- 
ticles insoluble when it becomes dry on the paper in the 
usual way. The lines made by this ink will not wash in col- 
oring a drawing. The preparation has the advantage over 
other solutions of China ink, that it will not decompose by 
long keeping. 

The American Institute announce a course of scientific 
lectures at Steinway Hall, beginning on the evening of the 
25th inst., on which occasion Professor Barnard will lecture 
upon the microscope. We shall announce the oth.er lectures 
in order. 



Water is a cheap and useful lubricant in the machine 
shop. Oil is costly and not always so effectual. 



MANUFACTURING, MINING, AND RAILROAD ITEMS, 



American Manfactttre op Calioo.— The calico interest of the United 
Statesis an importantone. The total product of printed goods in 1826 was 
about 3,000,000 yards. Inl836 it reached 120,000,000. In 1855 there were twenty- 
seven print worts in the United Stites, which produced in the aggregate 
350,000,000 per year. This amount, at an average of ten cents per yard, was 
worth $35,fjOO,000. In 1854 our exports of printed goods amounted to $3,000,000 
Our imports of printed cottons in 1856 reached $19,110,752. Our exports in 
1857were only $1,785,685 worth. The total production of printed goods in 
1860, according to the census of that year, was $7,743,644. There are 6,000,000 
cotton spindles now in operation in the United States, of which over 2,000,- 
000 are running on cloths for printing, and produce 450,000,000 yards. 

A single locomotive and machine company of Paterson, N. J., turns out 
seventy locomotives and about $300,000 worth of cotton machinery yearly. 
Employment is given to about 700 hands. 

The Spathic Iron Company is at wort in the steel mine in South Plymouth, 
Vt., night and day, with two sets of hands. The ore grows richer as they 
go down. 

The British Government have spent in experiments upon firearms at Wool- 
wich $140,000 during the last five years. 

The Louisville and Nashville Railroad have recently negotiated a loan 
with a view, it is said, of purchasing several smaller roads. 

St. Louis refused by a majority of 8,336 to mate an appropriation of $2,000 ,- 
000 in aid of the projected railroad to Chilicothe. 

The directors of the Hudson River Railroad have prdered their Stock trans- 
fer boots closed until the 1st of December. 

The Cerro de Pasco Railroad Company has been! formed in Lima and the 
greaterpart of the capital subscribed. This will be theflrst railway made 
in the interior of Peru. 

The Baltimore and Potomac Railroad is progressing as rapidly as it is 
possible. Theright of way in most cases has been secured and paid for. 

Great activity is said to prevail now in the mines of the granite distric J» 
Colorado. 
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One week's production of the Slaughter Hofose Gulch, in Coldrado was re- 
cently 3,000 ounces of silver. 

The nine-hundredth mile post on the Union Pacific Railroad west of Oma- 
ha has been passed. 

The Union Cnppermines in Calaveras county, Cal., have Keen sold at auc- 
tion for $121,250. 

The Indianapolis rolling mills use daily twenty car loads df Missouri iron. 
One firm in Portland, Maine, have manufactured 24,000 planchettes. 
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Under this heading we shall publish weekly notes of some of the more prom- 
inen t home and foreign patents. 



Peeseeve Jaes.— Nat.Raymer, New Sterling, N.C.— This invention relates 
to a new and improved method or process of preserving fruit and other arti- 
cles, and it consists in such an arrangement as allows the air to be extracted 
without the use of steam, thereby adapting the can to ordinary use in fami- 
lies where facilities for putting up fruit on a large scale are not enjoyed. 

Hoeing Machine.— Horace C. Briggs, West Auburn, Me.— This invention 
has for its object to furnish an improved machine by means of which the 
ground between the rows of plants maybe thoroughly stirred up and turned 
over, and the soil thrown around the roots of the plants, and which shall at 
the same time be simple in construction and easily operated. 

Hat Cuttee.— Henry Kinsey, F. W. Kissell, J. E. Smith, and J. M. Smith, 
Ligonier, Pa.— This invention has for its object to furnish an improved ma- 
chine for cutting hay, straw, and other fodder, which shall be simple in con- 
struction, easily operated, effective in operation, and self-feeding. 

Papee Making Machine.— James Viney, Manchester, N.H.— This inven- 
tion relates to an attachment to machines for manufacturing paper, whereby 
the process is greatly facilitated and much valuable time is saved. 

Steam pumping Engine.— Ralph R. Lee and Geo. H. Wren, Mahaney 
City, Pa.— This invention relates to the manner in which the valves of pump- 
ing and other engines are operated, and it consists in the construction of 
the main valve aod steam chest, and the manner in which steam is admitted 
thereto for the movement of the valve. 

Machine foe Sfpaeating the Pulpy Mattee feom Fiber-Producing 
Leaves.— G. Sanford, Bergen Point, N. J.— This invention consists of a 
wheel arranged to rotate in a vertical plane, which is provided with combs 
and scrapers arranged upon its sides radially and operating between verti- 
cally suspended holders for the material to be operated on, which is previ- 
ously crushed between rollers, the said holders being provided with means 
forpusbing them jjgainst the combs orscrapers as the thickness of the mass 
being combed varies. Provision isalsomade for supplying water to the mass 
as the combs and scrapers are acting upon it. 

Tanning Apparatus.— Silas Hosmer, Concord, Mass.— This invention con- 
sists in the arrangement or combination with a vacuum tanning vessel, of an 
agitating mechanism to produce and maintain currents in the liquor bath 
containing the skins to equalize the action of the liquor on the skins. 

Velocipede.— E. K. W. Blake, Chicago, 111.— This Invention consists of an 
arrangement of loose hollow pulleys on the driving axle, having pawls 
takinginto ratchets within the said pulleys secured to the axle, and belts for 
operating the pulleys passing over guide pulleys at the front of the machine 
to the hands of the operator, whereby he may propel the machine by pulling 
from directly in front of him. Springs connected by cords to smaller drums 
on the saidpulleys are usedforretracting the pulley to wind on the operat- 
ing belts. 

Safety Lock foe Fire-arms .— Michael Tromly, Washington, D. C— The 
natureof this invention consists in constructing the hammer in two parta, 
the upper one, containing the head, being so attached to thelower part that 
it can slide about a haif inch upon the latter, and so operating that when the 
hammer is bent back to a "full cock" and sprung from that position, cen- 
trifugal force throws the head outward so that it can strike the cap and ex- 
plode it; butwben let down by the thumb or sprung from les3 than a" half 
cock," the head will not be thrown out in the manner described, but will 
strikeupona guard near the nipple, and be preventedfrom coming in con- 
tact with the cap. The hammer itself is so formed as to guard the cap when 
down. 

Excavator.— Barna P. Stowell,Quincy,Ill.— The object of this invention 
is to construct an excavating machine to be operated by steam or other 
power, which shall perform its work in an easier and more expeditious man- 
ner than those heretofore invented, and which shall be economical and con- 
venient of operation. 

Cab Coupling.— James Osman, and John F. Potter, Linden Hall, Pa.— The 
object of this invention is to accomplish the coupling and uncoupling of cars 
in a Bafe and ready manner. 

Watee Wheel.— J. H Bodine, and T.A.Hill, Mount Morris, N. Y.— In this 
invention the gate is made in a peculiar form to adapt it to be opened and 
closed with less power and a novel device is employed for the purpose of 
moving it. In addition to this, the curb is so constructed that, as the step 
wears away the joint between the wheel and the euro still remains water 
tight. 

Awning oe Horse Cars.— Manfred C. Battey, Washington, D. C— The 
object of this invention i3 to provide a neat-, light, strong, and cheap attach- 
able and removable awning, to be used in connection with horse cars on 
street railways, for the purpose of protecting the horses from the excessive 
heat of the sun. 

Tanning Process.— C.J. Bugh, Eau Claire, Wis.^Tbis invention has for 
its object to furnish a superior tanning process by means of which furs and 
hides may be easily, quickly, and thoroughly tanned. 

Self-Setting Target.— William Stein, Camden, N. J.— The object of this 
invention is to construct a target which will produce a constant display of 
passing objects to the practitioner, said obj&ets or aims being hinged, so that 
they will be turned down, when hit ; but after being thus turned down , they 
will be automatically set up before they are again exposed to the view. 

Steam Whistle.— Bernhard Weinmann, Cincinnati, Ohio.— This invention 
relates to a new steam whistle.which is so arranged that the sound produced 
in it can be regulated at will. The invention consists in arranging either one 
or both ends of the tube of a steam whistle adjustable, so as to thereby make 
the length of the tube variable. 

Tuebine.— Albert M. Maynard, Savoy, Mass.— The nature of this invention 
relates to those horizontal water wheels known as turbine. It consists in the 
peculiar V-shaped formation ot the turbine buckets, arranged on the inner 
side of a cylindrical box, in combination with a diaphram through which the 
shaft passes, together with other devices perfecting the whole. 

Bridle Bit — W.F.Clark, Hagaman's Mills, N.T.— The object of this in- 
vention is to provide a simple bit and bridle for horses, which combines sev- 
eral advantageous features, each of which are herein duly set forth. 

Spinning Jack.— Jacob Sands, Waterloo, N. Y — This invention consists in 
an arrangement of mechanism for automatically changing the friction belt, 
whereby the carriage is made to effect the said chani: es. 

Horse Brush.— Amos W.Brown, Lansingburh, N. Y.— The object of this 
invention is to furnish a flexible back to a horse brush that the brush may 
be brought to conform to the animal's body upon which it maybe used, and 
thus cause all the bristles to bear and operate in the rubbing process. It 
consists in a jointing to the back of the brush and connecting the jointed 
parts with a*teel plate or spring, or by suitable hinges in combination with 
a spring. 

Apparatus foe Holding Sheep.— G. D. A. Krigbaum, Zanesville, Ohio. 
—This invention consists of a bench provided with hinged legs or legs other- 
wise adjustable connected to it, and with four notches, two in each edge, 
about the size cf the legs of the sheep above the ankles; and also with 
notched levers which are pivoted to the bench, one to each notch in the 
bench, so that the notches of the levers are co-incident with those of the 
bench. The sheep is placed upon his back under the bench and one leg 



secured in each notch b y the levers which may be held i n position b y pins or 
Otherwise. 

Peocess foe Dyering and Rectifying Copal Varnish. — Desso 
Duduit, New York City.— The object ot this process is to clarify or rectify 
copal varnish and also to give it in a few hours that peculiar quality wtiich 
renders it suitable for being used and which previous to my invention 
required to be " aged," that is to say, to stand from eight to ten months to 
allow this quality or change to be obtained spontaneously. 

Watee Whtbel.— Vincent M. Baker, Preston, Minn.— This invention re- 
lates to a new and improved horizontal water wheel, and of that class in 
which power is obtained both from the percussive and re?eting force of the 
water. Theinventionconsistsin a novel construction ot gates and chutes 
and in a peculiar form of bucket, whereby several advantages are obtained. 

Bee-Hive.— J. H.Thurston, Rainsborough,Ohio.— This invention relates to 
a new and useful improvement in the construction of bee-hives, whereby a 
perfect ventilation is obtained and the hive kept dry during the winter sea- 
son—free escape of the moisture exhaled by the bees being allowed, and 
consequently the condensation of the same on the walls of the hive, which 
is so destructive to bees in a closely confined hive, avoided. The inven- 
tion also relates to a peculiar construction and arrangement of the bee en- 
trance of the hive, whereby the bees are enabled to protect themselves 
against the encroachments of the bee-moth. 

Wind Wheel.— R.Waite, Blue Earth City, Minn.— This invention consists 
in a horizontal wheel havine a spiral tapered vane of varying twist, enclosed 
in a correspondingly tipered case provided with bell months at each end, 
and with the means for regulating the passage of air at the recel ving end or 
shutting it off altogether. 

Anti-fbiction Washes.— U. H. Reed, Jeremy Lake, and Luther Siason, 
N. Easton, Mass.-This invention consists of a washer composed of two rings 
and a tubular section, one of the said rings and the tubular section formed 
to have an annular recess,when joined together, which is filled with spherical 
balls, which take the pressureof the screw or nut from the other ring which 
is held in contact with the balls by an outer annular projection, taking be- 
hind an inner annular projection of the tubular section, and which is free to 
tarn dli the balls. 

Bed Bottom.— Gustavus Reneky and Samuel Kiess, Edgerton, Ohio.— 
This invention consists in the manner of securing the springs to the frame ; 
also, in the manner of securing the slats to the springs ; also, in a manner of 
arransingsome of the slats to economizethe use of springs and in the ar- 
rangement of the parts torming the frame. 

Garden Roller.— James B. Brown, Peekskill, N. Y.— The object of this 
invention is to so construct a garden roller, in which weights are suspended 
from the axle, that the said weights can be readily taken off and replaced 
whenever desired, so that the roller can be made more or less heavy at will, 
according to the kind of work to be done . 

Attachment to Glasses and Tumblees.— Johann Winkler, Hudson city, 
N.J.— The object of tnis Invention is to prevent the froth of effervescent 
liquids, such as "white beer," soda waters, etc., trom spattering into the 
face of the drinker, and to allow the real liquid to flow from the glass with- 
outbeing mixed with froth . 

Watch Escapement.— Julius Hietel, John Wenzel Hietel, and John 
Loomis Geissler, Philadelphia. Pa.— This invention relates to a new manner 
of constructing the lever of an escapement, and consists in the application 
and arrangement of a self-regulating spring lever, which will, when the 
watch issbaken or violently agitated, allow the ruby pin to pass, and which 
will therefore permit the balance to turn freely under the influence of such 
shock or motion. The object of the invention is to prevent the breaking of 
the ruby pin, which in ordinary lever escapements is frequently the case, 
and to still, at the same time, avoid the com plications of the chronometer es- 
capement in which the same freedom of the balance is provided. 

Haeness Tbee and Pad.— W. A. Sharp and John A. Shannon , Tama City, 
Iowa.— This invention consists of a tree or yoke made of wood or other suit- 
able materal sufficiently arching to bridge the back of the animal, and ad- 
justably connected at each end to pads of improved construction. 

Lanteen.— George W. Putnam, Peterboro, Town of Smithfleld, N.Y— This 
is a useful invention for travelers and others. It burns a piece of full-sized 
candle, enough to last two and a half hours. It is provided with a magazine 
which carries extra candles and matches. This magazine draws out behind 
when the lantern is in use, and is pushed in when the same is closed, The 
whole thing is quite compact and strong. 

Windmill.— Charles Goodwin, Beardstown, 111.— This invention consists in 
so arranging the wheels upon the shaft of a windmill, with reference to the 
other parts, as to cause it to act as a vane or tailboard. Also, in providing 
a vane in front of the wheel, above the shaft, and at an angle with it, to pre- 
vent the resistance of the wheel on the vertical shaft from working the wheel 
edgewise to the wind, and also in providing the wings with springs which 
will allow them to open when the wind blows hard, and close again when it 
subsides. 

Butt Hinge.— William Wells, Ashtabula, Ohio.— This invention relates to 
ftn improvement in buttsf or hanging doors and gates, and for similar uses, 
whereby such doors or gates are made self-closing by the action of a spiral 
spring. 

Appaeatus foe Burning Petroleum.— Louis Verstraet, Paris, France.— 
This invention relates to improvements in the use of petroleum, or other 
mineral oils, for fuel for generating steam in steam boilers, and for other pur- 



boots from cracking, but they may be mended by the use of rubber dis- 
solved in benzine. 

E. J. N., of Cal.— To separate gold from copper, dissolve in 

nitro-hydrochloric acid, (aqua regia). Precipitate with a solution of pro- 
tosulphate of iron ; the precipitate washed and fused will be pure gold. 
J. A. 8. of Texas. — "We have never had any trouble in keep- 
ing our razors in order by the use of an ordlnarystrap. If you are a bar 
ber by trade, and have not acquired the art of keeping your razorsincondi. 
tion, we do not think printed instructions on the subject would be of any 
value. 

P. C. C, of Pa.—" If a boiler with pressure of steam at 30 

lbs. to the square inch be heated until its pressure is 100 lbs., has the last 
mentioned steam less moisture in it; and if so has part of the steam first 
mentioned (SO lbs) been condensed bv additional pressure back to wate r ?" 
In reply we ask if a bladder be half filled with air and then heated until 
entirely filled is there more air in it when at the point of bursting then 
when the bladder was flaccid? in other words, do you in Generating 
steam from water expand the water orthe gaseous productsof water and 
heat combined? Suppose you pass your steam at 30 lbs. pressure into a 
heater having no water, as is done every day in hundreds of boilers, can- 
not you get the beat of 338° Fah. and the consequent pressure of 100 lbs ? 
In other words, do you know what is meant by dry steam ?" 

J. W. C, of N. Y.— "I inclose a diagram representing the 

half of a revolution of an 18-inch crank and ask why, if the ordinates on 
an tadicator card represent the power exerted by the engine, this does not 
represent the effective length of a crank of 18 inches ; the ordinates being 
measured ihe same as in an indicator diagram usicg, however, a common 
scale rule ? If they do then there is a gain in the use of the crank." The 
indicator is in no sense a crank. It represents the action of a reciprocating 
body, and even if the ordinates used in measuring the stroke of an en"in"e 
and the half revolution of a crank were the same, these are all ^ele- 
ments the two cases have in common. The calculations necessary for 
measuring the proportional powers of the crank between right angles to 
the piston rod aad the dead center have no analogy to those used in esti- 
mating the varying powers ot steam at different portions of the stroke 
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The charge for insertion under this head is one dollar a line, if the Notie.es 
exceed four lines, an extra charge will be made. 



Fan Blast Portable Forgje.— John B. BolJnger, Detroit, Mich.— This in- 
vention relates to the means employed to supply the air blast to a portable 
smith's forge. 

Burglar Proof Lock.— William F.Ensign,New York city.— This invention 
relates to a new and improved lock of that class which are provided wi'h a 
series of circular tumblers having notches or gateways in their peripheries 
to receive a stump and admit of the bolt being thrown back. 

Fruit Basket.— Charles Moore. Stratford, Conn.— This invention relates 
to a new and useful improvement in the construction of fruit baskets such as 
are used for carrying: small fruit, berries, etc., to market. The object of the 
invention is to obtain a basket which may be manufactured cheaper, and be 
far more durable than the various wooden baskets now in general use. 

Lock.— Amos S.Blake, Waterbury, Conn.— This invention relates to a new 
and improved lock, and is designed to supersede the various locks used for 
freight and baggage car doors, and the ordinary padlock generally, as this 
invention is applicable in all cases where the ordinary padlock may be used. 
The object of the invention is to obtain a lock which may be used in all cases 
where the ordinary padlock may be applied, and without the liability of be- 
ing injured by water getting within it, or being rendered inoperative or in- 
capable of being opened or unlocked on account ot ice— objections which 
attend the use of the ordinary padlock. 



CORRESPONDENTS who expect to receive answers to their letters must, in 
allcases.sign their names. We have a right to know those who seek in- 
formation from us ; besides, as sometimes happens, we may prefer to ad- 
dress the correspondent by mail. 

SPECIAL NOTE.— Thus column is designed for the general interest and in- 
struction of our readers, not for gratuitous replies to questions of a purely 
business or personal nature. We will publish such inquiries, however, 
whenpaid for as adverUsemets at $1 00 a line, under the head of "Busi- 
ness and Personal." 



W Ml reference to back, numbers should be bv volume and paoe. 

W. T. H., of "Wis.— The trouble with your microscope is un- 
doubtedly imperfection in the lenses. 

J. T. E., of Mich.— Shellac varnish made -with alcohol, is a 

good preparation to prevent iron from rusting, but it will not stand wear 
neither will any other varnish. 

E. R., of N. Y. — Stains obtained in making cider and paring 

apples may he removed from the band by lemon juice, or citric acid, ob- 
tainable at any drug store. We Snow of nothing that will prevent rubber 



For a complete 10-acre fruit farm, address box 83, Burling- 
ton, N. J. Several larger farms, and easy payments. 

Patent improvement for sharpening circular saws for sale. 

Persons buying and selling patents will communicate. D. Huftman 
Luray, Va. 

Parties about to buy scroll saws should examine the new 

patent scroll saw which was exhibited by J. W. Mount, of Medina, N. Y., 
at State Fair. See New York Times, Oct. 16, 1868. 

To party paying for foreign patents ($550) one-half interest. 

Immediate success. Sale immense. Box 2137, postotace, Philadelphia. 

Send $1 for 12 new pictures for the zoetrope, or a stamp for 

complete catalogue to Milton Bradley & Co., Springfield, Mass. 

A wealthy person is wanted to assist in developing several 

new patents. Address Et. Rev. Adolphns E. Damue.Chief Librarian, Austin 
city, Texas. Postoflice box 259. 

Manufacturers and machinists who want orders, read Boston 

Bulletin, whose reports of manufacturing news of the U. S., show who 
needs machinery, etc. Address Boston Bulletin. Terms $4 a year. 

For lighting street gas lamps, address the London Torch and 

Gas Lighting Company, 569 Broadway, New York. 

For the best tin folder for turning a nice fine lock or a nice 

round lock for wiring. Also, Whitney's patent Tinsmith's stakes. The 
greatest improvement of the age. Address A. W. Whitney.Woodstock.Vt. 

Peck's patent drop press. For circulars, address the sole 

manufacturers, Milo Peck & Co., New Haven, Conn. 

The Lillingston paint, described Nov. 18, in Fcientific Amer- 
ican, can be had at 528 Water St.. New Yerk. Address Lillingston Paint Co . 

Will Ransom Rathbone, ot New York, who took out a pat- 
entfor a wad greaser, please send his present address to A.E.,box 17(10, 
New York Postoflice. 

For descriptive circular of the best grate bar in use, address 

Hutchinson & Laurence, No. 8 Dey St., New York. 

Hackle and Gill Pins, address J. W. Bartlett, 569 B'dway ,N. Y. 
For sale— Newhart & Co. plow factory, Terre Haute, Ind. 
Wants to sell rights to manufacture the simplest and best 

cider mill made. Address H. Sells, Vienna, Ontario. 

American Watchmaker and Jeweler. By J. Parish Stelle. 

Jesse Haney & Co.. 119 Nassau St.. New York. Price 25 cents. 

C. J. Fay's patent water-proof roofing, Camden, N. J. 

For solid wrought-iron beams, etc., see advertisement. Ad- 
dress Union Iron Mills, Pittsburgh, Pa., for Lithograph, etc. 

Portable pumping machinery to rent, of any capacity desired t 

and pass sand and gravel without injury. Wm. D. Andrews & Brother 
414 Water St., New York. 

N.C. Stiles' pat. punching and drop presses, Middletown, Ct. 
Prang's American chromos for sale at all respectable art 

stores. Catalogues mailed free by L. Prang & Co., Boston. 

For breech-loading shot guns, address C. Parker, Meriden.Ct. 

The paper that meets the eye of all the leading manufactu- 
rers throughout the United States— The Boston Bulletin. 



NEW PUBLICATIONS. 



Ready Reckoneb fob Sawmill Managers. 

We have received a chart intended for the use of sawmill owners and op- 
erators, giving the amount of lumber, in boards, joists, scantling, etc., that 
may be sawed from a log or bolt of any ascertained diameter. It is ar- 
ranged in tabularform on one sheet, convenient for reference and handy to 
be posted in the mill. It has full directions for use printed on the same 
sheet, and is as easily understood as the ordinary chart for a screw cutting 
lathe. The table is the result of experience and observation by a practical 
sawyer, and appears to be well adapted to subserve its purpose. Copy right 
secured by the author, Titus Whitmore, Yankee Settlement, Clayton Co., 
Iowa. Price 60 cents single. See advertisement on another pagej unfertile 
heading, ' 'To Mill Owners and Sawyers." 

The Atlantic Monthly for December contains, among 

other excellent articles, a good one entitled " Our Painters," the second ar- 
ticle on" Cooperative Housekeeping," "A nay at a Consulate," etc. The 
new volume begins with the coming January number- with promised con- 
tributions from J. Lothrop Motley, James Russell Lowell, Edward Everett 
Hale, James Parton, and othtr distinguished writers. The well-known firm 
of Ticknor & Fields bave dissolved by the retirement of Mr. Ticknor. The 
B uccessors are Fields, Osgood* Co, 
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Improvement In Open Grates. 

All who value home comforts understand the enjoyableness 
of a glowing open fire, notwithstanding the superior heating 
qualities of heaters and closed stoves, and many prefer the 
inevitable waste and additional costliness of the open grate, 
with its home-like pleasantness, to these more economical 
and less healthful appliances. If the grate or open fireplace 
could be made to yield the same amount of heat that the 
stove does, at no greater cost, every one would prefer it, for 
there is nothing to which poor human nature is more addict- 
ed than " seeing faces in the fire " and poking burning coals. 

To extend these comforts is the object of the improvement 
shown in the engravings. Fig. 1 shows a pleasant family 
group enjoying the quiet of 
home and the warmth of a 
good fire. 

Pig. 2 is a sectional view of 
the device. A is the fire box 
or receptacle for the fuel. Bis 
the flue through which the 
smoke or other products of 
combustion pass to the chim- 
ney. C is a sliding plate, mov- 
ing on lugs or ledges in the 
sides of the fireplace and pass- 
ing through a slot in the back. 
D is an air tube below the 
movable plate for inducting 
air to the gases of combustion. 
E is an angular wing or flange 
on the front of the sliding 
plate, C, for convenience in 
moving the plate back and 
forth by a poker or other uten- 
fcil. 

It will be fpen that the 
throat of the flair may be in- 
creased or diminished in area 
as the plate, C, is moved back 
or forth, while at the same 
time the plate may be used to 
deflect more or less of the heat 
of the fire into the room, ac- 
cording to its position. The 
current of atmospheric air that 
passes through the tube, "D, 
mingles with the ascending 

heated gases, and by its provision of oxygen, induces an ad- 
ditional combustion. 

The inventor very truly says that" by the ordinary meth- 
od of combustion in fireplaces or grates a large percentage of 
the fuel passes up the chimney unconsumed for want of an 
additional supply of air properly applied. This invention 
meets the difficulty effectually. As the heated ga3es impinge 
against the movable plate they meet with a new supply of 
air and are thus to a good degree consumed, the available 
heat is increased, and the waste of fuel saved." He says fur- 
ther that forty of these improved grates have been set and 
tested, all of them giviog full satisfaction. 

Date of patent August 4, 1868. The patentee, D. Hattan, 
may be addressed for further information, at Zanesville, Ohio. 



plied to all trees, as the hard freezing necessary will kill 
many valuable and beautiful species. 

The system adopted in Europe is a better one, more gener- 
ally applicable, and based upon more philosophical principles 
than the American. When plants- are potted, the roots at 
first shoot out in all directions through the soil. When they 
reach the walls of the pot they turn about and recurve to- 
ward the center again. In this way they interweave until 
the earth is so firmly held that the plant may be taken out 
of the pot with scarcely any disturbance of its roots. The 
same thing would take place if instead of meeting the hard 
impenetrable walls of the pot, the roots should approach a 
hard innutritious soil ; the roots having the peculiar selec- 





JHE TRANSPLANTI NG OF LAR GE FOREST TREES. 

In this fast age when people seem too impatient to await 
the slow and normal growth of anything ; when the demand 
seems to be principally for things ready made, it may be use- 
ful and interesting to notice some methods for the transplant- 
ing of large trees. The season is also at hand when the nec- 
essary preparations must be made for this purpose. 

We recently discussed the subject of circulation in plants 
and its relations to their growth and nutrition. The princi- 
ples noticed in the article referred to have an important ap- 
plication to the present subject. We have said that the 
" blood of plants " enters' the circulation through their roots ; 
but the power of the roots to absorb, depends principally up- 
on the rootlets found in greatest numbers at the extremities 
of the principal root branches in trees and shrubs. In young 
trees in vigorous growth a greater proportion of minute 
root branches are found than in old trees. The close contact 
of earth with these rootlets is necessary also to rapid and 
healthy growth. Nearly all plants suffer by transplanting on 
account of the greater or less rupture of this contact. Ex- 
ceptions are of course to be made in regard to plants removed 
from pots, in which case the earth ball is comparatively little 
disturbed. The law of constitutional adaptation to circum- 
stances holds good also with plants as with animals. A 
young tree growing in thick shade, will droop immediately 
if exposed to the hot sun, by the abrupt cutting away of the 
surrounding timber. 

To transplant successfully then, it is necessary to change 
the conditions under which the plant is growing at the time 
as little as possible, or if considerable changes are requisite 
to make them as gradually as possible. The larger a tree is 
at the time of transplanting, the more difficult it is to ob- 
serve this rule. Yet with proper method and care almost 
any tree not too heavy for transportation may be successfully 
transplanted. 

The method most common in this country is to dig a trench 
about trees, deep below the surface, after they have shed 
their' leaves in autumn, and letting them stand until the 
cold weather has frozen the entire ball. The trees are then 
tipped over by the use of a tackle, the frozen ball adhering 
to the roots, and the tree with the entire mass of frozen earth 
is then removed to the place designed for it. Of course this 
method is applicable only in cold climates, and cannot be ap- 



HATTAFS PATENT PIREPLACE. 

tive power which is found even in the lowest orders of living 
things, will return into the more nutritious soil. 

The effect of a deposit of rich soil at or near the extremi- 
ties of roots is to greatly promote the growth and number of 
the small roots. This principle, together with that of the se- 
lective power of the roots above mentioned, forms the basis 
of the European method of transplanting large trees. The 
tree being properly braced to protect it from the force of 
winds, a trench is dug about it and filled with very rich, light 
soil. The tree is then allowed to stand for one or two years. 
It can then be tipped over and the ball will not only remain, 
nearly unbroken, but the great number of rootlets which 
have developed themselves give much greater vigor to the 
tree when it is placed in the desired position. In transplant- 
ing the tree the ball is swung upon a truck adapted to the 
purpose, the top being allowed to trail. 

»-«►-♦■ — 

DIMOCK'S THERMO-ANNUNCIATOS. 



Perhaps no simple article of food is more difficult to cook 
uniformly than eggs. There is only one condition of the egg 
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that may be always assured, and that is hard boiled — the 
most unfit condition for the stomach. Unless the water into 
which the eggs are put is kept violently agitated, by boiling 
all the time the eggs remain in, time is a very unreliable test 
of their condition when taken out ; indeed, time is never a 



correct gage for boiling eggs. The inventor of the device 
shown in the engravings recognizing these facts, and appre- 
ciating the truth of the old maxim that " eggs badly boiled 
are good things spoiled," has constructed this apparatus to 
operate by a combination of time and temperature, rather 
than by time only — more heat requiring less time, and vice 
versa. It is correct in principle, and beautiful in design and 
finish, rendering it both useful and ornamental. It is seen in 
perspective in Fig. 1. The operation may be understood by 
a description of the section, Fig. 2. A is a reservoir, to be 
filled with water, mercury, or other expansive fluid, after 
which it is closed by a disk of thin rubber ; a metallic ring or 
washer is placed over the rubber, and the reservoir is then 
screwed firmly into the cap, B, to which the standard pipe, 
C, is attached, thus forming a tight joint between the top of 
the reservoir and the rubber disk. In the lower part of the 
pipe is a plug, D, screwed to a stem, on which is an open 
spiral spring which holds the plug to the rubber. The stem 
has a thimble, or bell-shaped collar on its top, on the under 
side of which the catch of a hammer lever, E, engages, which, 
when released, is thrown sharply down ; the hammer striking 
the bell (see Fig. 1) to give warning of the requisite amount 
of heat imparted to the eggs. An index cap, graduated with 
numbers and the words, soft, medium, and hard, is screwed to 

the top of the stem, and 
has vertical slots corre- 
sponding to the num- 
bers, either of which fits 
a screw or pin in the side 
of the pipe. In operat- 
ing, place the eggs ia 
the receptacle, raise the 
index cap sufficiently 
high to disengage the 
vertical slots from the 
pin in the side of the 
pipe ; then turn the in- 
dex, placing the desired 
number opposite the 
hammer lever. The ap- 
paratus being latchedin 
the act of lifting by the 
hammer lever, is then 
placed in a saucepan of 
water, either hot or cold, 
sufficiently deep to cover- 
the eggs ; as soon as a 
suitable amount of heat has been imparted to the fluid in the 
reservoir, to expand it sufficiently to raise the plug, D, and 
stem, the requisite amount, the hammer lever will disengage 
itself from the bell-shaped collar, and give warning of the 
amount of heat imparted to the fluid in the reservoir. 

It is obvious that, as heat is transmitted to the eggs 
through the same medium as to the apparatus and under the 
same circumstances, the condition of the one will have a cor- 
responding relation to the otner, and the index being pro- 
perly set, warning may be given when the eggs are cooked 
to any degree desired. 

Patents for this invention have been obtained in the United 
States and abroad through the Scientific American Patent 
Agency by the inventor, I. Dimock, who may be addressed at 
Florence, Mass. The apparatus may be obtained of the Meri- 
den Britannia Co.'s office, 199 Broadway, N. Y. 

The Poison Generated In Putrefaction. 

Drs. Bergmann & Schmiedeberg, have communicated to 
the Centralblatt (German) an account of the isolation of a 
crystalline substance, which they believe is the proper poison 
generated in putrefactive fermentation. This poison, the ter- 
ror of the dissecting room, has hitherto been known only by 
its effects. The substance which these chemists have suc- 
ceeded in isolating, they call the " sulphate of sepsin." The 

London Lancet gives the fol- 
lowing details of its prepara- 
tion. It is obtained by diffu- 
sion through parchment paper, 
precipitation with corrosive 
sublimate, from an alkaline so- 
lution, removal of the mercury 
by silver, of silver by sulphur- 
ated hygrogen, evaporation, 
and purification of the resi- 
due. Large, well-defined, aci- 
cular needles are thus obtained, 
which are deliquescent in the 
air, and, exposed to heat, melt 
and carbonize. They possess 
a powerfully poisonous action. 
A solution containing scarcely 
more than one-hundredth of a 
gramme was injected into the 
veins of two dogs. Vomiting 
was immediately induced, and 
after a short time diarrhea, 
which in the course of an hour 
became bloody. After nine 
hours the animals jrere killed, 
and, on examination, their 
stomachs and.'J»rge intestines 
were found ecchymosed and 
the small intestine congested. 
Frogs could be killed in the same manner. 



Baron Rothschild, head of the great Jewish banking 
house, is^dead. He left sufficient property to pay his debts 
and funeral expenses. 
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THE NATIONAL FINANCES. 



The future of trie financial situation, considered in a na- 
tional point of view, is being extensively discussed. The 
subject is one of very great importance ; in fact there is no 
question of national policy that requires more careful and 
thorough attention. We have noticed with much interest the 
suggestions offered by the press on financial affairs, and ac- 
knowledge our astonishment at the fact that many of these 
would-be doctors of finance seem ignorant of the true nature 
of the disease that is preying upon the vitals of the nation. 
That disease is the want of elasticity in the currency ; it can- 
not adjust itself to the wants of the business population. 

The Financial and Commercial Chronicle, an able exponent 
of finance and commerce, in its issue of the 7th inst, very 
frankly acknowledges that the situation is dangerous, and in- 
timates that it will require extraordinarily judicious and ex- 
perienced statesmen to guide the ship of state safely through 
the dangers which surround us. 

" Our monetary circulation requires to be elastic enough to 
admit of such expansion now as would meet the legitimate 
demand. This elasticity, as we have often explained, is al- 
most wholly wanting in our currency machinery. The rigid 
uniformity at which it keeps our circulating medium is one 
of its worse defects. And any man who can show us how it 
may be remedied will confer a benefit on the financial inter- 
ests of the country, the magnitude of which it is not easy to 
over estimate." 

The New York Times of the 14th inst., in an editorial very 
properly entitled " Wanted a Financial Policy," complains 
and properly so, in most emphatic terms, of the impropriety of 
vesting in any one man such power as Secretary McCulloch 
now wields. It however makes no suggestion as to the du- 
ties of Congress in the premises, and the measures that should 
be adopted to avert disaster, except that the control of the 
currency should be taken from the Secretary of the Treasury. 
It asserts that the volume of the currency, the issue of bonds, 
the sale of gold, and other matters of like importance, all of 
which are now subject to the will of the Secretary, should be 
positively fixed by Congress ; leaving him no power in the 
premises save to obey the law's behests. This done, the field 
of speculation will be greatly restricted, the uncertainty 
which at present prevails will be obviated, and the scandal 
which identifies an important department with unscrupulous 
combinations will come to an end. 

The only plan calculated to remedy present existing evils 
in the monetary management worthy of notice, is the one put 
forth some time since by the New York Mercantile Journal, 
and more recently advocated by the New York Herald as a 
plan of its own devising, of which the former journal we 
think reasonably complains. These views are in our opinion 
worthy of attention. They are briefly as follows : " The 
country requires for the transaction of business a token that 
shall be universally acknowledged as the true representative 
of a dollar. The Government is competent to issue such a 
token, and no other standard or measure of a dollar should be 
tolerated. This of course excludes the paper issue of corpora- 
tions, antlihe reasons for such exclusion are that such issues 
are unreliable in business emergencies, and that such corpo- 
rations always willing to grant accommodation at times 
when accommodation is least needed, are in times of business 
emergency necessarily the most unaccommodating of institu- 
tions. These views also embrace the issue of legal tender 
notes convertible at the will of the holder into bonds bearing 
an interest of 3'65 per cent., said bonds being reconvertible in- 
to legal tender notes at will of the holder. It is contended 



that this would give perfect elasticity to the currency, as in 
times of redundancy the surplus over the ordinary needs of 
business would be absorbed by 365 per cent bonds, and that 
no pressure could by any possibility occur, as the people 
themselves have the power to obtain the legal tender as they 
want it. 

That these views are gaining ground is evident from the 
tone of financial journals, and also from the following tele- 
gram to the New York Times of the 16th inst. : 

" It has been announced lately that a bill is to be intro- 
duced into Congress at the approaching session providing for 
the issue of convertible and reconvertible 365 currency inter- 
est bonds for the purpose of preventing such pressures in the 
money market as has lately been witnessed." 

That such a measure will be urgently opposed by the money 
kings, is, although an argument against the probability of its 
adoption, an equally strong argument in its favor. Those 
who fatten when healthy business stagnates, who live by 
speculating upon a business depression created by such opera- 
tions as have recently occurred in this city, may be expected 
to be its bitter opponents. On the contrary the people will be 
its friends. Who will be victorious the future will show. 

The Tribune of the 17th makes opposition to these views on 
the ground that a general depreciation of the currency would 
result, and that such depreciation would flood the country 
with currency by the rapid conversion of bonds bearing so 
low a rate of interest. We think these reasons erroneous. 
The issue of convertible bonds and legal tender is, as we un- 
derstand the matter, intended to be limited in amount so as 
only to absorb the surplus over the immediate wants of busi- 
ness and commerce. This surplus for the most part never 
draws interest ; upon the plan in question it would do so at 
the same time that it would be available at any moment for 
purposes of business. The banks of this city alone would ab- 
sorb a hundred millions of the 3-65 bonds, and there is scarcely 
a business man throughout the country whs would not in- 
vest in them. The mistakes of the Tribune are, that while 
money loaned in the usual way bears a much higher rate of 
interest than is proposed for these bonds, it does not recog- 
nize the fact that a large amount of money is always kept on 
deposit dra wing no interest, and also that it regards the issue 
as limited only by the amount of the National debt. 

We believe the proposition in question is destined to be- 
come prominent in the future, and we believe it contains the 
germ of a radical cure for our financial troubles. 



NATIONAL PRIDE Of MECHANICS. 



MECHANICAL SKILL SHOWN WITHOUT MECHANICAL 
APPLIANCES, 



No low sentiment is more reprehensible than that which 
assumes for some section or country an indisputable superi- 
ority over another, and yet we regret to say none is more com- 
mon, and intelligent mechanics too often indulge'in its exer- 
cise and manifest its effects. The honest and honorable pride 
in the success or superiority of those with whom we feel our- 
selves associated by companionship, nativity, or identity of 
interests is perfectly proper,and no sensible man will object to 
it ; and if sensible he will beas ready to allow all well backed- 
up claims for others, as he is or should be, to sustain his own 
or those of his associates. The mechanic who is enough of a 
cosmopolitan to acknowledge the improvements of others, 
whether of his own country or race, or not, and to give due 
credit therefor, while maintaining the honor of his own peo- 
ple, is our idea of the true mechanic. The mechanic should 
be one of the most liberal of men, willing to impart his own 
knowledge and anxious to utilize that of others, while care- 
ful to acknowledge the source of his information. Dirty s'urs 
against the value of others' improvements and unwarranted 
assumptions of superiority are no evidences of real excel- 
lence. When a prominent English mechanical periodical 
chooses to interpolate in a mention of a valuable American in- 
vention, favorably noticed, the statement that " what will 
please an American engineer will not satisfy our more refined 
mechanical tastes," we believe the writer is influenced by his 
national prejudices rather than by the facts. We are not 
prepared to acknowledge that the English have more refined 
mechanical tastes than the Americans, or that English me- 
chanics show more refinement either of taste or workmanship 
than our own. Indeed, our observation inclines us to a very 
different opinion. If refinement of mechanical taste has any- 
thing to do with grace of form, proper distribution of mate- 
rial, strength without clumsiness, and grace without mere- 
tricious ornamentation, we believe American mechanics are 
not surpassed. In fact, English' machinery of every descrip- 
tion appears clumsy where it should be only strong, and the 
material is wasted to make a show of strength where this 
grand element would exist without this waste. So in the 
form or shape of the machine or its parts, the show of 
strength with cumbrousness seems to be considered by En- 
glish mechanics as better than the reality with grace of form. 
If this is a refined mechanical taste our English cousins are 
welcome to it ; but where real strength, power, availability, 
and utility can be united to gracefulness of form and proper 
proportions.we prefer the sort of mechanical taste that is com- 
petent to produce it, and that we believe the works of our 
American mechanics fully prove they do possess. 



It may be a cause of proper pride for a mechanic, who has 
all the materials and the tools necessary, to succeed in con- 
structing a machine that shall yield good results ; but if one 
not possessed of the skill obtained by long practice, and un- 
supplied with proper tools and materials, can attain the same 
result, to him should be accorded the name of the best me- 
chanic. 

Many of the models sent to us to show the principles of an 
invention or the points of an improvement tell of the diffi- 
culties which surround the inventor. They are frequently 
whittled out by the pocket knife with great expenditure of 
care, time, and labor, the materials not being adapted to the 
work ; yet they bear indisputable evidences of close calcula- 
tion, mechanical skill, and inventive talent. Some of them 
come from the backwoods of Maine, the winter haunts of our 
hardy lumbermen, and from their cabins, miles away from 
civilization, these models, wrought by the light afforded by 
pine knots, or by the blazing wood fire, come to us, and, 
through us, to the teeming millions of this and other conti- 
nents, to enlighten, improve, and bless. 

Others come from our yet unexplored and only partially oc- 
cupied territories, the outposts of civilization, where the ad- 
venturous miner, trapper, hunter, and settler dispute with 
the adverse forces of nature and the cruel jealousy of the un- 
tamed savage his right to exist. All of these crude speci- 
mens of handicraft show the mechanical genius of our people 
and their wonderful adaptability to circumstances. 

But many of these are really elegant specimens of art, and 
prove the workman to be more than a novice. Occasionally 
one comes to our office which is almost too elegant and costly 
to be packed away in the cabinets of the Patent Office. Such, 
for instance, was the model of an improved horseshoe, illus- 
trated in our pages a short time ago, made of solid silver, and 
sent from Colorado. But for its weight and size, it would 
have made a beautiful charm, to be suspended from the watch 
chain, as it was elegantly engraved and highly polished ; but 
being nearly a pound weight avoirdupois, it was rather too 
" hefty " for ornament. 

To show what enterprise and natural mechanical talent 
may do, unaided by the appurtenances with which civilization 
enriches the mechanic, was probably the chief object of De 
Foe's immortal story of Robinson Crusoe. There is hardly an 
incident in this wonderful narrative, however it may tax our 
credulity, that cannot be equaled or duplicated even now. 
We remember a little circumstance,witnessed in Nova Scotia, 
where we found a saw mill in full operation, which, beside 
the saw itself and a few wrought nails and spikes, did not 
have iron enough in its construction to load a man's coat 
pockets. The building and the dam were of unhewn logs, 
held together by wooden pins ; the wheel had not a particle 
of iron in its composition, not even a nail ; the crank was of 
wood, the frame of the saw, the uprights, the sash — every 
portion — was of wood only. Even the shafting that lead to a 
circular saw was wood, running in wooden boxes, yet this 
" wooden concern " was every day turning out excellent work 
and gradually making its owner, who had never seen a ma- 
chine shop, a rich man. 



THE CULTURE DEMANDED BY THE AGE. 



The report of a lecture by the Hon. Frederick De Peyster, 
LL.D,, delivered before the Alumni Association of Columbia 
College, on the evening of the 9th inst., as given in the New 
York Tribune of the 10th inst., either does that gentleman 
great injustice or else we are compelled to avow, that in our 
humble opinion the subject was very superficially treated. 
That report represents the [lecturer as stating that there are 
two opinions prevalent in regard to the object of education ; 
the first being that it should be the acquisition of useful 
knowledge, the second, that its end should be solely mental 
discipline. Those who entertain the former opinion, ac- 
cording to Dr. De Peyster, maintain that a study of the natu- 
ral sciences is best calculated to promote the desired result ; 
those who believe in mental discipline advocate the languages 
and mathematics. 

Dr. De Peyster may be fairly presumed — being a learned 
man lecturing to the alumni of a college of high rank — as re- 
ferring to opinions of learned and thoughtful men upon the 
subject of education. It is scarcely supposable that he al- 
ludes to the crude views of those who have scarcely nothing 
of either mental discipline or useful knowledge. Taking it for 
granxed then, that the views of men whose opinions are val- 
uable are referred to, we respectfully submit that both sides 
are misrepresented in this statement. 

We claim to have read something of those opinions, and to 
be not altogether ignorant of the past and present status of 
the educational question, and we have never heard or read 
anywhere an expressed opinion that either the attainment of 
useful knowledge or mental discipline should be made the 
sole end of a course of study. A fair statement of the 
matter is that the advocates of a more scientific course of 
training regard both objects as of about equal importance, 
while those who cling to the old system of classical and math- 
ematical study, consider mental discipline as of paramount 
importance. The latter view is only correct upon the suppo- 
sition that one must be sacrificed to obtain the other. The 
scientific school of educators maintain that such a supposition 
is absurd, that both can be combined, and can be obtained to- 
gether as well if not better than if either object were pur- 
sued separately, and they are right. 

The analogies between mental and physical development 
are very striking, and in discussing this subject, Dr. De Peys- 
ter enunciated a principle which is the strongest argument in 
favor of combining acquisition of useful knowledge with 
discipline. 

" Physical education as a means is not to be neglected, but 
careful observation "had shown that where mere muscular 
training was sought as an end it was less successfully at- 
tained than when the bodily exercise was conducted in con- 
nection with some other end, either of amusement or useful 
labor to be attained by it." 

Can the mind be educated as advantageously by a course 
of exercise avowedly for discipline and for no other object, as 
when " some other end" is to be attained by it 1 We do not 
hesitate to answer : no. And we appeal to the experience of 
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instructors throughout the civilized world to substantiate the 
correctness of our view. But they must be men who have 
tried both methods or their testimony will not be admis- 
sible. 

But let us see what is the opinion of the lecturer himself 
upon the object of study ; he has an opinion, which, according 
to the report referred to, is thus stated: 

" It appeared to him that the true object of education or 
culture was the development of all the powers and capacities 
of the individual in such a manner as to best enable him to 
promote the happiness and usefulness of himself and others." 

This is delightfully clear and definite. We can now un- 
derstand exactly what is wanted. It is " development of the 
powers of the individual" (so far all right) "in such a manner 
as to," etc. Now what sticks us isthe expression "sucha man- 
ner." That is all that educators have been writing and talk- 
ing about for years, simply the manner. 

Leaving the questions at issue upon the subject of educa 
tion entirely undecided, the lecturer proceeded to prescribe a 
course of study that should be best adapted to the develop- 
ment of all the powers and capacities of the individual in a 
manner which is so clearly characterized by the pronominal 
adjective "such" . Here we suppose that a child shall have 
learned to read at least short sentences in its native tongue 
before it enters upon the first studies of the prescribed course, 
namely Astronomy, Chemistry, and Geology. Such rudiments 
of language would seem to be required in order to make sat- 
isfactory progress even in these light branches of study. 
Having mastered these easy, and to the minds of children, 
most entertaining and captivating studies, the child is recom- 
mended to mount the hill of science by the following stepping 
stones in the order here specified. Natural History, Botany, 
Compound Chemistry (whatever that may be), Physiology, 
Moral Philosophy, Psychology, and Sociology, at which time 
it will be found profitable to commence the mathematics and 
the study of languages. Astronomy first and language last, 
and this course is recommended as the natural order; the 
" proceeding from the simple to the complex." 

We feel sure that the report has misrepresented the Doctor's 
views, as it is inconceivable to us that a man who can write 
Hon. before his name and LL.D. after it, should have been so 
bold as to expose himself to criticism by the public enuncia- 
tion of views so crude and impracticable as he is represented 
to have done. 



THE FULTON FERRY ACCIDENT--THE DUTIES OF PASSEN- 
GERS. 



On the 14th of November, a collision occurred between two 
boats of the Fulton Ferry, plying between New York and 
Brooklyn, by which one person was killed and a number 
wounded, some of them dangerously and others fatally. From 
what we can learn, and from what we know personally, we 
cannot attribute the occurrence to carelessness nor want of 
skill on the part of the employes of the Ferry Company. It 
appears to have been an unavoidable accident, such as might 
occur under circumstances of the greatest care and precaution ; 
indeed, it is strange that such accidents are not more frequent 
especially when all the facts are considered. 

The estuary separating the two cities is thronged with 
craft of all descriptions at every hour in the day. Those in- 
sects of our commercial marine, the tug boats, are forever 
flitting hither and thither, sometimes rushing along alone at 
a speed almost approaching that of a r„ace-horse, and again 
laboriously and slowly tugging away at an unwieldy raft of 
canal boats or barges, or a big ship like a helpless giant in 
the power of a vivacious dwarf. These, perpetually crossing 
the path of the ferry boats, render navigation across the 
strait difficult in the most favorable seasons. Added to these 
difficulties is the fact that the tide in the East River is of 
tremendous power, to be likened to nothing more appropri- 
ate than a rapidly-running, broad river. 

Under such circumstances it is no wonder that the Hamil- 
ton, delayed and hampered by a tug and her convoy, should 
be diverted from her course, and especially as the tug swung 
around, closing the entrance to the slip just as the ferry boat 
was about to enter. In consequence she came in collision 
with the boat in dock, and being depressed forward by the 
crowd of impatient passengers, her guards passed under those 
of the lighter boat, which tore away the slender framework 
of the cabin and crushed the people into a mass of writhing 
and helpless humanity. 

Undoubtedly, the lamentable results of this accident might 
have been greatly mitigated if not altogether prevented but 
for the insane practice of crowding the forward part of the 
boat. However crowded one of these ferry boats may be, 
two minutes suffice to land all the passengers, and it is well- 
known that no position or condition is so unfavorable to steer- 
ing a vessel as when she is " down by the head." Even those 
who are content in these short transits to sit in the cabins or 
stand aft, no sooner hear the engineer's signal for stopping 
or backing, as the boat approaches the bridge at the inner 
end of the slip, than there is a general rush forward to the 
extreme bow, just at the time, too when the steersman has 
most difficulty in managing the wheel. These being the 
facts, the observant man will wonder, not that an accident 
does sometimes take place, but that such occurences are not 
frequent, and he will admire the skill of the pilot which under 
these adverse circumstances is able thousands of times to 
bring his valuable freight safely across the channel without 
injury. 

The nonsense of the engine standing on the center, which 
has been suggested by some in connection with this accident, 
is too puerile to merit serious contradiction. Every engineer, 
especially every one who understands the construction of the 
ferry boat engines, and knows the skill of their engineers, 



will scoff at such a statement given as the cause for the col- 
lision. 

It is estimated that forty millions of people cross the waters 
of New York on the various ferry boats that ply between the 
city and points on the opposite shores. Few, comparatively, 
are ever injured, and generally where injury is sustained it 
results from a disregard of the rules of the company. The 
safety of this system of transit may challenge comparison 
with that of any other in existence — we should say that more 
than one hundred persons are either killed or wounded 
every year in the Central Park, a thing which rarely ever 
occurs in any Park or public drive in Europe — yet our 
newspapers are comparatively silent upon the subject be- 
yond the bare mention of the facts. We do not justify 
carelessness on the part of corporations, and we believe in 
holding them to a strict account, but it is sometimes impossi-, 
ble to avoid casualty. " Accidents happen in the best of fami- 
lies," hence we see no reason for the outcry raised by a por- 
tion of the press against the Ferry Company, an! especially 
the inhuman proposition that the regular pilot should be ar- 
raigned for manslaughter, There is wanton wickedness in 
raising such a hue and cry against a poor man who has to 
support himself and family upon the wages of his trade. 

The verdict of the coroners' jury in the case of the young 
man, Brewer, killed by the accident, entirely exonerates the 
Ferry Company and itsemployes from blame. It is as follows : 
" The death of George Brewer was caused by a collision of 
the ferry \^oa,ts Hamilton and Union on the 14th of November, 
1868, at the Fulton Ferry, New York ; the said collision being 
the result of the excess of passengers on board the Hamilton, 
thereby rendering her in a great measure unmanageable m 
such a state of the tide." 



ARE METEORS AND FALLING STONES IDENTICAL 



A meteor so large, and moving at so great an altitude that 
it was seen both in England and Frame was observed on the 
night of the 7th of October. The occurrence having, drawn 
forth an expression of opinion from a celebrated French Ob- 
server upon the identity of meteors with the so-called 
"stones" which have fallen from time to time upon the sur- 
face of the earth is worthy of attention. A full account of 
the event, and a conversation held between a contributor to 
Le Petit Journal, Paris, and M. Chapelas-CoulvierGravier the 
observer referred to, we copy from the Mechanic's Magazine, of 
October 23d. : 

"Avery remarkable meteor was seen at Wimbledon on the 
night of the 17th inst., about ten minutes before twelve 
o'clock. It consisted of a red ball, emitting bright sparks, 
and exhibiting a flaming tail of great length, illuminating 
the earth with great brilliancy, much as a flash of vivid 
lightning might do. The color of the light was bluish. The 
sky was perfectly clear at the time, and the moon was shin- 
ing brightly, but the light of the meteor, which lasted for 
several seconds, completely overpowered that of the moon, 
and cast actual shadows on the ground. This phenomenon 
appears to have been observed at Paris also. It is thus spo- 
ken of by ' Galignani ' in Friday's issue:— An extraordinary 
meteor passed over Paris the night before last, about ten 
minutes to twelve, and inundated the city with a bluish light 
like that of electricity. The luminous globe proceeded from 
the south to the star Alpha in the constellation of Cepheus 
towards the north of the star Gamma of the Little Bear. Its 
size was about that of the moon, and just before its bursting, 
which was marked by a loud report, assumed the form of an 
immense cone. We learn from the local journals that it was 
also seen at Havre and Rouen. But the most graphic account 
of this visitor is given by a writer in ' Le Petit Journal' of 
the 8th instant, and of whose article we give the following 
translation : Yesterday, about midnight, the late retirers 
of Paris were witnesses of one of those magnificent phenom- 
ena of which we often read. We refer to those celestial bod- 
ies that approach very near us, and to which we give the 
name of meteors. We have long known that these bodies 
are strangers t® the earth, that they come from space, and 
when they thus approach it near enough in their rapid trans- 
it through the atmosphere, their friction against the air is 
sufficient to heat them, or melt, or inflame, or even volatilize 
them, so that on departing they leave behind them a long 
train of luminosity, analogous to that of an enormous fusee, 
and shedding a vivid light which has often been compared 
to that of the moou. In such of these bodies as have fallen 
on the face of the earth we find no foreign substances. The 
luminous train, or " sillage," enables us to know the direc- 
tion of their movement in a very exact manner. Thus we 
ascertain that they move in a direction nearly horizontal, 
that they have a velocity of twenty or thirty kilometers per 
second, or 1,000 times greater speed than an express train. 
It is a velocity only comparable with the movements of ce- 
lestial bodies. When they explode and burst into a shower 
of stones, it is with a noise analogous to that of a cannon or 
a peal of thunder. The stones are projected over a surface 
often larger than that of Paris. The number of these stones 
perhaps is many thousands, and their weight is often consid- 
erable. 

"To see these bodies well the night is necessary, but they 
are to be seen all hours of the day and all periods of the 
year. To cite examples this year. On the 30th of January 
last, at seven o'clock in the evening, in the environs of Var- 
sovie, a globe of fire was seen of the apparent magnitude of 
the moon. It left behind it a pale train of light ; the lumin- 
osity surpassed that of the moon, and it passed successively 
in color from a bluish green to deep red. The velocity was 
about fifty kilometers per second. After two extremely loud 
explosions it terminated in a series of smaller ones, compar- 
able only to the fire of a file ai well trained soldiers, and a 



whistling was heard, owing to the rapid transit of the stones 
in the air. These stones were distributed on a surface of 
about sixteen square kilogrammes ; their number was many 
thousands. 

"On February 29, about half- past ten in the morning, there 
was heard in several localities of the arrondissement of Cas- 
sale, Piedmont, a loud detonation, which could only compare 
with the discharge of a piece of artillery, or the explosion of 
a mine. It was followed by many other detonations resemb- 
ling the rattling of distant musketry. While these disturb- 
ances were lasting, at a considerable hight, a mass of irregu- 
lar form was seen enveloped in smoke. At the same instant, 
a shower of grains of sand and of stones fell on the ground, 
but only a small number of fragments were found, the 
greater part laving penetrated the earth at a great depth, 
more or less owing to their great velocity in striking the 
ground. 

" Since the memorable inquiry of Biot in 1803 on the 
shower of stones at l'Aigle.Orne, the observation of all these 
meteors following the shower of stones does not confirm the ' 
exactness of the details furnished by that illustrious observ- 
er. Now, the description of all the phenomena of that na- 
ture is in some way based on the theories of Biot. In order 
to have the precise information, relating to the late meteor, 
from the Luxembourg, I went to the court of the palace, and 
took the right hand staircase, and soon arrived at the top — 
one step more and I was in the roof story. 

" M. Chapelas-Coulvier-Gravier, if you please ? — He is here. 

" M. Chapelas was accordingly gracious enough to be put 
to my interrogation. 

" You have undoubtedly seen the meteor of yesterday ; you, 
who are always on the watch for these things? — Assuredly. 

" Will you give me the details of such ? — Very willingly. 
It was a meteor of first grandeur. 

" Was it then, much larger than the apparent disk of the 
moon ? — Oh, dear no. It was only as large as my fist ! 

" But M. Elysee Peraire, who saw it, told me it had the ap- 
parent size of many moons, and Gaborian believed his house 
on fire? — The effect of the dazzling light. The light is so 
great, and the contrast so violent with the obscurity of the 
night, that the body appears incomparably larger than it 
really is. 

"Have you heard any detonation? — Not more this time - 
than at others. 

" However, my cousin Bernard told me that he had heard 
two deafening reports, as those of a distant cannon ? — Anoth- 
er illusion. I never have heard any thing of the kind. 

" Youfsingularly upset my ideas, or, rather, the universally 
accepted notions on the subject? — I agree with you in that. 

" Have you seen enough to be able to affirm so much of 
them ? — This is my 377th observation. 

" But perhaps they have never passed near enough to you 
to be enabled to hear the reports ? — I have been as near as 
possible. 

" Then you ought to have heard some sounds, or, in a word, 
have had some debris of them ? — Never. 

" Oh, but you joke ? — Me ! not at all. I do not deny that 
there have been showers of stones ; but I have never, proved 
the phenomenen during the pretended fall of a meteor. I 
have read descriptions describing the explosion of a meteor 
and the descent of showers of stones. I have always seen 
the meteors continue their course, and have not seen them de- 
scend. 

" Do you believe, then, that those you saw were reduced to 
gas in the atmosphere, while others were at a luminescent 
temperature ? — I do not know ; only I consider the meteors 
and the showers of stones are distinct phenomena. 

" This is beyond the subject ?— I tell you what I have seen 
only ; I don't pretend to estimate their velocity, nor their 
hight or movement. 

" Yes, but this was the reverse ; the number approximate 
has been given ? — This is, again, much unauthenticated. It 
has not been ascertained. 

" Enough for to-day. I am afraid of too much influence 
from your theories. Au revoir and thank you." 



The Meteoric Shower was observed at a great many dif- 
ferent points throughout the United States. The accounts 
received seem to vary in the general direction of the meteors, 
but many agree in the description of peculiar appearances of 
the trails left after the disappearance of the bodies themselves, 
something like what a long smoke wreath might be supposed 
to present when acted upon by currents of air. In this city 
a peculiar figure formed by one of these trails was seen to 
the south, described by some as shaped like a letter S, and 
by others as a figure 5. The shower took place principally 
upon the night of the 14th, and as the weather was particu- 
larly fine, we suppose tht,t this general display of natural 
fireworks was witnessed by an unusually large number of 
observers. 



The Moniteur Meridional describes the mode that is adopted 
on a large scale forpreservingthe eggs required for consump- 
tion in Paris. Into a caldron of boiling water a colander 
containing a dozen eggs is plunged, aDd kept in it during a 
minute. This short immersion coagulates a thin layer of 
albumen, which, attached to the interior of the shell, con- 
stitutes an impermeable lining. _, i . 



Center op Gravity in a Vertical Revolvins W«eel, — 
We are in receipt of a letter from J. McCarroll, upon the above 
subject. Having given both sides of this question a fair hear- 
ing, and expressed unmistakably our own opinions upon the 
subject, we shall drop the matter, as the continuance of a 
valueless discussion is not to our taste nor that of our read 
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THE DENTISTS AND THE HAItD EUBBER CONTBOVEBSY. 



This case (Goodyear vs. Rust),which has excited a great deal 
of interest on the part of the dental profession, has just been 
decided by Judge Shipman, at the United States Circuit 
Court, Hartford, Conn. 

OPINION. 

This is a motion for a preliminary injunction founded upon the well known 
Nelson Goodyear patent lor vulcanizing rubber and other similar gums. 
The validity of this patent has been so often sustained by adjudications rhat 
no questio n will be considered in deciding the present motion except that of 
infringement. The bill ot complaint in this case is supported by affidavits, 
which clearly entitle the complainants to the injunction prayed for, unless 
the respondent's proois overcome or avoid their effect. The respondent 
works under the patent of Edward L. Simpson, and uses the compound 
made in accordance with the process described in that patent. The com- 
plainants allege that this process is clearly within the scope of Goodyear's 
invention as described in his patent, and is therefore an infringement of 
their rights. This is denied by the respondent, and the question, so tar as it 
is necefsnry for the determination of this motive, is now to be decided. 

Avoiding all useless rehearsal of the details of this Goodyear patent, and 
of the repeated litigations to which that patent has been subjected, it may 
be briefly stated ttjat the process covered by it is secured by mixing about 
four ounces of sulphur ana one pound of rubber, and subjecting this mix- 
ture to not less than 260° to 275° of heat, Fahrenheit scale. This under 
proper conditions of place, and time, produces the compound or substance 
known as vulcanite, a material now well known in the mechanic arts. The 
vital question involved in the present controversy relates to the proportion 
of sulphur anurubber, and tne degree of heat. Does the Simpson process 
substantially embrace these proportions, and this degree of heat ? It it does, 
then it is an infringement of the complainants rights. 

The respondent denies that the. Simpson process does embrace all these 
proportions as effective agents or active forces in accomphshiag the work of 
vulcanization. In support of this denial he has adduced affidavits of distin- 

fuisbedcbemists whogive adelineation of the elements which enter into 
impson's mixture, ana produeehis vulcanite. It will be sufficient in this 
place to refer to the affidavit of Professor Seeley, as that contains all the 
materials of the defence to this motion. 

Prof. Seeley says mat the substances used bySimpson inthe preparation 
of his hard rubber are sulphur, gum benzoin, oil. and common rubber; and 
bis manner of using these substances, as set forth in his patent, is as fol- 
lows: He mixes two ounces of benzoin with sixteen ounces of sulphur, and 
to sixteen ounces of this mixture he adds one quart of linseed oil. This 
mixture of sulphur, benzoin, aad oil is then subjected to theproper degree 
of heat, and the result is the substance which he Culls his vulcanizing com- 
pound. To make hard rubber, or vulcanite, he takes from ten to fourteen 
ounces of this compound and one pound of rubber, and thoroughly mixes- 
them by grinding between warm rolls. He then subjects this mixture of 
rubber and vulcanizing compound to a beat of 320° Fah. The result is a 
vulcanite. 

Without rehearsing thedetails of the analysis presented by Prof. Seely.it 
maybe stated that the quantity ot this compound wnich is necessary to 
perfectly vulcanize one pound of rubber, contai us, in some form, not much 
less (to use the language of Goodyear's specification than tour ounces of 
sulphur In other words, this amount 'of suiphur goes into this quantity ot 
the compound and forms one of its original elements. About halt of tbis 
sulphur chemically combines with the oil and forms what Prof. Seely calls 
vulcanized oil, and the other half exists in the mass of vulcanized oil inthe 
form ot free sulphur. Vulcanized oil alone, when mixed with ruober will 
not vulcanize the latter, according to the evidence before me . Prof. Seely 
says : "The effect of vulcanized oil on mixing and heating with rubber is not 
at all chemical. The rubber does not in any chemical sense become vulcan- 
ized. "Whatever advantage there be iu the use of vulcanized oil with rub- 
ber must be wnully d.ue to physical and molecular causes, and cannot be 
accounted fcft^ou any theory of vulcanization based on Goodyear's pro- 
cesses, a quantitv of vulcanized oil containing four, or evensixteen ounces 
ot sulphur, may be mixed and heated with one pound ot rubber, and not an 
atom of Goodyear's hard rubber can be produced." 

He then goes on to say: " Simpson's compoundis composed of vulcanized 
oil and tree sulphur. When the compound is rolled and heated with rub- 
ber, the free sulphur no doubt acts upon the rubber with its full efficiency; 
and in estimating the vulcanizing or Hardening properties of the compound, 
the value otthe ( lree sulphur, if any, must be conceded. It is therefore 
necessary to compute the amount of tree sulphur in Simpson's compound." 

This computation he then proceeds to make and the result is as l have 
stated— one-balf of thesulphur is combined with the oil (chemically) and the 
other half remains free— or, as Professor Silliman expresses it, is •' entangled 
in the maaB of this compound." Professor Seely says of This compound, 
"Thefreeor effective Bulphur is exactly one-half of the whole content ot 
Bulphur." 

what part of the benizon plays in the compound does not appear from the 
evidenc '.. But I gathered from Simpson's specification that *• its vaporizing 
qualities more perfectly expel thetumesof me sulphur as well as the odor 
from (he oil, and render the componnd nearlv, if not perfectly odorless." 
In the performance of tbis office it may be an improvement on Goodyear's 
process. 

It is conceded then, what vulcanized oil (oil and sulphur chemically com- 
bined), will not produce, when mixed with rubber and heated, \ulCbinite. 
There is no proof that the benzoin renders the vulcanized oil any more 
effective as a vulcanizing agent. It is equally conceded by the lesponnent's 
evidence that the quantity of free sulphur in Simpson's compound, cannot 
alone vulcanize, ft is asserted that the vulcanized oil and. the free sulphur 
scattered through it does successfully vulcanize, whenever the mass of com- 
pound applied to onepound of rubber containsin the whole not much less 
than four ounces of sulphur in all, free and combined. Such a proportion of 
the mas' to the pound of rubber is necessary to comply with the conditions 
of Simpson's patent. 

"We have then Goodyear's invention, which consists in combining not much 
less than four ounces of sulphur with one pouud of rubber, and submitting 
the same to not much less than from 260° to 275° of heat, Fahrenheit scale. 

We have Simpson's process, which consists of combining not much less 
than four ounces of sulphur with one pound of rubber, and subjecting the 
same to a heat of 320°, Fahrenheit scale. 

The distinction which is sought to be made between these two composi- 
tions or processes is founded npon the claim that in Simpson'sone-half of the 
sulphur la first chemically combined with oil, forming a new substance 
termed vulcanized oil, which there, though aciing in the same mass with 
the remaining half of the sulphur as an auxiliary vulcanizing agent, acts in 
a different way from the tree sulphur itself, in other words, half the quan- 
tity of sulphur necessary to vulcanize under Goodyear's process has disap- 
peared and exists no longer except as it is represented in a new chemical 
substance called vulcanized oil. The other half remains. But neither the 
half that remains nor any quantity of the new agent can alone vulcanize. 
Yet the two, acting together, at once perform this important office and pro- 
duce the same result as Goodyear's combination. 

I have said that it appears trom the evidence that the chemically combined 
elements of the compound ot Simpson alone will not produce, wnen mixed 
and heated with rubber, vulcanite. I infer this from the language already 
cited from Professor Seely's affidavit where he says "A quantity of vulcan- 
ized oil containing four, or even sixteen ounces of sulphur, maybe mixed 
and heated withone pound of rubber, and not an atom of Goodyear's hard 
rubber can be produced. Simpson's compound Is composed of vulcanized 
oilaiKttt* ft * ul P bar -" * nave not failed to notice that tne language is that 
the vulcanized oil in combination with the rubber will not produce' an 
atom of Goodyear's hard rubber." But as the whole scope and direction of 
the defense are aimed at establishing a distinction between the processes and 
not between the products, 1 can come to ao other conclusion than that the 
compound alone, if destitute of free suiphur, would not, when mixed with 
rubber, perform the office, of vulcanization. It is true that the compound, 
when made according to the patent of Simpson, always contains one-half of 
tbe "sulphur in a free state,— but itis agreed on all hands that this amount 
of freeBun&Hur alone will not vulcanize. So the evidence in whatever light 
we view reproves that that portion of the compound whichcontains the 
elements in chemical combination is powerless without the aid of the un- 
combined free sulphur, which Is scattered through the pores of the com- 
bined mass. , 

Now it may be asked, how do these two agents, viz., vulcanized oil and 
free sulphur, by their united forces perform the work ot vulcanization ? No 
part of this work is assigned by the evidence to the benzoin. It cannot be 
done by the chemically combined oil andsuiphur alone. Itcannot bedone 
by the free sulphur alone. The litter to the extent of Its effective power, for 
ail that appears in this case, works in the same way that it do*)s in Good- 
year's process. The effect of tbe former (oil and sulphur chemically com- 
bined) Prof.' "Seely says is not chemical, but "must be due wholly to physi- 
cal and molecular causes." But whether the auxiliary vulcanizing force, 
whatever it is, exerted by the chemically combined oil ami sulphur, is sup- 

filied by tbe latter or not, does not appear by the proof. Frpm what has 
ong been' known, however, of the vulcanizing power ot sulphur, when 
mixed and heated with rubber, that agent, though combined with another 
substance, would naturally be looked to as the seat of this force. 

It maybe true that, as Professor Seely says, the effect of vulcanized oil in 
hardening rubber is not due to chemical but "to physical and molecular 
causes." Or the nature or significance oi this distinction inthe scientific 
sense I do not presume to speak. But I do not see how tbis tact avoids 
Goodyear's patent. I do notflnd in his specification any evidence that h e 
rested his Invention upon any such nice scientific distinction, or tliat he 
limited his claim to sulphur when working, through chemical, as distin- 
guished from " physical or molecular" laws. If ihe validity of his patent 
rests upoa such a scientific problem as this, I think its solution should, i a tbe 
present case, be left to final hearing, The suggestion of such a problem, in 
0X parte affidavits, at a very late stage of a series of protracted litigations in 
which every other defense has thus far tailed, is hot a valid answer to this 
motion. 

There can be no question but Simpson use3 a degree of heat within the 
scope of Goodyear's patent. 

Let an injunction issue. 

For the complainants, C. T. Blake, and Hubbard and Hyde. For the re- 
spondents, S, D. Law, and H. T. Blake. 



Tbe Right to TJse Sewing; machines, 

UnttedStates Cirot/it Court.— Gordon Mackay againstBenjamin Wolff. 
—The plaintiff in this suit is the inventor and patenteeofa machine for sew- 
ing t"be soles of shoes to the "uppers," an invention from which it is said he 
has made during the last five years the enormous sum of $35,000,000. The 
machines are told only on condition that tbe persons using tnem shall put 
upon each pairr>f shoes manufactured by them a stamp purchased ot the in- 
ventor, Ihe case game up on a motion of the plaintiif for an injunction to 
restrain tl\e defendant from using tbe machine on the ground of a breach of 
the contract la the matter of putting stamps upon each pair of shoes manu- 
factured. The case has already been argued in JS".?w York upon two similar 
motions which were dismissed, . The case was fully argued and the decision 
eserved. 

We find the above item in a Brooklyn paper. We knew 

that the sewing machine folks were all rich, bat we do not 

believe that Mackay has made so many millions out of his 

patent. It is simply ridiculous. 



OFFICIAL REPORT OF 



Issued by the United States Patent Office, 



FOR THE WEEK ENDING NOVEMBER 17, 1868. 
Reported Officially for the Scientific American. 



PATENTS ARE GRANTED FOR SEVENTEEN YEARS, the following 
being a schedule of fees : — , 

on mmg eaen caveat $10 

On tiling each application for a Patent, except for a design $i5 

On issuing each original F ate nt . . $20 

On appeal to Commissioner of Patents $20 

On application tor Reissue = ....$30 

On application for Extension of Patent .$50 

on granting the Extension $50 

On filing a Disci aimer $10 

On filing nnulication for Design (three and a half years) $10 

On filing abblication for Design (seven years) $15 

On filing amplication for Desisrn (fourteen years) $30 

in addition to which there are some small revenue-stamp taxes. Residents 
of Canada and Nova Scotia pay $500 on application. 



PT" Pamphletscontaining the Patent Laws and full particulars of the mode 
of applying for Letters Patent, specifying size of model required, and much 
other information useful to Inventors, may be had gratis by addressing 
MUNN dk CO., Publishers of the Scientific American, New York. 



84,045.— Device for Raising and Adjusting Wicks in 

Lamps.— Joseph Bell Alexander, Washington, D. O. 

I claim, 1st, The mating otthe rack, with the guides, H andH'.and the 
stops, L and L', by striking it up of one piece of sheet metal, substantially as 
described and for the purposeset forth . 

2d, The combination with any lamp, of the imperforate wick tube, A, the 
sliding wick holder, B, the rack, C, the pinion, D, and the oow spring, S, 
when arranged together substantially as described and for the purpose set 
forth. 

84,046.— Device for Saw Carriages.— Levi Black and Mil 

-ton Gaffney.Logau, Ohio. 

TVe claim adjustable plates, a and b, holders, F and H, sliding atop or 
clamp, E, an$l plate, D, herein described, constructed, combined, and ar- 
'ranapd to operate in themanner andfor the purpose set forth. 

84,047.— Water Wheel.— J. H. Bodine and T. A. Hill, 

Mount Morris, N. T. 

We claim, 1st, The arrangement of the top feed vertical discharge wheel, B, 
in connection with the flanges a a, upon the lower edge of a euro, which has 
thegate at its top. its Bide walls being water tisht, substantially a3 and for 
the purpose herein set forth. 

2d, The gate, 1, when cast withrecesses or concaves, e e, on its under sur- 
face, substantially as specified. 

3 The arrangement of wheel, B, gate. I, arm, v, screw shaft, T, block, R, 
working upon the screw shaft and spindle, S, operating the screw shaft by 
means of cos gearing, W, whensald pirts are constructed to operate in con- 
nection with each other, in the manner and for the purposes above de- 
scribed. 

84,048.— Portable Forge.— John B. Bolinger (assignor to 

himself andL. R. Firch), Detroit, Mich. 

I claim, 1st, The pulleys, o and q., formed of rubber, with metallic faces or 
penpbenes,suOstantially as described, in combination with tne pulleys U 
and p. 

2d, In combination with a portable fan blast forge, the air chamber, S, the 
double lever, D, and the slotted arm, F, operating in the crank, G, all con- 
structed and arranged substantially as and for the purposes described. 

84,049.— Car Coupling.— John H. Chadwick, Bristol, as- 
signor to himself and George B. Peck, Warren, R. i. 
I claim the arrangement and combination with the arms, b c, and part or 
abutment, m, with the lever, D, the draw bar chamber, B, and its mouth, u, 
substantially as described, the whole being to operate in manner and for the 
purpose specified, with a connection bar, E, made asset forth. 

84,050.— Washing Machine.— Wesley Cornell and Thomas 

L.Blakely. Buchanan, Mien. 

We claim, 1st, The eccentric cams, K, adjustable ways, G, and guide 
blocks, M, when constructed substantially as set forth. 

2d, In combination with all tlie, above named parts, the box, A, slide 
bars, C, rolleis, E, and rubDer board, L, all operating substantially as apec 
ifled. 

84,051. — Harvester. — Alexander G. Donnelly, Brees- 

port, N.T. 
I claim the wheel, D, constructed and operating as herein described and 
for the purposes set forth. 

84,052.— Bee Hive.— Benjamin Douthett, Pittsburg, Pa. 

I claim a hive for bees, having all of the herein described characteristics, 
thatis tosav, a box divided on a vertical Une, so as to form two equal and 
distinct parts, A A, and with an India rubber packing, T, between the two, 
each part or half of the hive being provided with a horizontal partition, E, 
inclined bottom and perforated plate, F, and a wire gauze, m, extending 
from thepartition to the bottom, and a narrow horizontal box, P, beneath 
the hive, open at both ends, and provided at eacti end with a metallic cur- 
tain, N, as a passage way, common to each half of the hive; the wnole being 
constructed, arranged, combined, and operating substantially as and for tbe 
purposes hereinbefore set forth. 

84,053.— Manufacture of Iron and Steel— Francis El- 

lersbausen, Ellersbaune, and Augustus E. Stayner, Halifax, Nova Scotia, 
and Adolph Guzman, New York city, 

We claim, 1st, As a new article ot manufacture, pis: bloom or pig scrap, be- 
ing a conglomerate of cast iron, oxides, wrought iron, and particles of mat- 
termore or lessnearly approaching one or other of those substances pro- 
duced by admixing, ana bringing in contact with fluid cast iron, oxidizing 
substances in a solid state, in such a manner and in such quantity as to pro- 
duce a solid condition of the mass. 

2d, Th e mixing of cast iron with an oxidizing agent, one or other of which 
is rendered fluid by heat applied previously to such mixing. 

3d, The productionof wrought iron from cast iron, by mixing with the lat- 
ter, while fluid, a sufficient amount of oxidizing material to produce a solid 
condition ot the mass. 

4ch, The production of wrought iron from oxides of iron, by mixing the 
latter with molten cast iron to such an extent as to produce a solid conglom- 
erate of the two. 

5th, The employment of detersive agents and useful alloys, by mingling 
them, or either of them, with the oxides used in the process hereinbefore 
described, so that they shall become part of the conglomerate, and bavesuch 
intimate contact and connection with the mass as to produce tbeirproper 
chemical effects when it is afterwards subjected to the action of heat. 

84,054.— Steam Engine Slide Valve.— John S. Everitt and 

Ossian Cook, Osbkosh, Wis. 

We claim, 1st, The valve boles, S S, of tbe valve, H, with lugs, r r, con- 
structed and arranged relatively to the cams, n n.arms.m m, provided with 
slots, x x, and the valve stem, O, as a means of adjustment in compensating 
for wear of valves and valve seats. 

2d, The valvecase, A A, when constructed substantially as described, and 
arranged relatively to the slide balance valve. H, as herein set forth. 

3d. f he arrangement of the hollow balanceslide valve, H, throttle valve, 

F. with the valve case, A A, injection and ejection pipes, L V, supply pipe, 
K, and exhaust pipe, K', substantially as herein set forth. 

84,055.— Suspending Clamp— Dan. P. Foster, Waltham, 

assignor to himself and N. M. Lowe. Boston, Mass. 
I claim a suspending clamp, tormed of two segment cams, B B\ pivoted to 
the supporting frame, A, and connected by a link, C, substantially as de- 
scribed and tor the purposeset forth. 

84,056.— Potato Digger. — Hamilton France, Hinmans- 
ville, n. y. 

I claim. 1st, The geared wheel, E, shaft, F, pinion, G, and arms, H in con- 
nection with the axle, A, frames, C and I, connecting rods, J, for the pur- 
pose of giving a vertical vibratory motion to the grate, K, substantially as 
herein described. 

2d, The frames, C and I, hinged together at their front ends, in connection 
with the axle, A, and lever, Z, whenconstructed and operating substantially 
as herein specified. 

3d, The bar, N, arms, R andU, lever, Q, fulcrum, S, and pin, T, in connec- 
tion with guides and standards, O, axle, p, and tongue, V, when combined, 
arranged and operating substantially as and for the purposes herein de- 
scribed. 

4th, The combination of the above named parts with the wheels, B and X , 
bails, M, and seat, Y, when constructed, arranged and operating substantial- 
ly as hereinset forth and shown. 

84,057.— Chuck.— Charles F. Hadley, Chicopee, Mass., as- 
signor to Clifford Arrick, Belmont county, Ohio. 

I claim, 1st, The arrangement of the adjust able nut., E, bevel gear, F, divi- 
ded ring, G,and securina pins, h h.or their equivalents, constructed substan- 
tially as described and for the purpose set forth. 

• d.The arrangementof the adjustablenut, E, bevel gear, F, divided ring, 

G, annular groove, d, and securing pins, h h, or their equivalents, in combi- 
nation with the bevel pinions, D, constructed and operated substantially as 
and forthe purpose set forth. 

84,058.— Washing Machine.— Mortimer S. Harsha (assignor 

to hiruself and Edwin Meredeth),Batavia, 111. 
I claim the combination of the bars, F F, pivoted at their centers to the 
frame, B, the two rollers, DD, having bearings in in opposite ends of said 
oscillating bars, F F, tbe roller. C, arranged beneath and between said 
rollers, D D, and the cam w heels, A A, all arranged and operating so as to 
give the rollers, D D, arotating, a longitudinal, and an oscillating motion 
with respect to the roller, C, substantially a-ihereinsbown and set lorth. 

84,059. — Tweer. — Adam Herbig (assignor to himself and 

Thomas Blaokburn), Corry, Pa. 
I claim the circular duck's nest, A. provided with tbe inlet pipe, d, and the 
outletpipe, d\ placed opposite each other, and with the damper, c, all ar- 
ranffedand operating substantially as described. 

84,0£>0. — Watch Escapement.— Julius Hietel, John Wenzel 

Hietel, and John Loomis Geissler, Philadelphia, Pa. 

Weclaim, 1st, The described construction of the self-regulating lever, C, 
for warch escapements con*isting of thearm,b .Siting around the staff. D, 
and provided with a shoulder, e, against which rests tbe end of the shorter 
arm, d.said arms being connected by the spring, f, as i erein set forth, 

2d, tbe combination and arrangement in a watch escapement of tne balance 
wheel, A, spring lever, C, partiy flattened or grooved staff, D, pallets, F. 
banking pin, h, and ruby pin, a, all made and operating substantially as 
herein shown and described. 



84,061. — Rein Holder. — Isaac Hull, Stamford, Conn., as- 
signor to himself and J. Ferguson Morsell. 
I claim a device for hnldina driving rein?, composed of the clamp, A, and 
spring, B, constructed an ( operating substantially as herein specified. 

84,0K2.— Metallic Fence.— Michael Kelly (assignor to him- 
self, William Lalor, and James Slammon), Nev York city. 
I claim the construction of thorny fence by fixing the thorns. B, in holes- 

in the wire, a , in the manner and tor thepurposes herein set forth. 

84,063.— Hay Cutter.— Henry Kinsey, F. W. Kissell, J. E. 

Smith, and J.M.Si ith, Ligonier.Pa. 

We claim, 1st, The knives. H, constructed and operating substantially as 
herein shown and described, and for the purpose set forth. 

2;i, The combination and arrangement of the double crank, f, of the shaft, 
F, bent pitman. J, and vertical sliding rod or bar, I, having arms, il i2, form- 
ed upon it. with each other and with the slotted knives. H, substantially as 
herein shown and described, and for the purpose set forth. 

3d, The combination and arrangement; of the ratchet wheels, L, sliding 
pawls, P, short arms, Q, rock shaft, R, long arm, S, and pitman, T, with each 
other and with tbe feed rollers, K L, ana sliding rod or bar, I, for the pur- 
pose of operating the said feed roller from the said sliding bar, I, substan- 
tially as herein shown and d escribed. 

84,064.— Valve for Steam Engines.— Ralph "R. Lee, and 

George H.Wren (assignors to themselves and John C.Northall) Mahanoy 
eity,Pa. 
We claim, 1st, The main valve, C, constructed substantially as herein 
shown and described. 

2d, The comoination of the valve, C, with the stationary heads, F G, of the 
steam chest, substantially as herein shown and described. 

3d, The arrangement of the valve, O, and heads, F G, with relation to the 
steam ports, p, substantially as herein shown aud described. 

84,0f?5. — Reel for Grain Binders. — SyJvanus D. Locke, 

Janesville, Wis. 
I claim the combination ot the reel, A, spring, D, and brake, E, either with 
or without trie pins, 1, or with or without the cylinder, B, substantially as 
and fortue purpose set forth. 

84,065.— Car Coupling.— James Osman, and John F. Pot- 
ter, Linden Hall, Pa. 
We claim the pivoted plate. I, having tbe guidps.ee, or their equivalent, 
when employed in connect' on with a draw beaci.substanti ally in the manner 
and for the purposes described. 

84,067.— anti-Friction Washer. — U. H. Reed. Jeremy 

Lake, and Luther Sisson North Easton, Mass. 
We claim the combination of the parrs, A B, and D, and the spherical balls, 
substantially as and for thy purpose described. , 

84,068. — Window Shutter. — Frank A. Reiher, Cincinnati, 

Ohio, assignor to Frank A. Reiher and Company. 
I claim the arrangement of the two series of lipped or flanged slats, I II 
III IV, l' It' ill' LV .racks, D D', pinions, E, ana guiding grooves, 1 2 3 41 : 2» 
3' 4\ suostantially as set forth. 

84,069. — Spring Bed Bottom. — Gustavus Reneky, and Sam- 
uel Kiess, Edgerton, Ohio. 
We claim tne arrangement herein described, of the longitudinal slats, A. 
blocks, C, transverse slats, B D G, double looped springs, E, grooved and 
slotted blocks, F, metallic loops, I, arid straps, H, as aud tor the purpose 
specified. 

84,070.— Machine for Separating the Polp from Fib- 

eous Substances.— Gelston Sanford, Bergen Point, N. J., assignor to 
the Mallory and Sanford Flax and Hemp Machine Dressing Company, 
New York city. 
I claim. 1st, The holding planks, F, suspended vertically upon each side of 
the rotary scraper uisk, when thefeed openings therein are arranaed above 
the horizontal plane of the axis of said liisk, us herein described, for the pur- 
pose specified. 

2d. Tue vertical holding planks, F, suspended above the disk, A, free from 
contac; widi the combs, E. aud adapted to be operated by the cam levers, O, 
to press the material to be operated upon against tn« radial combs from op- 
posite sides, as herein shown ana described. 

3d, The described arraugement of the rotating disk, A, the radial combs, 
E, upon opposite sides of said disk, the suspended planks, F, having the 
feed openings and the spouts. I, the side rads.tl, ana cam levers, G, all oper- 
ating as described, for the purpose specified. 

84,071. — Harness Tree Pad.— William A. Sharp, and John 

A. Shannon, Tama city, Iowa. 
Weclaim the pad, F, made heart shaped, or triangular, to innrease its 
bearing surface parallel with the animal's back, and having formed apon its 
outer and small end the loop, G, for the passage of the tug buckle strap, 
whose upper end is secured by a rivet passing tnrough tne hole, H, and also 
provided with the twolugs, C, between which tbe tenon ot the terret is se- 
cured by the bolt, E, all arranged and operating as described, tor the pur- 
pose specified. 

84,072. — Venting Metallic Cores.— Amos Shepard (as- 

signor to "Union Manufacturing Company," New Britain, Conn. 
I claim venting the interior surface ot the molten metal which comes in 
contact witu the solid metal by means of grooves, d, formei in the solid 
metal, substantially as described, and tor the purpose here in specified. 

84,073.— Cloth Drawers.— H. P. Wetmore, Elizabeth, N. J., 

and J. G. Hirckcock, New York city. 
We claim, as a new article of manufacture, cloth drawers,formed in pieces 
A and B, having the joining seam extended across tne back of the leg, at or 
near tbe knee joini, substantially as and for the purposes herein set forli, 

84,074.— Machine for Spreading Paint or Mastic.— John 

W. Wheeler, Cleveland, Ohio, assignor to H. H. Wheeler, New York 
I claim, 1st, The spreader or roller, B, in combination with the aDron, E, 

and rollers, F F', when operating conjointly and reversely in relation to 

each other, for the purpose sp-cifled. 
2d, The guards. J, springs, K, as arranged, in combination with tbe apron, 

E, and in relation to the frame, A, and spreader, B, in the manner as and for 

the purpose set forch. 

84.075. — Corn Planter.— Lorenzo D. Wyatt, Castleton, 

Ind„ assignor to himself, Samuel Farley, and Edward McManama. 
I claim the arrangement, A B U D E F. and G. and the agitator, N, all ar- 
ranged aad operating substantially as described, for that purpose. 

84.076. — Paper Bag Machine. — Christopher Amazeen, 

New Yorkcitv. 

I claim, 1st, The arrangement of the knives, G and H.with the collars, I 
I, and the spring forwarders, J J, substantially as and for the purpose* here- 
in set forth. 

2d, The arrangement of the cog wheel. u\ on themainsbaft, h, and trear 
wheels, v' v\ secured in slots to the frame, A, so that the former may be 
changed, and the latter are movable, for the purpose of adapting the ma- 
chine to making baas of different sizes, substantially as herein set forth. 

3d, The bag former, K, constructed as described, in combination with the 
pressing roller, d\ for the purpose of forming the bag, and pressing down the 
pasted side of thesame, substantially as herein set torth. 

4th, The arrangement ot the rollers, r and w, one placed under the rear end 
of the bag former Kf and the other under the pressing roller, d\ the rubber 
carriers, p p, and the rollers, b' b\ which latter are provided with rings to 
hold the carriers in pioper position, and constructed as described, and oper- 
ating substantially as andfor the purposes herein set forth. 

84,077. — Thill Coupling.— William Wallace Anderson, 

Camden, N. J. 
I claim Ihe steel spring, b, in combination with the segments or arches, d 
and E, which bear upon the shaft pin. g. but do not touch each other, aud 
with the screw bolt, a, ttie whole arranged and operated substantially as and 
for the purpose herein set forth. 

84,078. — Safety Apparatus for Lamps. — Cephas Apple- 
bee, Lyndon, Vt. 

1 claim my improved arrangement of the air pipe, d', with the annular - 
body, A. aadfts series, d, of gas discharging holes. 

Also, thecombination and arrangement of the neck, c.and the male and 
female connection screws, a b, with the annular body, A, Lbe air entrance 
tube, d\ and the ffas educts or series, d, of discharging holes, arranged in 
such body, as-hereinbefore specified. 

84,079.— Flue Cleaner for Boilers.— William C. Baker. 

New York city. 
I claim the tube scraper, constructed and arranged as specified, so as to 
form a partition for directing the products of combustion, except during the 
operation of scraping the tubes, as specified. 

84,080.— Check Hook for Harness.— Charles H. Bassett, 

Derby, Conn. 
1 claim the arrangement of the conical headed spindle, F, through the liolt 
or base of the hook, and provided with a sprins. arranged within the body of 
the boltand spindle, so as to operate in themanner herein set forth. 

84,081.— Debris Check for Pumps.— Sanford O. Blanding, 

Smithfield,R- I. 
I claim a debris check or strainer, c, water charging pipes, D E, and air 
chamber, A. arranged and combined substantially as described, for the pur- 
poses specified, 

83,082.— Waist Belt. — AlmenaR. Boylson, Chicago, 111. 

I claim a metallic belt supporter, made in sections, with an elastic or flex- 
ible piece, b, interposed between the sections, a, substantially as and for the 
purposes specified. 

84,083.— Oatamenial Sac— George E. Britickerhoff, Brook- 
lyn, N. Y. 
I claim a catamenial sac, with four elastic scraps, two of which are longer 
tba-i the other two, and all attached to the sac, so that the latter may be ad- 
justed on The body of the wearer in such manner that it will njt interfere 
with tbe performing of the ordinary functions of nature, substantially as 
shown and described. 

84,084 —Horse Hay Fork.— J. H. Brinton, Thornbury, Pa. 

I claim, 1st, The use of an adjustable ball or other enlargement upon the 
operating rope of a hay elevator, for automatically unloading the same, sub- 
stantially as nereiQ set forth. 

2d, The combination of the adjustable ball, H, with an arm, F, jointed to 
one of the jaws of a hay elevator, connected to the other by a cord, b, and 
having an openina, e, for the passageof the operating rope, the whole being 
constructed, arranged, and operating substantially as and for the purpose 
described. 

84,085.— Horse Rake.— Henry L. Brown, Adrian, Mich. 

I claim thesegmentatgears G and K, lever, L, quadrant, M, stop, N, and 
spring, O, substantialiy'as herein desciibed, aud for the purposes specified. 

84,0813. — Rolling Mill. — William Brown, Smethwick, Eag. 

1 claim, 1st, The combination and arrangement in rolling machinpry such 
as described of two set> of rolls, having parallel axles, t he one set consisting 
of two rolls, and ihe other of dire** r .ills, driven at different speeds, substan- 
tially in themanner and forthe purposes herein set forth. 

2d, In conjunction with two sets ot billeting or reducing rolls, the one con- 
si-ting of two and tbe other oi three rolls, driven at oiflerent speeds, and 
combined as herein specified, the arrangement of the flattening and elgiug 
grooves formed in said rolls, as descrioeo" and u'lown, for preventing the ne- 
cessity for turning the bar on passing from one set to another. 

84,087.— Hay Spreader.— J. M. Burdick, Ilion, N. T. 

I claim, 1st, The combination and arrangement of the tedder teeth, F F f 
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bars, E E, with cranks, H H,and revolving ring, I, constructed and arranged 
to operate substantially as described. 

2d, In combination with tbe teeth, F F, the loop, b, and clamp, a, for fast- 
ening said teeth upon the bars, E E. substantially as described. 

3d. in. combination with the teddine: devicss above claimed, hinarme: the 
shafts to the main frame, A, and making their direction, relatively to said 
frame,adjustable,by means of the link, M,rock shaft, N, and hand lever, O, 
to raise and lower the tedder frame as required, substantially as described. 

84,088.— Sash Supporter.— Robert M. Campbell, Cam- 

bridgeport, Mass. 
I claim the within-described sash sopporter and lock, consisting of the 
plate, C, with its friction roll, D, in combination with the screw, E, and a 
projection, c, locking the sash when closed, operating substantially as de- 
scribed. 

84,089.— Heat Radiator.— William B. Choate, Gait, Cana- 
da West. 

I claim, 1st In combination with a radiator of serpentine form, the method 
of placing the flanges, d and f, on the end plates, substantially as shown and 
describe Li. 

2d, Depressing tbe flue of the radiator after tbe curves or turns, so as to 
form a series of diving flues, substantially as and for the purpose set forth. 

84,090.— Horse Rake. — Lyman Clinton , North Haven, Conn. 

1 claim the combination and arrangement of the two treadles, D E, with 
the axle, A, the onenxed directly to the axle, and both in relative position 
to each other, so as to be operated in the manner specified. 

84,091. — Machinery for Folding and Cording the Edge 

of Paper— John E. Coffin, Portland, Me. 

I claim, 1st, The creasing rolls, c d, chutes, b b\ of guards, pasting disks, 
12 3, grooved as shown, pressing roll, m, and finishing rolls, p q,all arranged 
and combined substantially as and for the purposes set forth. 

2d, The pasting disks, 12 3, provided with grooved edges to receive the 
cord.c' substantially as shown., 

84,092.— Means for Securing Springs to Slats of Bed- 

Bottoms.— Z . S. Cracraft, Lacon, 111. 
I claim securing the semi-elliptic spring, b, to the slat, d, by means of the 
coupling piece, e, provided with the bent lips, e' e', passing through slots in 
the slats, substantially as described. 

84,093— Sash Fastener.— William J. DeGrummond, Cin- 
cinnati, Ohio, 
I claim theseries of springs marked, F or F'.and the pieces, D or D'.or 
the equivalent of said devices, in combination with the catch, E, and the 
series of cavities or notches, K, as an* for the purposes described. 
84,094.— Corn Plow.— Thomas Dillon, Highland, Ohio. 

I claim, 1st, Tbe tenoned plow -beam, E, pivoted in the beam, A, and pro- 
vided with a bent arm, F, by which It is adjusted at any hight desired, sub- 
stantially as herein set forth. 

2d, The curved plow blade, H. provided with an ear or lua:, I, for the pur- 
pose of attaching it to the plow beam, E, substantially as herein set forth. 

84,095.— Attaching Handles to Cross-Cut Saws.— Samu- 
el Disston, Philadelphia, Pa. 
I claim the socket, B, forming a part of the slotted stem, b, and having an 
internal screw thread for the end of the handle, D, in combination with the 
grooved washer, e, and a ferrule, E, having an internal screw thread adapt- 
ed to a thread on the socket, the whole being constructed and arranged sub- 
stantially as and for the purposeset forth. 

84,096. — Compound for Treating Leather. — August 

Doepp, Newark, N.J. 
I ciaim a compound for treating leather, the chief ingredient of which is 
oleate of glyceryl, as set forth. 

84,097. — Plow.— V. C. Duclos, New Harmony, Ind. 

1 claim, 1st, The arrangement of the notched standards, J J, arm, K. and 
pin, d, for the purposed regulating the plow, substantially as herein set 
forth. 

2d, The combination of the hounds, C C, hinged beam, F, arm , K, stand- 
ards, J J, and lever, L, all constructed and operating substantially as and 
for the purposes herein set forth. 

84,098.— Sash Fastener.— William Edson, Boston, Mass, 

I claim the segment wedge, F, horn, H, and leaf, A, operating in combina- 
tion with the plate, B, substantially as descrioed and for the purpose set 
forth. 

84,099.— Take-Up for Sewing Machine.— John V. D. Eld- 

redge, Detroit. Mich. 
I claim the combination and arrangement of the needle bar, F, provided 
with pin, G, face plate, B, provided with slot, 1, take-up spring, E, and spring 
lever. A, with the curve, H,and projection, D, all constructed as described 
and shown. 

84,100.— Post Driver.— Joseph Ellenberger, Easton, Ohio. 

Antedated Nov. 13, 1868. 
I claim the arrangement of the adjustable guides, K K, grooved weight, R, 
slotted beam, H, pulley, g.cord, f. and windlass, I, with the frame cons true t- 
, ed as specified, with its various parts, for operating as herein set forth, 

84,101.— Shielding Arches for Evaporating Kettles. — 

James English, Syracuse, N. Y. 
I claim the combination of the enclosing shield, C, with the cogs, a a, in 
the ends of the sections forming thejoint,the whole arranged as described, 
and operating in the manner and for the purpose specified. 

84,102.— Washing Maching.— Caroline F. Fieming, Belle- 
ville, 111. Antedated Oct. 28, 1868. 
I claim the roller, B, when formed of the sector pieces, b, and combined 
with tee shaft, C , by the washer plates, e, substantially ss set forth. 

84,103.— Candle Cap.— James H. Foote, Pittsfield, Mass. 

I claim, a candle cap, a, when provided with an annular flange rest, b, in 
the form and manner described, as a new article of manufacture. 

84,104.— Hydrant.— Charles E. Frazier, Baltimore, Md. 

I claim, 1st, Thecap or top, BC, constructed and operated in themanner 
substantially as shown and. described, and for the purpose set forth. 

2d, The combination of the hollow screw H, and the valve stem 1, arranged 
constructed, and operated in the manner substantially as shown and de- 
scribed , and forthe purpose set forth . 

3d, The combination of chamber, F, screw, H, rod, I, and hollow pis on 
b, arranged, constructed and operated in the manner substantially as sho n 
and described, and for the purpose set forth. 

84^05— Threshing Machine.— Peter Geiser, and Daniel 

'Geiser, Waynesborougb, Pa. 

We claim, 1st. A threshing machine and separator, combining in its con- 
struction, the following elements, viz, on adjustable feed board, a cylinder 
and concave, two sets of reciprocating rakes, and a series of spur wheels 
and intermediate pinions fordriving both rakes from the fan shaft, substan- 
tially as set forth. 

2d, The combination of the fan shaft, the two sets of reciprocating rakes 
and the pinions, U2 X XI X2 and X3, and arm, with wrists supporting the in 
termediate pinions, X and X2, substantially as set forth. 

3d, The arrangement of trie shields in relation to the gearing for driving 
the rakes, substantially asand for the purpose set forth. 

4th, In combination with the reciprocating rakes, the intermediate 
notched bars, the slides and guides, the cranks, and the system of driving 
gearing, substantially as set forth. 

5th, So arrangina tbe parts of the driving mechanism, that the motion of 
the several parts shall be communicated from one to another at a regularly 
reduced speed from the cylinder to which the power is first applied , substan- 
tially in the manner set forth. 

6tli, The cast shoe, side plates with pivot or joint bearings, shelf or apron 
recesses, adjustable slide board, flanges, and with notched recesses to re- 
ceive the second roller shaft, substantially as set forth. 

7th, The shoe, when constructed with combined metallic and wooden 
sides, and so arranged iu relation to the case of the separator, that blasts of 
air may pass between the shoe and the case, substantially as and for the pur- 
pose set forth. 

8tb, In combination with the fixed register plates, the'oscillating inner 
plates VI, Connected by a tie, V2. and havinerone side loaded go as to oppn. 
the register by gravity, and a regulating weight attached to the book,V3, 
said parts being so arranged in relation to the blast as to operate substantial- 
ly as and for the purpose set forth. 

9lh, The dividing apron, O, in combination with the graduating rib,02 ( 
substantially as and for the purpose set forth. 

10th, The chaff board, g, for separating ibe tailings and the chaff, when 
constructed and arranged so as to be applicable, also, forthe purpose of 
closing the rear end of the winnower, substantially as set forth. 
84,108. — Rotary Pump. — Charles V. Genung, Duquoin, 111. 

1 claim, 1st, Thehollow cylindrical piston. A, havine: the slotted V-formed 
projection, V, when used in combination with the follower, B, and vane, C, 
as herein specified,. 

2d, The bollow piston. A, provided with the opening, H, forming an educ- 
tion passage, substantially as described. 

3d, The vane, C, having an enlarged head, forming the'f olio we r,B, as spec- 
ified, as arranged in relation to the trip, D, and valve, E, as herein described 
and for the purposespecifled. 
84,107.— Sash Lock.— Joseph U. Gerow, Brooklyn. N. Y. 

I claim the arrangement and construction of the slotted and suspended 
plate, A, to which is attached the projecting fastener, D, with the weighted 
handles, C, in combination with the cam, B, and lock-plate or case, E, as 
shown and described. 

84,108. — Propeller for Canal Boats. — Samuel D. Gilson, 

Oswego Falls, N.T. 

I claim, 1st, The canal boat, with pairs of shafts, a a, carrying propellers, 
B, of small diameter, and applied on each side of the center of the boat, at 
its stern, upon said shafts, which are all on the same ornearly the same hor- 
izontal plane, and driven substantially as described. 

2d, The combination and' arrangement of two small steam boilers.de- 
pressedengine.and boiler room, E, and shafts, a a, with small propellers, B, 
in pairs, on each side of the center of the boat, substantially in the manner 
and for the purposes described. 

84,109.— Magazine Stove.— James Gray, Albany, N. Y. 

1 claim, 1st, In a base burning stove, having a fuel magazine suspended 
free from the grate, and having an unobstructed free space around and be- 
low it. and having an illuminated casing surrounding toe same, the construc- 
tion of descending flues, N .N , passing from the brim of the fire-pot, C, and 
outside the base, A', and near tbe front of the stove, in combination with as- 
cending flues, L and 0,!chamber, R, and descending flue, T", substantially 
as shown and described. 

2d, The construction of hooded chute, I, with a flue opening, T, upon the 
top thereof, for the purpose of causing tbe products of combustion from 
flue, O, to pass through tbe said hooded chute on their passage to exit flue, 
M. substantially as and for the purpose? set forth. 

3d, The combination of the intermediate air chamber, J, the descending 
flues, N N, the annular flue, K, and the ascending flue, L, substantially as 
8h own and described. 

4th, The combination of combustion chamber, E.flue, O, and hooded chute 
I, with its top flue opening, T, substantially as herein set forth. 

5th, The revolving cover or valve, Q, in combination with the coal reser- 
voir, H, and the hooded chute, I, substantially as and for the purposes herein 
set forth. 

6th, In a coal stove or furnace, having a depressed fire pot and a supplying 
reservoir sustained free from tbe grate and fire pot, and so arranged that 
the inflamed gases may bum in a free space, so constructing and arranging 



such stove or furnace that a portion ofthe products of combustion arising 
from the Ore will be conducted up, around, and above the reservoir. H, and 
hooded chute, I, to the top ofthe stove, and at the same time another portion 
of said products of combustion will be carried down outside the Are pot, C , 
to and around the bottom of the stove, thereby producing an equal degree 
of heat over the entire surface of the stove, substantially in the manner 
herein described. 

84,110. — Hydrocarbon Burner.— John Gray, San Fran- 
cisco, Cal. 
' I claim the above described adjustable burner, consisting of the cylinder, 
B, plug, E, adjusting stem, D, and openings, a a, constructed and arranged 

substantially as described. 

84,111.— Wrench.— A. C. Greth, Reading, Pa. 

1 claim, 1st, The roller, B, moving in the slides, e e, when applied to the jaw 
of a wrench in the manner described, for the purpose set forth. 

2d,Thesbell or case of substantially the described construction, when car- 
rying the roller, B, amd fitted to be placed over the jaw of an ordinary mon- 
key or key wrench, in effect as and for Ihe purpose set forth. 

84,112. — Gas and Steam Fittings.— Albert Hallowell, 

Lowell, Mass. 
I claim the mold or moldsconstructed and arranged substantially as de- 
scribed, for the purpose of forming finished fittings or parts of fittings, as 
and for the purpose specified. 

84,113.— Roasting Iron Ores by Waste Gases.— Alexan- 
der Hamar, New York city. 
I claim the combination, as set forth, with tbe kiln, of tl e open top for 
charging the raw ore, the open bottom for discharging the roasted ores, the 
flue encircling the toasting chamber and communicating with it by tbe slits, 
d, and a fan tor forcing in the heated waste gases escaping from the blast 
furnace. 

84,114.— Machine for Forming Tin-lined Lead Pipe.— 

A. Hamon, Paris, France. 

I claim the combination and arrangement of the sliding cross bead, F', 
vertically slotted nuts and screws, f H, or their equivalents, and pillars, C 
C\ for the purpose of adjusting the die, e, to the mouth of. the mold, in the 
manner described. 

2d, The combination and arrangement of the lifting apparatus, consisting 
of a cylinder, G, andche parts thereto attached, with the slotted nuts and 
screws, H f, or their equivalents, and pillars, C U\ for the purpose of con- 
fining, releasing, and moving the cross head, F\ at the times specified and 
for the purposes set forth. 

84,115. — Washing Machine. — Wm. S. Harrison, German- 
town, Tenn. 
I claim the frame, F, hinged at one end of the stationary tub, and provided 
with levers, G, connecting the board, A, and with an adjustable lever for op- 
erating.the interior board, B, with slotted arms, m, all as herein shown and 
described. ^ 

84,116.— Padding^ or Stuffing for Harness. — Henry 

Hauer, P hiladelphia, Pa. 
I claim th e stuffing of collars, saddles, and other parts of harness, with 
granulated cork, combined with a gum elastic or other equivalent cement 
as and forthe purpose herein set forth. 

84,117.— Drying Kiln.— B. R. Hawley, Normal, 111. 

. I claim, 1st, The dry house or kiln. A, when provided with an inlet, b, sur- 
rounding the fire box. ator near tbe base ofthe house, and with the heating 
chamber. B', which is to be so arranged as to conduct tbe heated air to the 
top of the building, and the upcast shafts or chimneys, D, when the latter 
are arranged to taKe the vitiated or spent air from the bottoms of the cham- 
bers, A', substantially as described and for the purpose shown. 

2d, The fire box, B, the smoke tuheB, C. and the hot air chambers, b and B\ 
when constructed and employed as and for the purpose set forth. 

84,118.— Chair.— David B. Hedden, Newark, N. J. Ante 

dated Nov. 5, 1868. 
« Iclaim, 1st. The seat, C, constructed with one or more pins, d. and the 
holes, E, with tbe plugs, F, substantially as and forthe purposes set forth . 

2d, In combination with the said seat, the legs, A B, constructed and se- 
cured as described. 

3d, In combination with the said seat, the back.G, constructed and se- 
curpd in the manner described. 

84,119.— Composition Roofing.— Clement F. Hinman, Chi- 
cago, in. 

Iclaim a roofing composition composed of coal tar, clay (or other similar 
suitable substance), glycerin, and dissolved india rubber, either with or 
without animal oil, substantially asand for the purposes specified. 

84,120.— Roofing Compound.— D wight Hitchcock, Syra- 

duse, N.Y. 
I claim a roofing compound composed of the within ingredients, in about 
the proportions mentioned. 

84,121.— Seeding Machine and Cultivator Combined.— 

Sidney S. Hogle, Berea, Ohio. 

1 claim, 1st, The revolving cultivators, E, as arranged in combination with 
tbe jointed frame, A, for thepurpose and in the manner substantially as set 
fortb. 

2d, The combination of tbe revolving cultivators, E, and rollers, BB', in 
themanner as and for the purpose specified. 

2d, The combination of the revolving cultivator, E, rollers, B B\ and seed- 
ing boxes, substantially as and for the purpose specified. 

4th, The special construction and arrangement of the drill box, A', when 
operated in the manner asand in combination with the cultivators, E, and 
rollers. B B', for the purpose described. 

5th, Tbe slotted standards, i\ revolving cutters or disks. F', in combination 
with the box, D, in the manner as and for the purpose set forth. 

6th, The windings, wings, or ribs, d, as arranged in combination with wings 
c, and roller, I , for the purpose set forth . 

7th, The combination of tbe toothed wheels, K, rollers, B B', agitator, I, 
and chain, J, for the purpose specified. 

84,122.— Can Opener.— Guy C. Humphries,Washington,D.C. 

I claim the bearing block, C, hinged or pivoted to the knife, A A ( , substan- 
tially as and for the purpose set forth and described. 

84,123. — Differential Gear Elevator. — Daniel Hussey, 

Nashua, N. H. 
I claim the combination ofthe racks, c c, pinions, d d, internal gears,.) and 
and differential gear, k, when constructed and operating substantially as 
and for the purposes described. 

84,124.— Iron Window Shutter.— Benj. A. Jenkins, La 

Crosse, Wis. 

I claim, 1st, Metal slats, a, which, in transverse section, are of a form very 
similar to the letter U inverted, the leaves of each slat being pressed to- 
gether, so as to leave an air space between them and form an eye just bf- 
low the arch of the U, to receive and confine the pivot on which the slat is 
hung all as herein described and shown. 

2d, As a new article of manufacture, the metal window shutter, with its 
hinged sides, made of U iron, and its closing sides of a similar shaped iron, 
lapping at the closing: edges, said shutter having its slats double, and pivoted 
to the arch of the U iron, and also having its bar, which adjusts theslats, 
made of U iron, and connected to theslats by iron brackets, all as described. 

3d, The arranged of the U sheet metal hinging facing strips, G G, in combi- 
nation with the double slats and U metal frame, all in the manner desciibed 
and shown. 

4th, The pins, c, carrying slats, a, with bent ends, in combination with the 
retaining strip, b ,as herein described. 

84,125. — Lemon Squeezer. — John Klepzig, San Francisco, 

oal. 
I claim the movable button, E, with its opening. H, the spiral spring, F, in 
combination with the two levers, A and B, operating substantially as and for 
the purpose specified. 

84,126. — Caster.-— Charles Lewando, Boston, Mass. 

1 claim in a ball caster, the concaved friction rollers, D D* D", said rollers 
running on inclined axles, made substantially as described and for the pur- 
pose set forth. 
84,127 — Elevaror. — Wm. Louden, Cedar township, Iowa. 

I claim, 1st, The within described arrangement of the bar, N, for suspend- 
ing the track or railway, A, substantially as set forth. 

2d, Themanner of attaching: the pulley, E,to the track or railway. A, sub- 
stantially as shown and described. 

3d, The adjustable stop. P, when provided wtih a projecting pin or hook, 
around which the hoisting ropeis fastened, substantially as shown. 

4tb, The lever, L, so arranged and operated that it can be used both as a 
'atch and as a brake, substantially as shown and set forth. 

5th, The combination of tbe levers, L L', having a flexible or sliding con- 
nection, substantially as and for the purpose setforth. 

6 th, The levers, L L', having a flexible connection, in combination with a 
weight for producing, and a stop, F, for releasing the pressure on the hoist- 
ing rope, substantially as and for the purpose set forth. 

7 th, So arranging the latching apparatus that the hoisting rope will pass by 
instead of through it or around it, and the latch be released by one edge of 
the piate, S, coming in contact with it, substantially as set forth. 

8th , The guide or keeper, K, for the purpose specified. 

84.128.— Womb Supporter.— John Magoffin, St. Louis, Mo. 

I claim, 1st, The instrument herein described, consisting of the curved 
rods, A B, having their forward ends provided with the plate, b, and claws, 
a', and pivoted together by means ofthe pin, a, substantially in the manner 
and for tbe purpose described and setforth. 

2d. The instrument, A B, in combination with the external supporter, C, as 
described and shown. 

3d, The arrangement of the adjusting screw, D, by pivoting it to the rod, 

B, and sliding it in a slot in the end of the rod, A, as described and set forth. 

84,129.— Scrubbing Brush and Mop.— Jabez F. Mason, 

Brooklyn, N.Y. 

I claim, 1st. A handle attachment for a scrubbing brush formed of the ring 
c, flange, i, stem, e.ana screw, in combination with the plate, b, and thumb 
screw, g, substantially as and for thepurposes specified. 

2d, The mop frame on the stem, e, in combination with said handle attach- 
ment for a scrubbing brush, substantially as specified. 
84.180. — Coffin. — Silas Merrick, New Brighton, Pa. 

Iclaim in the construction of coffins, burial cases or caskets, the sheet 
metal bottom, A, the angle iron, B, the sheet metal side and end plates, C C, 
the strip of wood, D, the rubber packing, E, in combinaiion with the cast 
metal top.F. arranged substantially as and for the purposes herein described 
and set forth. 

84,181.— Manufacture of Lampblack.— Adolph Millo- 

chau, New York city, assignor to himself, Jules Marcelin, Louis A.Geyer, 
and Edwin D. Barnes. 
I claim the use of lampblack as a porous material, to supply oil to the 
flame in the manufacture of lampblack. 

84,132. — Steam Device for Washing Buildings. — Charles 

Nivert, Paris, France. 
I claim the combination of the injectors, A A, their delivery pipes, t, tank, 

C, communicating through pipes, a a, with the injectors, and steam gener- 
ators, G, communicating with the injectors through pipes, d, the whole being 
arranged and constructed as herein setforth. 

84,133. — Dropper for Harvesters.— A. L. Peters and G. 

M 1 Peters, Lancaster, Ohio. 
We claim , 1st, A dumping platform, which is adapted to be swung or vibra- 



ted, in the arc of a circle, to a position behind the frame, for discharging 
the gavel, while at thesame time it preserves its parallelism with the fin- 
ger bar. 

2d, Tbe tilting or dumping platform, in combination with means for opera- 
tine: the same, whereby said platform is adapted to be swung to a position 
behind the main frame, and there tilted upon a pivot or hinge parallel 
with the platform and at right angles to the path of the machine, as set 
forth. 

3d, The parallel arms or links, C C. or their equivalent, for suppo rting and 
operating the platform, as described. 

4th, The com oination of the parallelarmsor links, platform bar, aud tilt- 
ing o latform, h inged or pivoted th ereto . 

5th, The retaining teeth, in combination with the platform bar and tilting 
platform. 

6th, The arrangement of the fulcrum of the cut-off in rear of the cutting 
apparatus, and above the same, so thsi.t said cut-off in being operated to in- 
tercept the falling grain, shall be moved downward and forward in the arc 
of a circle, the center of which isin rear of and below said cut off, as de- 
scribed. 

7th, The inclined way or cam on the heel of tbe shoe or drag bar, for rais 
ingtheplatform as it is swung to tberear of the frame tor the discharge of 
the gavel, substantially as described. 

8th,The angular extension ofthe platform arm C, or its equivalent, oper- 
ating in combination with the platform, substantially as described. 

9th, The forked lever, or its equivalent, for operating: tbe cut-off, in combi- 
nation with the vibrating cam or cam rod on the platform arm, C, or plat- 
form .substantially as described. 

10th, The combination of the swinging and tilting p latform cut-off, and. 
means for operating thesame, substantially as described. 

84,134.— Apparatus for Evaporating Cane Juice.— S. A. 

Poche", St. James Parish, La. 
I claim the boiler, A, when constructed substantially as described, and 
combined with a set of sugar kettles, as and tor the purposeset forth. 

84,135. — Lubricator. — Wm. M.Rennyson, Pottsville, Pa. 

I claim the combination of tbere^ervoir, A, neck.B. BhouKer, a, rubber 
gasket, C. and strap, D, all constructed and operating substantially as and for 
tbe purposes herein set fortb. 

84,136. — Ditching Machine. — Leonard Rickard, Dan- 
ville, in. 

I claim the arrangement ot the point, I, mold boards, H H and B B, adjus- 
table wings, D D , and braces, C 0, all constructed and operating, substan- 
tially as herein set forth. 

84,137.— Reefing Fore- and-Aft Sails.— William C. Rogers, 

Newark, N. J. 
I claim the combination and arrangement of the pinion, K, endless screw, 
L, and crank, M, attached to tbe upper side of the jaws, P, and operating 
the roller at its inner end, as herein described and for the purposes set 
forth. 

84,138. — Harvester Reel. — John L. Rohrer, Upper Lea- 

coct, Pa. 

I claim, 1st, The rake, F, arranged upon the beaterof a harvesting ma- 
chine and adjustable thereon, so that its teeth may be projected beyond or 
withdrawn from the edge of the beater, substantially as and for the purpose 
de-cribed. 

2d, Tbe revolving beaters or blades, D, and their adjustable rakes, F, in 
combination with a pin, i, arranged eccentric to the axis rouad which the 
blades revolve, and connected to the rakes, substantially as and for the pur- 
pose specified. 

94,139.— Fruit Box.— James S. Shields, Medora, Ind. 

I claim, ^st, A box or crate, having its ends secured therein by means ot 
cleats on the end pieces and grooves on the sides, top, and bottom ofthe box, 
substantially as shown and for the purpose described. 

2d, In combination with the ends of tbe box the secret springs, F, substai- 
tially as shown and described. 

84,140.— Shoemaker's Shave.— J. Y. Simons, Troy, N. Y. 

I claim, 1st, The combination ofthe bars.B andC, and lugs, I I, the knife, 

D, cap, G, and screw, A, substantially as and to the effect hereinbefore set 
forth. 

2d, The formation of the handle, A, in such a manner as to give space for 
thefingerB belowthem, and with downward projections at their ends, sub- 
stantially as setforth. 

84,141. — Apparatus for Raising Fences. — Thomas J. 

Smith, Jackson, Mich. 

1 claim the combination with the lever of a carriage jack of a hook, H, 
substantially as and forthe purpose described. 
84,142.— Wrench.— William S. Smoot, Washington, D. O. 

Iclaim a wrench, constructed with a head, A, handle, B, and sliding jaw, 
C, when arranged substantially a sand tor the purpose set torch. 

84,143.— Fire Proof Compound.— Robert Spencer, New 

York city. 
I claim a fire proof molding compound or paint, composed of the within- 
described ingredients, mixed together in about, the proportions set forth. 

84,144, — Lever Power for Sewing and Knitting Ma- 
chines.— Greenleaf Stackpole, New York city. 

I claim, 1st, The application to the sewing machine and knitting machine, 
of an auxiliary lever power, consisting of theiriction wheel.E, or its equiva- 
lent, when used to produce continuous motion by the alternate application 
of friction to its opposite sides, substantially as and for the purposes set 
forth. 

2d, The cord, I, frame, j, and thumb nut, L, substantially as and for the pur- 
pose set forth. 

3d, The brake, P. as and for the purpose set forth. 

84,145.— Log Cart.— John Stitt, St. Johns, Mich. 

I claim, 1st, The arm, E, cast with hollow axle, F, when constructed and 
operating substantially asnerein described. 

2d, The weighted lever, T, pawl, S, and rachet wheel, R. in combination 
with windlass, O, rope, M, block, N.and chain, U.when arranged and operat- 
ing substantially as described. 

3d, The combination of the above-mentioned parts with the cross ties, H, 
bounds, I, pole, J, braces, K, hook, L, bearing, Q, evensr, X, and connecting 
rods, Y. operating substantially as herein described. 

84,146.— Scrubbing Machine.— Worden E. Stoddard, Fort 

Edward, N.Y. 

I claim, 1st, The arrangement of the hollow shaft, D, pinion, F, cog wheel, 
G, shaft, H,crank,J, bottom, B, and crossbar E, all substantially as and tor 
the purposes herein setforth. 

2d, The combination of the hollow shaft, D, and stationary collar, M, with 
the movable collar, N, plate, o, arms, P P, rods RR, collar, S, arm, T, and 
screw, V, all arranged and operating substantially as and tor the purposes 
herein set forth. 

3d, The arrangement ofthe hollow shaft D, provided with a slot, a, and the 
rodb, substantially as and for the purposes herein setforth. 

4th, The combination of the hollow shafi, D, and tub A, with a circular 
brush, scourer, or dryer, when arranged an* operating substantially as and 
for the purposes herein set forth. 

84,147.— Extension Lounge. — Charles Streit, Indianapolis, 

Ind. 
I claim theslats, B, attached to the movable front rail, A, movable pieces 
I and J, and to the strip, C, in combination with the slats, E, attached to the 
strip F, and the slats, D, attached to the front and rear rails of the principal 
frame, when constructed and arranged to operate substantially as herein de- 
scribed. 

84,148.— Hydrocarbon Burner.— Edward W. Taylor, Nor- 

ristown, Pa. 

I claim, 1st, The improved process of producing in intensity, and at small 
expense, heat and other effects of combustion by burning: petroleum and 
other liquid and liquescent fuel on the surface of an open plate, surmounted 
and combined with an incombustible covering, without tne intervention of 
sand oi other materials, the combustion being facilitated and the effects in- 
tensified by the employment of a current of steam passing into the fire 
chamber, substantially as shown and described. 

2d. The blast apparatus assisting in said process, being the arrangement 
described, of the air passage, D, in combination withthe steam receptacle, 

E. arranged to move up and down, and tbe method of bringing heated steam 
into union with the air at a point and in a mode as described, so as to form a 
most intimate union, and at the same time creating a powerful blast, convey- 
ing the mixture into combination with the burning fuel. 

3d, The combination of a fuel plate with a blast apparatus, assisting in the 
combustion of liquid and liquescent fuel, substantially as shown and de- 
scribed 

4th, The slide, P, as a device forthe purpose of accommodating hydro- 
carbon burners to fireboxes and other spacesof varyingsizes, without re - 
quiring the burners in such cases to be constructed on different scales. 

84,149.— Hoop Skirt.— William H. Towers, Boston, Mass. 

Iclaim, as a new article of manufacture, a hoop skirt, consisting ofthe 
bustle hoops, a a, flounce hoops, b b, and suspending wires, D D, arranged 
substantially as hereind escribed. 

84,150.— Field Roller —Wesley Westfall, Chelsea, Mich. 

1 claim the frames, B B B and C C C, when constructed as described, and 
secured Dy the pins, F, to bear the rollers, A' A", all arranged, constructed, 
and operating as described as shown. 

84,151.— Harvester.— Cyrenus Wheeler, Jr., Auburn, N. Y. 

I claim, 1st, A main frame haying a tubular projection on one side, for sup- 
porting the bevel wheel shaft, in combination with an axle for the driving 
wheel, bolted to the other side, substantially as described. 

2d, Amain frame, having a tubular projection on one side, for supporting 
the bevel wheel shaft, in combination with an adjustable axle on tbe other 
side, for receiving the driving wheel, substantially as and for the pnrpoees 
described. 

3d, In combination with a main frame and an adjustable crank frame, au 
adjustable axle, as and for the purposes set forth. 

4th. lncombination witb a main frame, an adjustable crank frame, an ad- 
justable tongue frame, and an adjustable axle, substantially as set forth. 

5th, So uniting the platform with thefinger bar as to compensate for the 
sag ofthe platform or us tendency to spring or bend when inuso in reaping. 

84,152.— Railway Rail Coupling.— John T. Wilson, Pitts- 
burg, Pa., assignor to himself, Frank Rahm, and Thomas J. Louis, same 
place. 

I claim strengthening the joints between contiguous rails by means of the 
chairs, c, and the inclined wrought iron splice piece, E, haying horizontal 
flanaes.d, struck up upon it, and connected together and sunJ|f rting tke ends 
of said rails, in the manner and for the purpose described. #" # " 

Also, in combination with" the chairs, splice piece, and ends, or joint 
between the rails, the joint plate, F, held to the base ofthe rails, and to the 
splice piece, substantially as and for tbe purpose described. 

84,153.— Burglar Alarm. — Herman John Woltxsrs, Chester, 

Mass. * 

I claim, 1st, The combination, with the horizontal sliding rodjt, for actuat- 
ing tbe bar,s,of the upright posts, a', and their pointers, c\ moving in 
slots formed in the case, A, and arranged, with relation to the numerical 
figures or letters attached totUe said case, as herein shown and specified . 

2d, The combination, with the vibrating bar, s, operated bythe rods, t.as 
described, and the tripper, m, to which said bar is attached, of the vibrating 
match carrier, and its actuating spring, arranged to operate in connection 
with the friction plate, k, and lamp, a, as herein shown and specified. 

3d, The herein-described construction and arrangement of the friction 
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plate 6upertor.il, so that it maybe adjusted to any desired distance and 
angle.with respect to theswinging match carrier, as and tor the purposes 
set forth. 

84,154. — Grape and Vine Trellis. — T. G. Yeomans, Wal- 
worth, n. Y. 
I claim the combination with the independent wires, CC, of the lever, B, 
having openings -it different points, whereby said wires are connected 
Thereto, and thereby tightened, and a sliding ring, d, for holding the wires 
when so tightened, substantially as described. 

84,155.— Open or Middle Ring.— B.F.Zinn,Mount Rock,Pa. 

I claim the oval or circular parts, A A and B B.with the trapezoidal ex- 
tensions, C and D, and the trapezoidal apertures, C and D, and the rivet or 
bolt and screw, E, connecting the parts, A A and B B, all combined and op- 
erating in. the manner and for the purpose herein set forth. 

84,156. — Reel. — Elijah Baker, Lorraine, assignor to himself 
and Augustus L. Baker, Mannsville, N. Y. 

I claim the screw, b, nut, D, and hooks, a a, in combination with the arms, 
A A', by means nf which said arms may be secured together or disconnected, 
for the purpose herein specified. 

Also, in combination with the above, the pins, E E' E"E"\ the latter made 
adjustable by means of the screw, F, substantially as and for the purpose 
herein shown and described. 

84,157.— Mode of Fastening Straps to Boots.— Peter H. 

Baker, Virginia City, Nevada. 
I claim the plate A, constructed as described, provided upon its outer 
edaes with the long teeth, a, and upon its inner edges, opposite to each other , 
with the shore teeth, a', said plate secured to the boot ana strap by inserting 
the teeth and lapping the outer rows, a, over the inner rows, a', upon each 
side of the frame, as herein described, for the purpose specified. 

84,158. — Water Wheel. — Vincent M. Baker, Preston,Minn. 

Iclaim, 1st, The buckets, C, composed of the three parts, a a'b'. con- 
structed and arranged as described, to be acted upon by the water, as herein 
set forth. 

2d, The gates, D, composed each of two plates, e f, arranged as shown, and 
connected to the rim, h, by rods, g, in combination with the tangential plates 
d, between the rims, A B, all being constructed, arranged, and made to op- 
erate substantially in the manner as and ior the purpose set forth. 

84,159. — Door Spring. — Warren S. Barlow, Paterson, N. J. 

Iclaim the within described combination and arrangement, with a door or 
blind A, and casement, B, of a spring, C, and stud, D, insuch a manner as 
that the opening of the door or blind shall draw or extend the spring, sub- 
stantially as herein set forth. 

84,160. — Awning for Horse Cars. — Manfred C. Battey, 

Washington, D. O. 

Iclaim, 1st, The combination of the pole, A, and hinged arms, B C, with a 
system of ropes and pulleys capable of folding or expanding said hinge* 
arms, in the manner described, 

2d, The ar range me nt.of pole, A, hinged arms, B C, fixed arms,D F, and 
ropes, G I, substantially as described and shown. 

84,161. — Shaft Coupling. — A. Bigelow, Hamilton, Canada. 

I claim the shells, B B, onshafr, A, in combination with the rings, D, and 
sockets, F F, which receive the shafts, G G, the rings and sockets being con- 
nected together and to the shells respectivelyby the bolts, E H, with the 
bolts, E, passing through the bolts, H, all being constructed and arranged 
substantially as anil for the purpose set forth. 

84,162. — Padlock. — Amos S. Blake, Waterbury, Conn. 

Iclaim the frame. A. provided with the spindle, B, in combination with 
the cup, C, provided with the catch or bar, D, or its equivalent, and the cone 
E, attached to the cup, all being constructed and arranged substantially as 
and for the purpose specified. 

84,163.— Velocipede.— E. K. W. Blake, Chicago, 111. 

Iclaim, lstji be combination with the driving- axles having the fixed 
ratchets, C, ofM'e loose pulleys, B, actuating p^wls, and propelling belts, the 
latter passing over guide pulleys at or near the front of the machine, sub- 
stantially as and for the purpose described . 

2d, The combination with the axle of the guiding wheel, of the slotted 
guide brackets, L, swinging bearings, K, adjustable foot rests, L, and retract- 
ing springs, M, all substantially as and for the purpose described. 

84,164.— Extension Spoke. — D. 0. Brewster, Kent, Ohio.. 

iclaim the socket, F , tenon, C ,screw,D ,and thimble nut, E, all construct- 
ed and arranged as shown and described, in combination with the spoke, A, 
and telly, B, substantially as and for the purposesettortb. 

84,165. — Hoeing Machine. — H. C. Briggs.West Auburn, Me. 

1 claim, 1st, The combination of the cross bars, A and B, longitudinal bars, 
C. runners, D, curved parts or pieces, G, and plowsor hoes, 1, with each 
other, substantially as herein shown and described and for the purpose set 
forth. 

2d, The combination of the inwardly projecting adjustable hoes, J, with 
the rear ends of the runners, D, substantially as herein shown and described 
and for the purpose set forth. 

3d, The draft irons, H, constructed as desired, in combination with the 
curved parrs, G, of the runners, D, substantially as herein shown and de- 
scribed and tor the purpose set forth. 

4th, The combination of the adjustable bar or slide, L, with the hinged 
tongue, K, and front cross bar, A, substantially as herein shown and de- 
scribed and for the purpose set forth. 

84,166. — Brush. — Amos W. Brown, Lansingburg, N. Y. 

I claim as a new article of manufacture, the horse brush having its parts, 
A AB, connected together by the transverse leather binges, e e, and by the 
longitudinal metal licsp ring, d, covered with strips of veneering, b,as herein 
described, for the purpose specified. 

84,167.— Garden Roller.— Jas. B. Brown, Peekskill. N. Y. 

I claim the combinotion of the weight, D, and shank, a, with the shaft, B, 
squared portions, b b, handles, C, and roller, A, as herein shown and de- 
scribed, 

84,168.— Contact Pad for Photographic Printing.— J. 

Buchtell, Portland, Oregon. 
I claim the use of the elastic pad, a, filled with fluid, air, or gas, and also 
the eyelets, b, with the attendant screws, together with the diaphragm, e, 
substantially as set forth and for the purpose described. 

84,169.— Tanning Process.— C. J. Bugh, Eau Claire, Wis. 

1 claim the improved tanning process, substantially as herein shown and 
described. 
84,170.— Bridle.— W. F. Clark, Hagaman's Mills, N. Y. 

I claim, 1st, The revolving bit, A, having pulleys, a b, and working in the 
plates, B.substantially as herein described. 

2d, The combination of the gag runner, D, rein, C, and martingales, E,with 
the bit, A B B a b a b, substantially as herein described. 

84,171. — Skate. — W.F.Cornell (assignor to himself and S. 

Hurlbut), Adrian, Mich. Antedated Nov. 7, 1868. 
1 claim a skate having the following characteristics: arched brackets, B, 
sliding ball flanges, M, adjustable sectional heel flanges, E, padded hinged 
metallic straps, P F, bands, H, with yokes, 1, hinged band, K, and hinged 
ankle support, (^constructed, arranged, and operating as herein represented 
and described. 

84,172.— Paper File.— E. H. Craige, Brooklyn, N. Y. 

j claim, 1st, The combination of a base plate, A, having an upright pin or 
pointed wire, a, with a weight, C, having one or more holes, b, the whole 
constituting a paper file, substantially as and for the purpose herein shown 
and described, as a new article of manufacture. 

2d, The angular base plate, A B, having a pin or pointed wire, a, in combi- 
nation with a weight, C, having one or more holes, b, the whole constituting 
a paper file, s ubstantially as and for the purpose herein shown and described 
as anew articleof manufacture. 

84,173. — Corn Sheller— Elihu Doud, Oshkosh, Wis. 

I claim an outerbalt cylindrical shell, constructed in segments, d e f, in the 
manner described.when used in combination with the toothed roller,!, spring 
S, plate, C, and hopper, C\ as and for the purposes described. 

84,174. — Process for Ageing and Rectifying Copal Var- 

nisb .— Desso Duduit, New York city. 
I claim the process for rectifying and ageing copal varnish, substantially as 
herein described. 

84,175.— Steam Valve.— O. P. Dunbar, Norwalk, Ohio, and 

H. D. Dunbar, Hartland, "Vt. 

We claim, 1st, The herein described steam valve, consisting ot the heads, 
G, flange, M, ring, N, and nib, a, when constructed substantially as set 
forth. 

2d, The bridge, O, as arranged in relation to the valve, for the purpose 
specified. 

84,176.— Pumping Engine.— C. E. Emery, Brooklyn, N. Y. 

I claim, 1st, The combination, with cylinder, A, main piston, J, and the 
equal heads, M and N, of auxiliary piston, E, of the ports, e f g h, in a valve 
tace operated by E and e' i' g' and h', in the valve seat, when arranged sub- 
stantially in the manner specified. 

2d, The arrangement ot the exhaust passages, f and g', with reference to 
the ports, B and B', substantially as described, to accomplish the results 
specified. 

3d, The combination of two auxiliary pistons, the first to operate the valve 
of the second in both directions, without the assistance ot tappets, and the 
second to operate the main valve in the usual manner to accomplish the re- 
sults specified. 

4th, The connection of a moving piston or cylinder with the seat of its slide 
valve, in such manner that the motion ot the piston or cylinder causes the 
valve seat to follow the initial movement ol the valve, and close (and, if 
necessary, reverse) the ports, and thus bring the moving piston or cylinder 
to rest, substantially in the manner described to secure the results speci- 
fied. 

5th, The passages, r' and s', so arranged, in combination with r and s, as to 
admit steam to the auxiliary piston, E, after the valve, P, has moved the de 
sired distance. 

6th, The extra exhaust ports, Z Z, when arranged as shown, in the face of 
the valve, substantially as described. 

7th, The particular arrangement of the valve seat piece, Q, with the valve- 
chamber, R, and the iace of the pump cylinder, at w. 

84,177.— Permutation Lock. — William F. Ensign, New 

York city. 

I claim, 1st, The, slide, H, bars, J K, with stump, L, attached to the latter, 
in connection wf&the bolt-locking mechanism.composed of the bar.O, wheel 
N, pivoted bolt, Pi arm, M. and spring, 1, all arranged to operate in con- 
nection with thebolt,I,in the manner substantially as and for the purpose 
set forth. ■ 

2d. The step-like projections, k, at the tree or disengaged end of bar, K, 
when used in connection with the wheel, N, for the purpose specified. 

3d, The annular plates, R R'K" R"~ provided with the internal annular 
grooves, connected by passages, g', in- connection with the traveler, W, all 
arranged for operating the tumblers, substantially as set forth. 

4th, The toothed rims.T T' T", in connection with the plnions.e' e',attached 
to the slides, V "V, having springs, f ', bearirfg against them, all arranged in 
connection with the tumblers, U U' U", substantially as and lor the purpose 
specified. 

5th/ The. combination of the tumblers, U U' U",toothed rims.T T' T",plates 
R R' R" R"\ traveler, W, and hub, F, all arranged tQ operate in the manner 
substantially as and for the purpose set forth, 



84,178.— Corn Planter.— Snyder Filson and W. E. Kinert, 

Blutt'ton, Ind. 

We claim, 1st, The movable notched collar, o, provided with arm or arms, 
k, in combination with the lug, n, on the s haft, a, when oper ated by means of 
one of the wheels, M, which is firmly secured to said shaft, substantially as 
an d for the purposes herein set forth. 

2d, The cross bar, g, provided with the arms, h and i, in combination with 
the movable notched collar, o, and arm, k, for the purpose of moving the 
elides, H H, substantially as herein set forth. 

3d, The lever, 1, arranged, as described, on top of the box, D, in combina- 
tion with the bar, m.and movable notched collar.o, for the purpose of throw- 
ing said collar in and out of gear with the lug, n, substantially as and for the 
purpose herein set forth. 

84,179.— Milking Pail.— R. A. Fish, Worcester, Mass. 

Iclaim the manner of securing the pailwhile milking by allowing its weight 
to rest upon its knees on thelcurved springs, A A. Said springs are made of 
steel, and tempered, and firmly fastened to the pail, the lower portion of 
which projects above the run Of the pail, with an aperture in them, through 
which the bail passes. Said springs can be attached, either in front or rear 
of the ears of any ordinary pail in use, and can also be fastened to a hoop, and 
firmly secured to the pail inthe usual manner manner oi hooping. These 
springs can also be constructed of iron , or other me tal, or of wood, or their 
equivalents, arranged substantially in the manner described and for the pur- 
pose set forth. 

84,180. — Mode of Making Combined Wood-and-YVire 

Fence.— Geo. Fletcher, Sr., Greensburg, lnd. 

I claim, 1st, The mode of constructing a wood-and-wire fence, by means of 
a stationary crab or anchor, U, and a loom, adapted to be drawn over the 
ground in manner substantially as set torth. 

2d, In the described combination, the suspended and detachable batten, R, 
and notches, S S, as and for the purpose stated. 

3d, In this connection, the gage or knife, V, upon the irame, K. 

84,181.— Device for Bending Scrolls. — Edwin Gibbs, 

Painesville, Ohio. 
I claim the flnishing-scroll former, B, and the scroll former, A, constructed 
and combined as and for the purpose set forth. 

84,182. — Windmill. — Chas. Goodwin, Beard stown, 111. 

I claim, 1st, The arrangement of the vane, F, in an inclined position upon 
the shaft, D, and operating in connection with the wheel, G, as herein de- 
scribed for the purpose specified. * 

ad, The arrangement ot : the wings, H, shafts, i.straight springs, K, and ring 
d, operating as described for the purpose specified. 

84,183.— Railroad Car Stove.— E. M. Grant, J. B. Van 

Dyne, and T. R. Pugh, Nashville, Tenn. 

We claim, 1st, In combination with the base tank, A, the bottom, b, with 
its apertures and lids or valves, d. made and arranged in the manner and for 
thepurposeshereinsetforth and described. 

2a, The arrangement of the bottom, b, in the stove, forming.between it and 
the water line, in the tank, the space, C, as shown and for the purposes de- 
scribed. 

84,184. — Cultivator.— A. A. Harmon, Olney, 111. 

I claim, 1st, The plows, H H, attached by clevises to the front bar of the 
diagonally braced open frame, A B D E F, and connected by a cross bar, I, 
which admits their adjustment as to relative distance, and causes them to 
swing by a parallel motion as they are deflected laterally, substantially as 
described. 

2d, In combination with the said plows, thus attached and connected, the 
sliding foot bar, K, arranged as descrioed, and adapted tohold themin ele- 
vated position, for the purposes described. 

84,185.— Axle Box.— E. P. Haskell (assignor to the Hale Pat- 
ent Washer Co.). New Bedford, Mass. 
I claim, for employment with axle boxes, and washers, the hub plate, g, 
constructed with the internally projecting ring on flange, h, substantially as 
and for the purpose described. 

84,186.— Saddle.— G. H. Hayden. New Market, Ala. 

I claim. 1st, A saddle, provided with a tobacco pipe, A, and a case. C, hav- 
ing a loofcingglass secured therein, and otherwise arranged substantially as 
and for the purpose described. 

2d, The combination, with the cantle of a saddle, of an adjustable back 
piece, I, substantially as and for the purpose described. 

3d, The back piece, I, provided with the lugs, K, arranged to slide on the 
rods, L, and with the jointed braces, M, substantially as and for the purpose 
set forth. 

84,187.— Method of Etching Relief Plates for Surface 

Printing.— Charles Henry, Brooklyn, John McLoughlin, Morrisania, and 
Edmund McLoughlin, New Yorkcity. 

We claim, 1st, The transforming of etched plates into relief plates, in which 
the relief lines shall be of the same continuous material as that composing 
the body of the plates, by the process and in the manner substantially as 
herein described. 

2d, The filling of the etched lines upon the plate with varnish, or other 
protecting gum or compound, in the manner and for the purpose specified. 

3d, As a new article of manufacture, relief plates, of metal or stone, for 
printing and similar purposes, prepared direct lrom etching, and in which 
the raised surfaces shall be of the same continuous material as that compos- 
ing the body ot the plate. 

84,188. — Stone-drilling Machine.— C.W.Hermance,Schuy- 

lerville, assignor to W. P. Ostrander, A. H. Pearsall, B. G. Schults, and A. 
L.Finne.all ot the Stateof New York. 

I claim, 1st, The arrangement of one or more flanges or cams, or their 
equivalents, on the side oi a wheel, for the purpose ofoperating a machine, 
by raising a certain part thereof and letting it fall again when said flanges or 
cams operate lrom the periphery to theaxleof the wheel, that is, commence 
the raising at or near the periphery, letting go near the axle, substantially 
as herein set forth. 

2d, The tube, H, having its sides slotted and notched, as described, in com- 
bination with the movable collar, b and pins, ee, for the purpose of com- 
pressing the spring, J, thereby regulating the torce of the drill operated by 
said spring, substantially as shown and described. 

84,189. — Nail-cutting Machine. — Cyrus D. Hunt, Fairha- 

ven, Mass. 
I claim the arrangement as well as the combination of the gears, i k, their 
crank pins, h r, the connecting rods, g p, the arm, f , rocker shaft, e , toothed 
sectors, c d, shaft, I, toothed sector, H, and gear, G, as applied to the vibra- 
tory arm, F, and the tabular shaft, E, the whole being for effecting the vi- 
bratory motions of the said arm, and the reciprocating semi- rotary move- 
ments of the nail plate carrier, as set forth, 

84,190. — Tanning Apparatus. — S. Hosmer, Concord, Mass. 

I claim the combination, with a vessel arranged for tannings vacuo, of 
an agitating wheel, B, or its equivalent, substantially as and for the purpose 
described. 

84,191. — Machine for Holding the Cutters of Mowing 

Machines while being Ground.— D. W. Jameson, Warren, Ohio. 

I claim, 1st, Tne flanged rod, C, grooved bar, D, forming the sliding joint, 
E, as described. 

2d, Theflangedrod, C, groovedbar.D, in combination with the bar. D', 
uprights, A', crossbars,B B".and foot pieces, B', all constructed and ar- 
ranged to operate as and for the purpose described. 

84,192. — Permutation Lock. — William Johnson, Milwau- 
kee, Wis. 

I claim, 1st, Guard, 1, and fence, h, in combination, with plate, L, substan- 
tially as described. 

2d, The st op, O, held in slot, P, by shaft, T,in combination with tumbler, U, 
substantially as andfor the purpose set forth. 

Sd, Key bit, Y, socket, Z.rubberring, a, and nut, b, in combination with 
key stem , X, substantially as described. 

84,193. — Apparatus for Roasting Coffee. — William 

Johnston and John D. Flansburgh, Philadelphia, Pa. 

We claim the elevated condenser, C, with its valve, c',the tube, D, and the 

tube, E, in combination with the hollow perforated sliding shaft, al, the 

roasting vessel, A. andthe furnace, H, the saidparts being constructed and 

arranged to operate together as and for the purpose set forth and described. 

84,194. — Culinary Vessel. — A. C. Kasson (assignor to him- 
self and Nelson C. Gridley), Milwaukee, Wis. 

I claim, 1st, The vessel, B, provided with its central steam chamber or tube, 
I ,with its openings and slides and a series of compartments, C, constructed 
and arranged to operate substantially as described. 

2d, The vessel, A, provided with the compartment, F, and the drip cham- 
ber, G, substantially as and or the purpose set forth. 

3d, The combination of the vessels, A and B,the latter having the annular 
flange, t, fitting into the drip chamber, G, of the former, when said parts are 
constructed and arrangedfor joint operation, substantially as set forth. 

81,195. — Petroleum Still. — Edward G. Kelley, New 

York city. 

I claim, 1st, The gate, F, arrranged in combination with the two vessels, B 
C, to regulate the gravity of the products of distillation, substantially as and 
for the purpose herein shown and described. 

2d, The petroleum still, consisting of the cylinder, B C. the latter having 
the shells, D, and the formerbeing provided with the automatic Indicator,! 
J, all made and operating substantially as herein shown and described. 

84,196. — Refrigerator. — Theodore D wight Kellogg, New 

York city. 
Iclaim the combination of the casing, B, lining B, ice chamber. G n. gra- 
ting, g, strips, b b b' b', openings, c c, boxes, C C, and wire cloth, W W, 
all constructed, arranged, and operated in the manner and for the purpose 
set forth. 

84,197. — Telegraph Instrument. — George W. King,George- 
town, d. c. 
1 claim the core, D, acting as anarmature, and oscillating in the helix, B, 
when pivoted to t h e supporting spring, I, in the manner and for the purpose 
herein described. 

84,198.— Apparatus for Holding Sheep. — Giles D. A. 

Krigbaum, Zanesville, Ohio, 
let aim the sheep-holtiing table, A, provided with the holes, a, the legs, B, 
and pivoted levers, b, notched to coincide with the holes in the taole.all ar- 
ranged and operating as described, whereby the sheep is suspended beneath 
the table, with its feet clamped in the holes, a, by the levers, D, as herein set 
forth for the purpose specified. 

84,199.— Wagon Top Bow.— S. C. La Halt, P. Listeman, and 

C. Hadley, Collinsville, 111. Antedated November 9, 1868. 

We claim arranging the central hoop, A , in hinged parts, a al and a2 , and 
the end hoops, B, in hinged parts, b bl b2 and b3, so that the said parts may 
be folded together into small compass, substantially as set forth. 
84,200.— Box. — Joseph J. Leighton, Boston, Mass. 

I claim a round or cylindrical wooden box, composed of two or more lay- 
ers of wood wound spiraily around in opposite directions, and glued or 
otherwise secured together, substantially as hereinspecified. 

84,201.— Low Water Alarm for Boilers.— Edgar W. Man- 

deville (assignor to himself and Charles D. Johnson) , Ithaca, N. Y. 

I claim, 1st, Tne faucet, fi, as arranged and constructed, whereby the op- 
posite ends of the same receive the two pipes, G and H, one from tne upper 
and the other from the lower part of thealobe, E, as set forth. 

2d, The construction of the faucet, B, with reference to the pipes, G and H, 
and the arrangement of the steam passage in the faucet leading to the 



whistle, whereby, when the globe, E, is fullof water, n o steam can pass to 
the whistle, but when empty, the turning of the faucet open the passage, and 
the whistle gives the alarm. 

3d, The arrangement of the direct connection between the globe, F, and 
taucet, B, by the lever, C, whereby to operate these sever al parts, in combi- 
nation, through the three parted passage in the faucet, as set forth. 

84,202.— Hydrant.— J. W. Marshall, Williamsburg, N. Y. 

1 claim the plug, D, with openings of supply, L, and waste discbarge, M, in 
combination with the plug seat, C, spiral ypring, E, and hand lever, N, oper- 
ating together in manner substantially as and for the purposes described and 
set forth. 

84,203.— Water Wheel.— Albert M.Maynard, Savoy, Mass. 

Iclaim, 1st, The chutes, C, gates, D, diaphragm, B, and external barrel, A 
A, in combination with the turbine wheel, all constructed and arranged to 
operate substantially as described. 

2d. The combination and arrangement of the Vshaped buckets, b, within 
the box, a, diaphragm, d, hoop, e, external band, A, diaphragm, B, carrying 
the sleeve, n. the collar, m, rods, 1, chutes, C, and gates, D, as herein describ- 
ed, lor the purpose specified. 

84,204.— Wash Boiler.— Antoine Michel (assignor to him- 
self, James S. Hannan, and Napoleon Moisau), St. Louis, Mo. 

Iclaim, 1st, The arrangement of a heating flue, B, within each conducting 
pipe, C, for the purpose of accelerating and directing the flowof fluid. 

2d, The combination of the vessel, A,its flues, B. duct, C, perforated at c, 
and discharging head, D, perforated at d, substantially as and for the pur- 
poses set forth. 

84,205.— Sheet Metal Roofing.— Ezekiel Mills, Baltimore, 

Md. 
Iclaim the continuous metallic strips, jointed and coated|bythe process 
herein described. 

84,206. — Oscillating Steam Engine. — Frank Millward 

(assignor to himself, Dexter D. Hardy, and Henry C. Dart) , Cincinnati. O. 

I claim, 1st, The combination and arrangement of the frame, J, cylinder 
A. and V-shaped joint or hinge, substantially as shown and described. 

2d, The arrangement of the pivots, K and L, by which the wear between the 
parts thareof may at anytime be taken up, substantially as shown and de- 
scribed. 

3d, The arrangement ot the adjusting screws, M N, with reference to the 
V-shaped pieces K and L, for the purpose of taking up lost motion, and pre- 
serving the pivots inline. 

4th, The oscillating side pipes, E G, and flexible tubes, I, for the purpose 
specified. 

5th, The arrangement of the independent valve motion, P Q R S, or its me- 
chanical equivalent, for the purpose of reciprocating the valve the short dis- 
tance equal only to the "lap" of the valve, and the slight additional distance 
necessary to give a proper " lead" to the engine, substantially as described. 

84,207.— Fruit Basket.— Charles Moore, Stratford, Conn. 

I claim a frui 1 ; basket, constructed out of a single piece of sheet metal, cut 
and swaged up in the desired shape, substantially as shown and described. 

84,208. — Machine for the Manufacture of Elastic 

Rolls and Tubes.— Joel Moulton, Boston, Mass. 

I claim, 1st, A machine so constructed and operating as to hold and rotate 
the roll shatt, and to cause the elastic material and its accompaniments to be 
wound about such shaft, and condensed or tightly driven thereon, for the 
purpose substantially as before explained. 

2d, As an appurtenance or a part of the above described machine, a device 
for folding andmaintaing, in an upright position, the elastic material as it i 9 
fed to the shaft, ami also for introducing into the fold of the elastic material 
a metallic wire or string, for the purpose as before premised and described. 

3d, For the purpose of condensing the folds of elastic material about the 
shaft, and for supporting one end of it in position while winding, the com- 
bination and arrangement of the case, c, with its cam groove, i, and the cir- 
cular carrier, i, with its bunters, g g, etc., the whole being arranged and 
operating essentially as herein shown and described. 

4th, In combination with the last described arrangement of parts, the slid- 
ing carriage, p, with its shaft, supporting chuck or hearing, o. such chuck 
being applied and operating as beforereferred to and described. 

5th, Applying the auxiliary frame, c, to the main frame, at an angle to its 
longitudinal axis, inmanner and for the purpose as herein shown and ex- 
plained. 

6th, The combination and arrangement of the endless bands, b3 b3, and the 
rollers, v v, etc., or their equivalents, for producing the same result, in com- 
bination with suitable supporting and feeding rollers, as andfor the purpose 
before set forth and exhibited. 

7th, The general combination and arrangement of the bunters, g g, etc. 
and the shaft supporting and operating adjuncts, the sliding carriage, p, and 
the mechanism for folding and "wiring" the elastic material or strips, the 
whole operating together to produce results before set forth and explained. 

84,209. — Method of Detaching Rubber Articles from 
the Molds in whichthet ake Vulcanized.— Joel Moulton, Boston, 
Mass. 

I claim, 1st, As a machine for loosening the adhesion of vulcanized articles 
to their molds, the employment of the clearing rods, c c', so arranged and 
operated as to produce this effect by their combined rotarymotion and lon- 
gitudinal movements; and * » 

2d, Supporting the clearing rods, c c', within or by means of the dually ar- 
ranged sliding head stocks, a a', and mandrels, b b', or their equivalents, the 
the head stock and mandrels being actuated by the pinions, dd', and pinions, 
11 ', or other mechanical devices, and the whole operating together as de- 
scribed ; and 

3d, The general combination and arrangement of the dually arranged head 
stocks, a a' supported substantially as described, with the mandrelsand 
clearers connected, as explained, the twin or dually arranged pinions, d d' f 
and 1 P, and gears ,g g' andp p', and q q\ the shafts, h rm, and m\ the posts, 
f f, the cradle or clutches, n u', being adjuncts or important details of the 
machine, the operation and general arrangement of the above described 
combination being as hereinbefore shown and elucidated. 

84,210.— Lightning Rod.— David Munson,Indianapolis, lnd. 

1 claim the lightning conductor, composed of the sections, A, formed and 
secured together as and for the purpose set forth. 

84,211.— Steam Valve.— Francis S. Pease, Buffalo, N. T. 

I claim, lst^The oscillating steam valve, consisting of two segments, Vand 
V, constructed and operating as and for the purposesdescribed. 

2d, The combination and arrangement of the packing, L. and the slots, t 
v, in the valve, V V, substantially as and for the purposes explained. 

84,212.— Thill Coupling.— Levi Pentz, Canton, Ohio. 

Iclaim 1st, The rubber block, ,G, when constructed with concave front 



face, d, upper rear flange, a, and lower sine and rear flanges, c b c, and used 
in combination "with the thill iron, H F H, and clip arm " -■— - -~- 
specified, substantially as andfor the purpose specified. 



2d, The combination of the rubbpr block, G, constructed as specified in 
first claim, the thill iron, H F H, with elliptical pin, E, and the clip, A, with 
arm, B, provided with the slot, D. hole, C, and curved wedge part, n, the 
several parts being arranged in the manner and for the purpose herein spec- 
ified. 

8<.,213.— Pocket Lantern.— George W. Putnam, Peterbor- 
ough, (town of Smithfield,) N. V. Antedated November 7, 1868. 
I claim the lantern, constructed as described, adapted to receive the case, 
H, containing the candle and match chamber, M, in such a manner as to 
leave an air chamber, U, containing the sliding handle, P, between said case 
and lantern, to prevent the heat generated in the latter from commnnicat- 
ing with the chambers, M, as herein described, for the purpose specified. 

84,214.— Fruit Jar.— Nat. Raymer, New Sterling, N. C. 

I claim, as an article of manufacture, a stopper or cork for fruit jars, made 
as described, viz, furnished with a short metallic tube, through which the 
■ air may be readily drawn, and by the pressing together of which the jar is 
hermetically sealed. 
84,215.— Oil Box— J. W. Rhoades, Clyde, Ohio. 

I claim the combination of the oil-box, A, cut-off, C, tubes, c2, and d, and 
shoulder, f, all constructed, arranged, and operated substantially as and for 
the purpose set forth. 

84,216.— Coal Sifter.— C. K. Rice, Marlborough, Mass. 

I claim, 1st, The combination with tbe ash box, A, and coal box, E, of the 
sieves, C E and DH, substantially as and for the purposes set forth. 

2d, The combination nd special arrangement of the sieves and frames, C, 
and D, in respect to each other and the box, B, substantially as shown and 
described. 

3d, The combination of the projection, b, and pin, a, with the box, B, and 
sieves, C and D, as shown and described. 

84,217.— Fruit Jar.— S. B. Rowley, Philadelphia, Pa. 

I claim the combination of the screw ring, D, and Its flange, j, the thin 
metal cap, B, and its flange, h', the rib, d, shoulder, b, and surew thread, a, 
of the jar, and the gum ring, h, the whole being constructed, arranged and 
adapted to each other, as and for the purpose herein set forth. 

84,218.— Spinning Jack.— Jacob Sands, Waterloo, N. Y. 

Iclaim, 1st, The combination, with the sliding block, A, trigger, f, spring- 
catch , l, and belt shifter, k, of the vibrating catch, d, on the carriage, when 
arranged substantially as and for the purpose described. 

2d, The combination, with the spring latch, i, and belt shifter, k, of the 
weighted lever, n, when arranged substantially as and for the purpose de- 
scribed. 

3d, The combination with the sliding catch, i, and belt shifting slide, k, of 
and lever, m, of the projection, r, on the carriage, when arranged substanti- 
ally as and lor the purpose described. 

84,219. — Manufacture of Gas FRom Volatile Liquids. — 

Charles A. Seely, New York city. 

I claim, 1st, The process of generatinga gas or vapor of high tension, for 
lighting and heating purposes, as described. 

2d, The combination of the generator and the pipes or other receptacles 
containing hot water as described. 

3d, The combination of the generator with the escape pipe and stop-cock 
as described. 

4th, The prevention of condensation in the gas conducting pipes, substan- 
tially as described. 

84,220. — Generating and Applying Carbonic Oxide for 

Treating Metals.— Thomas Shaw, Philadelphia, Pa. 
I claim the employment of hydrocarbon-fluids for the purpose of generat- 
ing carbonic oxide, lor operating on heated metals, as descried. 

$4,221. — Power Hammer. — Thomas Shaw, Philadelphia,. 

Pa., assignor to himself and Phillip S. Justice. 

I claim, 1st, The combination of the hammer, flexible stray, links, spring,, 
walking beam, connecting rod, and crank shatt, substantially as herein de- 
scribed. 

2d. The method, substantially as herein described, of simultaneously 
tiahtening the driving belt and releasing the friction or clutch be It, so as to 
suddenly start the machine, and by a reverse movement t o as quickly stop, 
the machine. 

84,222.— Hydrant and Gas-Pipe Stop, — Frederick Shickle„ 

(assignor to Shickle Harrison & Co.), St. Louis, Mo. 
I claim the stop box, A, cap, B, and their lug, A', and pivot pin, b bl, when, 
constructed and arranged as and for the purpose herein setj forth and de- 
scribed. 

84,223.— Instrument for Affixing Stamps.— C. B. Sill (as- 
signor to himself and John Goldsborough),WUbins, Pa. 
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I claim, the combination if the catter and afflxer, D. sponge, a, a pprlng 
feed, arc: the within- described devices, or thoir equivalents, through the me- 
dium of which the spring feed is "set " on the downward movement of the 
affixer, as ami for tne purpose described. 
84,224.-— Ftre-Arm.— Charles Slotterbek, San Francisco, Cal. 

AntPdatedMavl8, 1868. 
I claim the combiration and arrangement of the plate, B, springs, d i and 1, 
trigger, k. sere,g, and hammer, f ,when operated in the manner subtantially 
• asshown and described and for the purpose set torth. 

84,225. — Process for Printing in Colors.— Hiram F. 

Smirt, "Worcester, Mass. 
I claim the mode of printing in colors from a single plate or engraving, 
substantially as and IV r the purpose described. 

84,228 — Register for Time and Price. — Kilburn Smith, 

Lowell, Mass. 

I cl^im, 1st. The circular flange. F, in combination with the moving dial, 
A, in the manner and for the purpose set forth. 

2d, The outer flange. H, in combination with the stationary circles of 
figures and indicating lines for the purpose and substantially as described. 

3d, Tbepointer stands, E, having each a point, d, when used in combina- 
tionwith the flanges, F or H, and the moving dial. A, or the stationary 
figured circle between said flanges, for the purposes and in the manner sub- 
stantially as described. 

4th , The pivoted arm, J. in combination with the dial, I, tor the purpose 
and substantially as described, 

84 227.— Latch.— Albert Spangler, Philadelphia, Pa. 

1 cla'm the sliding faceplate, E, with its slots, e' and e", inc ombination 
with the loose collar. D, and flxed shank. C, and the sliding spring bolt, F, 
the said parts being constructed and arranged so as to operate as and for the 
purpose clescriDed. 

84,228.— Target.— William Stein, Camden, N. J. 

I claim, 1st, The swinging plates or arms, C 0, hinred or nivoted to the ro- 
tating frame or disk, B, substantially as herein shown and descri bed. to form 
si target in which the aim will automatically indicate when it is hit, as set 
forth. 

2d, The rotating frame or disk, B. carrying the hinged or pivoted plates, C, 
in combination with the incline, D, f r automatically resetting the plates, C, 
substantially a a herein shown and described. 

3d, The screen, E, bavingtbe aperture, g, in combination with the rotating 
frame, B, and with the p'are, C, hinged or pivoted thereto, as set forrh . 

4th, An autumatictlly adjusting rarset consistin? of the rotating frame or 
disk, B, of the hinaed or pivoted plates or aims, C, of the stat ionary incline. 
D. perforated screen, E.andball arrester, F. all arranged in combination 
with eac hother.and made and operating substantially as herein shown and 
descrihed. 

84,229.— Machine for Sharpening Saws.— A. R. Stewart, 

DonglasHarbor, Nw "Brunswick. 

I claim. 1st, The combination and arrangement of the table, b. adjustable 
saw rest, n, pivoted a rm,c,vert'cal shaft, d slotted segment, h, segment, k, 
and sector slide, m, all constructed and operating substantially as herein de- 
scribed for the purpose specified. 

2d, The adjustable guides, r r, and the^wedges, 1 1, connected with the saw- 
rest, combined with the stud, s, on the table, b, conscructed, arranged and 
operating &e described. 

84.230.— Excavator.— Barna T. Stowell, Quincy, 111. 

t claim, 1st, The cutters, m m, when constructed in the sinuous form de- 
scribed and shown, and attached to the rotary cy linder.G, in the manner 
specified. 

2d, The arrangement of the disk, J J', connecting bars, MM, scraping 
blades, N N.and sinuous cutters, m m, when the several parts are construct- 
ed in the manner described. 

3d, Ln that class ofejyjavators in which "the rotarv cutting cylinder oner- 
ates to move the machine forward in the manner herein described, the ar- 
rangement of such cylinder horizontallv across the machine In front of an 
inclined apron, C. so that the cyllndershallcut the dirt and t^row it back 
upon the apron. while at the same time, it draws the machine forward, sub- 
stantially as described. 

4th .The arrangement of the horizontal rotiry cvlinder, G. apron, C, 
whee's, D D, frame, E, lever, F, and side cutters, P P, substantially as de- 
scribed < 

84,231. — Combined Rake and Hoe. — Henry Thacker, Onei- 
da, N.T. 

I claim as a new article of manufacture, the combined rake and hoe, cast 
in one piece, the cross head, A. being sharpened between the tines. B. to 
form a straight cutting edge, as herein describee for the purpose specified. 
84232, — Bee Hive. — J. H. Thurston, Rainsborough, Ohio 

1 claim theslirie.n, and lever, o, pivoted in the recesses cut in the parti- 
tion, b, between the same and the spare honey boxes, C C, said lever exten- 
ding to the outside of the hive wherebv the capacity of the opening, lm. Is 
regulated, or communication closedbetweenthe noxas, C, and chamber, a, 
as h erein shown and described for the purpose specified. 

84,233.— Gun Lock.— Nichael Troraly, Washington, D. C. 

I claim, 1st, A hammer constructed with the parts, A and B, operating to- 
gether, substantially as described. 

2d, The combinational' raid hammer with the nipple, n, and guard, G, in 
the mannerset forth. 

3d, A hammer, constructed with the depression, m, shoulders, 1 i, and lip 
or projecting plate, o, substantially as described. 

84,234. — Hydrocarron Burner. — Louis Verstraet, Paris, 

France. 

I claim, 1st, The reservoir, A, constructed with a double casing or wall, 
and filled in with the absorbent, C , substantially as and for the purposes de- 
scribed. 

2d, Withdrawing the vapor which rises from the petroleum, or other min- 
eral oil or liquid, from the reservoir, preventing thereby its escape into the 
atmosphere, and the accumulation thereof in the reservoir, substantially as 
descrihed and lor the purposes set forth. 

3d, Collecting and using in the boiler the water produced by tbecomlensa- 
tion of the vapors ir, the smoke flues, substant'ally as described. 

4th, Discharging into the furnace and utilizing as fuel the vapors rising 
from the o'l in the reservoir, substantially as shown and described. 

5th, Producing a current of air through the reservoir, in contact with the 
oil therein, substantially as and for the purposes described. 

6th, The filling, C, in combination with an oil reservoir, substantially as 
and for the purposes described. 

7th, The air discharge tube, E', closed at its base, having a conical end, 
perforated at e, and surrounding the closed conic*! ended tube. E", in such 
a manner as to leave an annual space, m, oetween them, and arranged with 
relation go the air supply pipe, F, an* gas pipe, N, as herein described, for 
the purpose specified. 

84 ; 2ii5.— Paper Making Machine.— James Viney, Man- 
chester, N. H. 
I claim, 1st, Extracting the water or moisture, to a greater or less extent, 
from thepulD on ihe wire cloth or felt apron, on its wav to the pressing 
rollers, by the removal of atmospheric pressure, as described, or in any 
equivalent manner. 

2d, The adjustable slides, E. on the boxes. A, by which the aperture in the 
top of the box is made to correspond with the width of the paper, substan- 
tially as described. 

84,236.— Machine for Picking Wool.— Wm. Wadsworth 

and E. H. Semple. St. Louis. Mo. 

We claim the combination ot ihe cleansing cylinder, B, roller, C, arranged 
in adiustablebearmg boxes, c3, and having radial arms. C. lind brushes, cl c2, 
the slide, F. and slotted floor, F', sill constructed, arranged, and operating 
as and for the purposes set f jrth. 
84 237.— Wind Wheel.— R. Waite, Blue Earth City, Minn. 

I claim the wind wheel constructed as described, of the case, A, having the 
flanges, B C, the dra it regulator, D, horizontal shaft, G.and the spiral wind 
wheel, E, haying a vanao'e diameter and pitch, all arranged and operating 
as described, lor the purpose specified. 

84,238. — Cultivator. — Thomas Waite, Plymouth, Ohio. 

1 claim the side beams, 0, whenprovided with slots, D. for the insertion 
and adjustment of the standards, E, in combination with the beam, A, for 
the purpose set forth. 

84,239. — Steam Whistle. — Bernhard Weinmann, Cincin- 
nati, Ohio. 

I claim. 1st, The adjustable piston, E, arranged in the upper end of a steam 
whistle, substantially as herein shown and described. 

ad, A steam whistle consisting of the tube, A, plug, B, which has the stem, 
d, head, e, and the adjustable piston, E, all constructed substantially as 
herein shown and described. 

84,240.- Spring But.— William Wells, Ashtabula, Ohio. 

I claim the pawl, l, and the ratchet teeth, h, when arranged substantially as 
and for the purposes herein shown and described. 

84,241. — Desiccated Cocoanut. — Giles B. Williams (as- 
signor to Elisha M. Alien), New York city. 
I claim an improved article of confeccion consisting of desiccated cocoa- 
nut meat combined with sugar and the bicarbonate of soda, substantially as 
set torth. 

84,242. — Froth Arrester for Beer Glasses. — Johann 

Winkler, Hudson City, N. J. 
1 claim the oval froth arrester, A, provided with a notch, b, and arranged 
substantially as and for the purpose described. 

84,243.— Electro-plating. — Justin P. Woodworth, Brook- 
lyn, N.T. . 

I claim tht7 method FUbgtantially as set forth , of depositing different thick- 
nesses of plating or metallic coating on different portions of tin article at one 
operation, by obstructing and deflecting the electric bath in its passage be- 
twten the two poles, t-ubstantially as oe-cribed. 

Also, the rack or holder, fig. l, or its eqmvali nt.for holding the articles to 
be plated pi operly. and lor receiving and adjusting by suitable meats the 
said obstructing device, substantially in tue manner described. 

84,244.— Beer Cooler.— John Yates and Edgar Deuell, 

Brooklyn. N Y. 

"We claim, 1st, Connecting theends of the pipes or tubes, A, by means of 
boxes, C, divided into compartments by means of partitions, a, the ends of 
the pipes or tubes passing through suuable standards or plates. B, into the 
compartments ot said box s, substantially as shown and described. 

2iA. Inclosing the series of pipes or mbes, A by means of doors, E' E', 
hinged to one of the boxes, C, substantially as and for the purpose herein set 
forth. 

84,245.— Manufacturing Boots and Shoes. — August 

Dtstouy, New York city. 
I claim the within described method of manufacturing boots and shoes, 
that is to say. securing the insole by a stitch whose parts are twisted and 
crossed in or at each awl hole, substantially as .and for the purpose herein 
described ana represented. 

84,246.— Machine for the Manufacture of Paper Boxes. 

—Richard Smith, Sherbrooke, Canada. 

1 claim, 1st, A plugger so coi structed as automatically to admit air be- 
neath its lower eua previous to its withdrawal from Hf cavity of the com- 
pleted box or other hollow article, substamially in themanner and for the 
purpose set forth. 

ifci, The formation ©f the sides of the box by the eudd en displacement of 



the pulp in the mold, by the introduction of the plunger into it by a quick 
motion, substantially in the manner described. 

3d, The combination and arrangement; of the piston packing, r, air passage 
c, and valve, v, in the manner and for the purpose specified. 

4tb, Discharging the completed box or other hollow article from the bot- 
tom of the moid, substantially as set forth . 

5»h, The molds, H, made with removable bottoms and permanent perfo- 
rated linings, as distinguished from removable linings, substantially in the 
manner specified. 

6tb, The ways, W, in combination with the common bed plate of the 
molds, H H\ for the purpose of allowing the latter to have a reciprocating 
movement to bring the molds alternately beneath the plunger, in the man- 
ner and tor the purpose described. 

7th , Forming abox or other hollow article from pulp, by forcing a plunger 
down into the mold containing the pulp of which the box or olner article 
is to be made, as set forth. 



REISSUES. 
65,794.— Machine for Filling Cylindrical Molds for 

Rttbbee Goods.— Dated June 18, 1867 ; reissue 3,193.— John W. Cobb, 
Melrose, (for himself), and Edwin A. Hill, (assignee of John W. Cobb), 
Quincy, Mass 
We claim the combination of amoldlngcylinder, M.and a grinding roller, 
R, substantially asdescrihei, and mechanism for revolving the two at dif- 
ferent speeds, as and for the purpose explained. 

Also, the combination of the pressure roller. S, the molding cylinder, M, 
and a grinding roller. R, substantially as described, and mechanism for 
revolving the molding cylinder and grinding roller at different speeds, as 
and for the purpose specified, the pressure roller having applied to it 
mechanism for revolving it at the same speed with the molding cylinder. 

19,855.— Ice Pitcher.— Dated April 6, 1858; reissue 3,194. 

—Henry G. Reed, George Brabrook, and Henry H Fish (trading as 
" Reed & Barton "), Taunton, Mass., assignees of Ernest Kauffman. 
"We claim, 1st, An ice pitcher having an attacbaole and removable lining, 
and a continuous or unbroken outet wall and bottom, when so constructed 
that the lining can be attcched or removed through the top of the piecher. 

2d , lhe ice pitcher having the inner portion or lining:. B, fitted to the outer 
portion or enskig, A, with screw threads, or their equivalents, which make 
a tight joint, but provide for its ready removal and renewal, and replacement 
or renewal, as set forth . 

70,272. — Mode of Lighting Street Gas Burners. — 

Dated October 29, 1867; reissue S.195.-E- P. Russell (for himself) and 
Porter Tremq.in, (assignee of E. P. Russell,) Manlius.N. Y. 
I.claim a small supplemental burner, A, to be kept burning constantly, and 
thepjpe leading thereto, when operating in connection with a main burner, 
substantiate as and for the purposes set forth. 

37,469.— Machine fok Stikring Lard.— Dated January 

20,1863; reissue 3,T96.— William J. Wilcox, New York, N. T. 

I claim, 1st, The employment or use, for the purpose of snrring lard, ot 
perforated or slotted dashers, E E', aitached to sraves, F F\ which are 
secured to reciprocating rods or bars, C C, moving In oopostte directions, 
all constructed, combined, arrange I, and operated substantially in the 
manner herein shown and described; and; also, the last above-mentioned 
parts, in combination with said tank, constructed, and operated substantially 
as above descrihed. 

2d, The combination of two or more dashers, moving backward and 
forward in the tank, in opposite directions to each other, substantially as 
described for the purpose set forth. 

36,159.— Seeding Machine.— Dated August 12, 1862; re- 

is ; ue 3,197 —Division A.— William M. Jones and D. W. Hall. Horicon, 

Wis., assignees, bv mesne assignments, of W. M. Jones andS. E. Tyler. 

We claim, 1st, The chamber or recess, n', formed on the inside the cap- K, 

and located between the seed opening in front, of the cap, to allow the edges 

of the buckets or partitions to pass up under the cap without injuring the 

seed, substantiailv as described. 

2d, Forming and arranging the cap, so that a space shall be left at the rear 
for the seed to beain to fall torn the buckets as soon as they are turned fir 
enough to cause the the seed to roll or slide over their edges, substantially 
as described. 

15,659. — Harvesting Machine.— Dated September 2, 1856; 

reissue 613, dated March 15, 1859; reissue 3,198.— Division A— William A. 
Kirbv, Auburn, N. T. 

I claim, 1st, The combination of the single plate, H, with the main wheel, 
substantially as and for the purpose described. 

2d, Also the combination of the main wheel, K, single plate, H, and rim, 
L, when connected together and operating in the manner and for the pur- 
pose set forth. 

yd, Also, placing a vibrating wheel on the outside of the main frame, or so 
that the outside of said frame does not bear on the out6ide of the wheet. in 
combination with the triangular shaped frame on the inside of the wheel, 
substantiailv as described. 

4tb, Also, hanging the seat to the plate, H.aml to thestandard, S, in the 
manner and for the purpose set forrh. 

5th, Also, a hinged lever seat, and outside supporter therefor in combina- 
tion with a wheel having no outside frame or support, substantially as 
herein represented. 

6th, Also, in a harvesting machine having no outside suppors to the driving 
wheel, attaching i Bupport for the driver's seat to the outer end of the axle 
ofeaid wheel, snbstanhally as described. 

1th, Also, in a harvesting machine having its frame in two parts.and hinawd 
together around the box containing the pinion shaft atone point, the plate, 
segment, and holding mechanism, at another point, for sustaining and hold- 
ing the frame at any desired hight, substantially as described. 

15,659.— Harvesting Machine.— Dated September 2, 1856 ; 

reissue 673. Dated March 15, 1859; reissue 3,199. Division B.— William 
A. Kirhy, Auburn, N.T. 

I claim, 1st, In a harvesting machine, with its frame wholly on one side of 
thedriving wheel, and the driving wheel having no outside support, a foot 
support tor the driver on the side ot the wheel opposite the frame, substan- 
tially as described. 

2d. Also, in a harvesting machine with a frame wholly on one side of the 
driving wheel, and said driving wheel having no outside support, the making 
of the frame in iwo parts, one of which supports the driving wheel and a 
portion of the gearing, and the other part carries the other portion of the 
gearing, and forming a projection on one partof theframe around the pin- 
ion shaft, and a corresponding opening in the other part, which will pass 
over and around said projection, thus forming a joint, the center of which is 
coincident with the center of the pinion shaft, for the purpose of holding 
their gearing inposition longitudinally, substantially as described. 

3d, Also, in a harvesting machine, having its frame in two parts, one of 
which supports the driving wheel and a portion of the gearing, and the or,ber 
part carries the other part or portion of the gearing, and jointed together by 
the projection on one and the opening in the other, as described, the useof 
the lug, flange, or guide, a, on one part of the frame, and a corresponding 
recess n, on the other part thereof, in which said lug, flange, or guide works, 
for the purpose of holding the two parts, with their gearing in position lat- 
erally, so as to prevent motion to either side, substantially as described. 

64,554.— Friction Pawl.— Dated May 7, 1867 ; reissue 3,200 

Jos. Moore San Francisco, Cal. 
I claim asan improvement; in hoisting apparatus, a pulley, whichshallbe 
on the one hand, under the control of a brake, bearing upon its outer sur- 
face and , on the other hand, connected with the shaft by the pawl and ratch- 
et device, or its equivalent, within the puller, substantially in the manner 
and for the purposes set forth. 

64,139.— Manufacture of Starch Sugar.— Dated April 

23,1867. reissue 3,201.-Narcisse Pigeon, Brooklyn, N.T. 

Iclaim,lst, The within-described process of manufacturing a pure sirup, 
and crystallizable sugar siiup, from prepared fecula, cellulose, or other sim- 
ilar matter, by freeing: it from salts, em pyreumatic oils,&c, substantially as 
described, and by treating the matter so as to convert the whole dextrine, 
cellulose &c, into crystallizable sugar sirup, substantially in the manner 
above described. 

2d, The within-described process of manufacturing a hard crystallized su- 
gar from fecula, or other similar substances, substantially as herein set 
forrh. 

3d, The above-described part of my process, which consists in freeing the 
sirup of any acid, by toe double neutralization, substantially in the manner 
above described. 

50,016. — Weather Strip for Doors and Windows.— Dat- 
ed Sent. 19. 1865 ; reisste 3,202.— Benjamin B. Savary, Boston, and Freder 
ick O. Raymond, Haverhill. Mass., assignees, by mesne assignments of 
Isaac F. A. A. Lynch. 

We claim, 1st, A weather strip, composed of two strips or pieces of wood 
and an imerposed projecting strip of vulcanized rubber, or equivalent elas 
tic material, united by tacks, or otherwise, substantially as hereinset- 
forth. - 

2d, The employment, with* weatherstrip of otherwise ordinary or suit- 
able construction, of vulcanized rubber, held in and arranged to project 
from face of w :ather strip in contactwith the door or other parttowhich 
said strip is affixed, substantially as ana for the purposes herein set forth. 

3d, The improved weatherstrip, as made with the strip of elastic material 
or india-rubber, cc. to project in opposite directions from the two faces of 
the divided holder or molding, a b, substantially in the manner shown, and 
described. 

4th, The combination with the elastic strip, projecting from the rear face 
of the molding, as described, of the rebate, d, made in the molding, and ar- 
ranged, with relation to the said elastic strip, substancially as specined. 

56,457. — Machne for Polishing Enameled Paper.— 

Dated July 17, 1866; reissue 3,203.— Samuel Shepherd and Joseph Greeley, 
Nasnua, N. H., assignees, by mesne assignments, of Samuel Shepherd and 
Ammi M, George. 

We claim, 1st, The combination of a rotary polishing device with an end- 
less carrying device, moving at a lower velocity than the polishing device, 
and supporting table, b^d, or ways to ihe carrying device, substantially as 
herein set. forth, for the purpose specified. 

2d, the combination, with an endless carrying device to the paper or other 
material to he operated on, of a polishing device, arranged to reciprocate 
across the line or plane of feed, substantially as specified. 

3d Providing an elastic bearing for the paper or material under the rotary 
polishjn^ device, py making either the endless carrying device, or support 
upon -which it rests, elastic, substantially as herein set forth. 

4 tb, Giving the rotary polishing device a reciprocating movement trans- 
versely to tne feed, as produced by the endless carrying device, simulta- 
neously with its rotary motion, substantially as herein set torth, for the pur- 
pose specined. 

5th, The pressing plate, T, applied in relation with the rotary polishing 
device, and endless carrying device, and support or ways to the latter, tub- 
stantially as herein set forth, for the purpose specified. 



3,239. — Coach Lamp Glass.— James H. Downs, (assignor to 

C. Cowles & Co.), New Haven, Conn. 

3>240. — Coach Lamp. — James H. Downs, (assignor to C. 

Cowles and Co.),New Haven Conn. 

3,241. — Carpet Pattern.— Israel Foster, Philadelphia, Pa. 
3,242. — Carpet Pattern.— Israel Foster, Philadelphia, Pa. 

Two Patents. 

3,243.— Fruit Jar.— Alonzo French, Philadelphia, Pa. 
3,244. — Ornamental Type for Printers.— Julius Herriet, 

(assignor to David Wolfe Bruce) , New York City. 

3,245. — Ornamented Printers' Type. — Julius Herriet (as- 
signor to David Wolfe Bruce), New York city. 
3,246.— Scale Dish.— John W. Kissam, New York city. 
3,247.— Ladies' Collars and Cuffs.— Robert Macdonald, 

New York city. 

3,248.— Floor Cloth Pattern.— Charles T. Meyer, Bergen, 

N. J., assignor to Edward C. Sampson, New York city. 

3,249.— Clock Case.— Carl Muller, New York city. 
3,250. — Printers' Flourishes. — Conrad Reuter, Cincin- 
nati, Ohio. 
3,251.— Trade Mark.— Edgar A. Bobbins ,"Wrentham, Mass. 
3,252. — Cuspadore. — Samuel Roebuck, and John Roebuck, 

New York city. 

3,253. — Clock Case. — Solomon C. Spring (assignor to "Welch, 

Spring & Company), Bristol, Conn. 

3,254.— Trade Mark.— David W. Storer, Bangor, Me. 
3,255. — Harness Trimmings — Charles M. Theberath, and 

Jacob H. Theberath, Newark, N. J. 

3,256. — Branch of a Gasolier.— James Frederic Travis, 

New York city. 

3,257.— Trade Mark.— Edwin H. Turner, Quincy, 111. 
3,258.— Trade Mark. — Michael Werk, Cincinnati, Ohio. 
3,259 — Steam Boiler Pump.— Leonard Egleston (assignor 

toRumsey & Company), Seneca Falls, N. Y. 

3,230 and 3,261.— Trade Mark.— D. Foerster, Zanesville, O. 

3,262.— Standards of a School Desk.— Calvin W. Sher- 
wood. Chicago, in. 
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3,236. — Printers' Type. — David Bruce, Brooklyn, N 

assignor to David Wolle Bruce, New York City. 

8,237— Kay Shaded Printers' Typk.— David Wolfe Bruce, 

New York City. 

3,238. — Clock Case. — Paschal Conveise,New Haven, Conn. 
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For a period of nearly twenty-fire years Mttnn & Co. have occupied the 
position of leading Solicitors of American and European Patents, and during 
this extended experience of nearly a quarter of a century, they have ex- 
amined not less than fifty thousand alleged new inventions, and have pros- 
ecuted upwards of thirty thousand applications for patents, and, in addition 
to tbis.they have made at the Patent Office over twenty thousand preliminary 
examinations into the novelty of inventions, with a careful report on the same. 

This wide experience has not been confined to any single class of inven- 
tions, but has embraced the whole range of classification, such as Steam and 
Air Engines, Sewing Machines, Looms and Spinning Machinery, Textile 
Manufactures, Agriculture and Agricultural Implements, Builders' Hard- 
ware, Calorifics, Carriages, Chemical Processes, Civil Engineering, Brick 
Making, Compositions, Felting and Hat Making, Fine Arts, Fire Arms, 
Glass Manufacture, Grinding Mills, Harvesters, Household Furniture, Hy- 
draulics and Pneumatics, Illumination, Leather Manufactures, Mechanical 
Engineering, Metallurgy, Metal Working, Navigation, Paper Making, Philos . 
ophical Instruments, Presses, Printing and Stationery, Railroads and Cars, 
Sports, Games, and Toys, Stone Working, Surgical Apparatus, WeariDg Ap- 
parel, Wood Working. 

Muhn& Co.deemitsafetosay, that nearly one-third of the whole number 
of applications made for patents during the past fifteen years, has passed 
through their Agency. 

The important advantages of Mum & Co.'s Agency are that their practice 
has been ten-fold greater than any other Agency in existence, with the ad- 
ditional advantage of having the assistance of the best profession a] skill in 
every department, and a Branch Office at Washington which watches and 
supervises all their cases as they pass through official examination. If a case 
is rejected for any cause, or objections made to a claim, the reasons are in- 
quired into and communicated to the applicant with sketches and explana- 
tions of the references, and should it appear that the reasons given are in- 
sufficient, the claims are prosecuted immediately and the rejection set aside, 
and usually without 

EXTRA CHARGE TO THE APPLICANT. 

Munn Co. are determined to place within the reach of those who confide to 
themtheir business the highest professional skill and experience. 

Those who have made inventions and desire to consult with us are cor- 
dially invited to do so. We shall be happy to see them in person, at our 
officeor to advisethem by letter, lnall cases they may expect from us an 
honest opinion. For such consultations, opinion, and advice, we make no 
charge. A pen-and-ink stcetch.and a description of theinvention should be 
sent. Write plainly, do not use pencil or pale ink. 

To Apply for a Patent, a model must be furnished, not over a foot 
in any dimensions. Send model to Munn & Co., 37 Park Kow, New York, 
by express, charges paid, also a description of the improvement, and remit 
$16 tocoverflrst Government tee, revenue and postage stamps. 

The model should be neatiy made of any suitable materials, strongly fast- 
ened, without glue, and neatly painted. The name of the inventor should be 
engraved or painted upon it. When the invention consists of an improve- 
ment upon some other machine, a full working model ot the whole machine 
will not be necessary. Bat the model must be sufficienrly perfect to show 
with clearness, the nature and operationof the improvement. 

Preliminary Examination.— Is made into the novelty of an inven- 
tion by personal search at the Patent Office which embraces all patented 
inventions. For this special search and report in writing a fee ol $5 is 
charged. 

Caveats are desirable if an inventor is not fully prepared to apply for 
a Patent. A Caveat affords protection for one year against the issue of a 
patent to another lor the same invention. Caveat papers should he carefully 
prepared. 

EUROPEAN PATENTS. 
American inventors should bear in mind that, as a general rule, 
any invention that is valuable to the patentee in this country is 
worth equally as much in England and some other foreign countries. Five 
Patents— American, English, French, Belgian, and Prussian— will secure an 
inventor exclusive monopoly to his discovery among oxa htjndeed and 
thirty millions of the most intelligent people in the world. The facilities 
of business and steam communication are such that patents can be obtained 
abroad by our citizens almost as easily as at home. Muni* & Co. have pre- 
pared and taken a larger number of European Patents than other American 
Agency. They have Agents of great exprience in London, Paris, Berlin and 
other cities. 

For instructions concerning Foreign Patents; Reissues, Interferences 1 , 
Hints on Selling Patents, Rules and Proceedings at the Patent Office, the Pat- 
ent Laws ,etc„ see our Instruction Book. Sent free by mail on application. 
Those who receive more than one copy thereof will oblige by presenting 
them to their triends. 
Adaressall communications to 

MUNN & CO., 

No. 37 Park Eow^ew York city 
Office in Washington, corner of F and Hh streets. A*t' 
Patents are granted for Seventeen Years* tlie following being a 
schedule ot tees: *•» . 

On filing each Caveat $10 

On nlingeach application for a Patent, except for a design^ $10 

On issuing each original Patent $20 

On appeal to Commissioner ot Patents .* « $20 

On application ior Reissue $30 

On application for Extension of Patent 4 . .-;., $50 

On grantiug tne Extension $50 

On Sling a Disclaimer $10 

On filing application lor Design (three and a half years) $10 

On filing application for Design (seven years) $^5 

On filing application tor Design (fourteen years) $30 

In addition to which there are some small revenue-stamp taxes. Residents 
of Canada and Noya Scotia pay $500 on application, 
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2 he value of the Scientific American as 
an advertising medium cannot be over-estimated. 
Its circulation is ten times greater than that of 
any similar journal now published. It goes into 
all the States and Territories, and is read in all 
the principal libraries and reading rooms of the 
world. We invite the attention of those who 
wish to make their business known to the annexed 
rates. A business man wants something more 
than to see his advertisement in a printed news- 
paper. He wants circulation. If it is worth 25 
cents per line to advertise in a paper of three 
thousand circulation, it is worth $2.50 per line 
to advertise ih one of thirty thousand. 

BATES OF ADVERTISING. 

BackFage $1.00 a line. 

Inside Page 75 cents a line. 

Engravings may head advertisements at the 
same rate per line, by measurement, as the letter 
press. 



w 



ANTED, Buyer one of the most valuable 
Patents ever invented. E.E. Fisher, 362 Madison st. 



w 



OOD WORTH PLANER & MATCHER 

S. C. HILLS, 12 Piatt St., N. T. 



. for $050. 
23 8*eow 



4-, 



DT'S PAT. MACHINES FOR RIVET- 

ing together articles ot Hardware, etc. 
tt ADT it HOTCHKISS, Wolcottville, Conn. 



FOR SALE— 7-it. Iron Planer, nearly new. 
GEORGE PAGE & CO., Baltimore, Md. 
88 8 



HUTCHINSON & LAURENCE, 
8 Dey St.. Dealers in all Descriptions of Iron and 
Wood-working Machinery, Engines.Boilers, and Supplies. 
23 4 



Leather Belting, 

Card Clothing, & Hose Factory. J. H. Haskell, Baltimore. 
28 26 



THREE VALUABLE PATENTS ON 
Household Utensils. For sale by States. Send stamp 
forcircular. Fortunes in It. HARVE7 BKOWN, 

1* Patentee, Harlem, S. 1. 



MILLER'S PROCESS FORTOUGHEN- 
lng Gold Bullion. Patent No. 75,288, dated March 
10th, 1868. For LI' enses under the Patent, or for the pur- 
chase of Patent Rights, apply to E. S. REN WICK. 
1* 34 Beach St., New York. 



4i T>ENEW!" "RENEW!"— The SCI- 

JX ENTIFIC AMERICAN, $3, and the PICTORI- 
AL PHRENOLOGICAL JOURNAL, $3, sent a vear for 
J5. Address S. R. WELLS, 389 Broadway, New York. 
23 8 



FOR SALE, CHEAP, 
A Roll Machine, Chilled Iron Rollers, 15 inches long 
Dy 8 inches diameter.- Also, two Engine Turning Lathes, 
Straight Line and Circular. Address 
1* MACHINERY, Philadelphia Postofflce, Pa. 



LABORATORY of Industrial Chemistry, 
Directed by Prof. H. Dussauce, Chemist.— Advices 
ar.d Consultations on Chemistry applied to Arts and Man- 
ufactures, Agriculture, Metallurgy, etc. Analysis and 
Commercial Absays. Address New Le banon.N. ¥. 23 2* 



EOR SA.LE— A Complete Outfit for Drying 
25,000 Bricks per day, comprising the following ar- 
;s, viz: Seven tuns 20 lb. Railroad Iron. 60 Iron Cars, 
4 transler cars, 3 Turn Tables, Doors, Frames, and Grate 
Barsfor6 tunnels. Address THOS. C.BASEHOR & CO, 
Baltimore, Md. 23 3 



TO MILL OWNERS AND SAWYERS.— 
Whitmore's Ready Reckoner. for Saw Mills, a Useful 
and Convenient Table for Sawyers, savina irom ten to 
forty per cent in sawing. Sixty cents each. Two for one 
dohar. Address TlTTJS "WH1TMOBE, 

Yankee Settlement, Clayton county, Iowa. 



FISH CATCHER.— 
The Subscriber invites some person to advance a 
small sum of money to pay for patenting: and introducing 
a new and wondenul apparatus for catching fish. An in- 
terest will be given in the invention. For particulars ad- 
dress CHARLES A. CLARK, Pascagoula, Miss. 



\ REAL BARGAIN— Wood & Mann 

r\ Portable Engine, cylinder 12-in. dia. by 14-in. stroke, 
25-11. P., complete and iully as good as new. Dimensions 
of Boiler, etc., given on application to 

HAMPSON & COPELAND, 
23 tf ' 89 Liberty St., New York. 



WOOD WORKING MACHINES. 

Smith's Improved Wood worth Planerand Matcher, Sash 
and Door, Molmrnr, Mortisinar, and Tenoning Machines, 
Scroll Saws, Saw Mills, etc, at reduced prices. Address 

CHAS. H. SMITH, 135 North 3d st. Philadelphia, Pa. 

23 IB 

HE SCHWEITZER PATENT BOLT GO?, 

Greenpoint, L.I-, make the best Screw Bolts and 
Forged Nuts sold in this market. Prices extremely low. 
Send orders to 

T. S. YOUNG, Treasurer, 
120 Chambers st., New Sfork. Bolt Cuttersforsale which 
will save 50 per cent of power and labor. 23 4 



MACHINERY. 

A Great Assortment of Railroad Machine- 
ry. Also. Machinists' Tools of everv description, to- 
gether with a full assortment of Wood-working Machine- 
ry, Shafting Pulleys, Hangers, etc.. constantly on band at 
the extensive Warerooms of the New York Machinery 
Depot and NewYorR Steam Engine Co. ,126 and 128 Cham- 
bers st., New "¥ ork city. Posioffice Box 6029. 1* 
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Union Vise 

CO.,61 Water st., Bos- 
ton, Mass. Heavy and Pipe? 
warranted tor Heavy Work 
Wood and Covered Screw, 
40 sizes. Milling Machines, 
9 simple, great capacitv, 
^weighing 2300, 1600, and 
S50 ins. 
G. H. NOTT, President. 
A. H. BRAINARD, Sup't. 



"PATENTS.— 

X American and foreign patents of acknowledged 
utility sMd on commission. Consignments respectfully 
solicited. Perfect models made to order, at the lowest 
rates. Address 

E.E. ROBERTS & CO., 

15 Wall street, New York. 
Refbbzxoxs— O. E. Roberts, Esq., U. S. Assay Office, 
30 Wall street: Ludlow, Patton & Co., Barkers, 6 "Wall 
street ; H. f. Freeman, Esq . Sec'y Market Fire Ins. *'o,, 
87 Walt *i.; Asher Taylor, Esq., Pre8. Market Fire Ins. 
Co., 37 Wall st, 



The Best Book on the 

RESOURCES OF THE 

GREAT WEST. 



RESOURCES OF THE PACIFIC SLOPE ; 

A S'at stical and Descriptive Summary of the Mines 
and Minerals. Climate,Topography, Agricultu"C,<>om- 
merce, Manufactures, and Miscellaneous Productions 
of the States and Territories West of the Rocky Moun- 
tains. With a Sketch of the Settlement and Explora- 
tion of Lower California. By J Ross Browne, aided 
by a corps of assistants. 1 vol. 8vo, pp. 380. PriCu $4 . 

B3P* A very complete history o f the region West o f the 
Rocky Mountains, including Lower California, from the 
period of its discovery, and embracing its climate, re- 
sources, topographical ieatures.and commercial facilities, 
together with the Reports of many ot the early explorers 
to the Civil and Military authorities. 



A Copy of the above work will be sent tree to any ad- 
dress in the United States on receipt of the price. 

D. APPLETON & CO., Publishers, 

90, 92 and 94 Grand street, N. Y. 



The Giroud Steam Gage. 

Reliable, Strong, Accurate,and Cheap.— Report oi Com- 
mission Life Saving Inventions :—'*Tnis instrument is a 
very well constructed Spring Gage, and cannot fail to be 
as accurate asanysunmitted to the Commission for exami- 
nation and test." Forsale (it lowest d'scounts) bv 

GIROUD MANUFACTURING CO., 
191Lewisst.; Felix Campbell, 79 John St.; andH. J.Davi- 
son, 77 Liberty st. 23 1* 



RICH AND RA@Y READING; SCIEN- 
entitic, Religious,.Literary; AU-forthe Family.— The 
PHRENOLOGICAL JOURNAL for December contains 
Henri Rochefort, Editor of the Paris Lanterne; Dr. F. 
Williamson t Frau Marie Simon— her work on the battle- 
field; Archbishop Manning ; Rev. Dr. Stockton; Phre- 
nology in the Schoolroom ; the Human Body ; Earning a 
Wife; Inhabitants of Brazil; Do as Others Do; Miracu- 
lous Healing; Religion and Nature; Progress in Cooper- 
ation; The Mink. The 49th Volume commences next 
number. Terms $3 a year. Newsmen have it. Address 
23 2 S. R. WELLS, No. 389 Broadway, New York. 



To Record, Impart, and Illustrate the Best 
Praotiee; to Advance the Prosperity 
and Intelligence of the Ru- 
ral Community. 

THE COUNTRY GENTLEMAN 
FOB 1869. 

IN STANDING AND INFLUENCE; 

IN EXTENT OF CORKfc-SPONDENCE ; 
IN PRACTICAL IjNFOKMATION ; 
IN AGRICULTURAL NEWS; 
Unsurpassed for Interest and Value. 

THE CULT IV AT OR and COUNTRY GENTLEMAN 
contains from sixteen to twenty largequarto pages ineach 
weekly Number, and is designed to include* not in name, 
but in fact,Every Department of Agriculture, Stock Rais- 
ing, Horticulture, and Domestic Economy. The Editors 
and Proprietors, in addition to their own personal labors, 
have been assisted during the year 1868 by upward of 

Twenty-five Special Correspondents 
And Regular Contributors— among whom were included 
many of the Leading Agriculturists of the country, East 
and West, and by 

OVER FIVE HUNDRED 

Voluntrary and Occasional Writers from the ranks of the 
Best Farmers and Horticulturists of every State in the 
Union. With the cooperation of so larffea corps of cor- 
respondents, the COUNTRY GENTLEMAN is intended 
to possess an Exceptional Value as the Chosen 

MEDIUM OF INTERCOMMUNICATION 

among all classes interested in the Products and Fertility 
of the Land— those who Cultivate a ad those who Con- 
sume,— "the Buyer and Shipper, as well as the first owner 
of the Crop,— Breeders of Improved Animals and their 
Customers.— Manufacturers of Improved Machinery, and 
those who purchase and employ it. Nurserymen and Fruit 
Raisers,— and especially to supply luller and better data 
as to the progress, prospects, and returns of each success- 
ive Season, as throwing light upon one of the most im 
portant of all questions— 

When to Buy and When to Sell ? 



As to the success with which these purposes have been 
met in the Past, and the probability of their farther ac- 
complishment in the Future, the Publishers prefer quot- 
ing the following extracts from well-informed sources, 
rather than to speak for themselves : 

The Main Farmer speaks of The Country Gentleman as 
"Standing at the Head of the Agricultural Pressof the 
Country.'^ 

The Scottish Farmer calls The Country Gentleman 
*■ The Best of All the American Newspapers devoted to 
matters of Rural Economy." 

The Gardener's Monthly says that The Country Gentle- 
man is " Conducted with a Dearree of Talent equal to any 
European Journal, and superior to most oi them." 

The Canada Farmers' Advocate says: "We are in re- 
ceipt of Agricultural publications from various parts of 
the world, but lor truthful accounts, well written, prac- 
tical articles, and general manaeement or the paper, we 
have seen none at all to compare with The Cultivator and 
Country Gentleman, published in the United States." 

The Bucks County Intelligencer, published in the heart 
of a farming district unexcelled in Pennsylvania, or prob- 
ably in any other State, "Cordially Recommends" it: 
"We do this, not as matter of form or business, but be- 
cause we really believe The Country Gentleman to he the 
BEST Farmer's Newspaper in the Uniteo States. We re- 
ceive many agricultural publications, and it is, in our 
.iudgmen t, the MOST VALUABLE of them all. With us 
it is a text book— an indispensable weekly visitor. For 
relaxation as well as information, it is read in our house- 
hold from one end to the other, and always with pleasure 
and satisfaction." 



Terms : The Terms are lower than those of ant 
oter papee of similar standing :— One Copy $2 50 per 
year; Four Copies $9 ; Eiabt Copies $16. 

f3F" New Subscribers remitting for 1869 will receive 
FREE COPIES from date of remittance to Jan 1st. 

SAMPLE COPIES, Prospectuses, etc., sent on applica- 
tion to 

LUTHER TUCKER & SON, 

Publishers, Albany, N. Y. 

Cut Out this Advertisement. 

THE COUNTRY GENTLEMAN will be sent free till 
close of the year, to anyone inclosing with his applica- 
tion and address, a copy of the foregoing advertisement. 



DRUMMOND'S PATENT SLATE CUT- 
TER BOX For Sale.— The first Individual who will 
get up a set of Boxes and put them in operation, will have 
free use of that set of Boxes lor five years by giving me 
his name and address. Cutter Boxes can be had at a 
reasonable rate by addressing 

THOMAS R. DRUMMOND, 

6 Green st., Hartford, Conn. 



LOVE'S 

Dyer and Scourer 9 

NEW AND REVISED EDITION, JUST 

PUBLISHED. 

The Art of Dyeing, Cleaning. Scourirpr* and 

Finishing on the most approved English and French 
Methods; being Practical Instructions for Dyeing 
Silks, Woolens, and Cottons, Feathers, Chips, Straw, 
etc. Scouring an r* Cleaning Bed and Window Cur- 
tains, Carpets. Rugs, etc. French ana English Clean- 
ing for any Color or 'fabric of Silk, Satin, or Damask. 
By Thomas Love, a Working Dyei and Scourer. Sec- 
ond American Edition.to which are added general In- 
structions for the use of Aniline Colors, in oae vol. 
8vo, 335 pages. Price $5. By mail free of postage. 
READY NOV. 23d. 

A Practical Treatise on the Manufacture of 
WORSTEDS AND CARDED YARNS. 

From the French of Chas. Leroux. Illustrated by 12 
plates, 8vo. $5. By mail free of postage. 

HENRY CAREY 3AIRD, 

Industrial Publisher, 
22 2 406 Walnut street, Philadelphia. 



TUBE WELLS.— 
The Champion Well of The World,— Homers Pat- 
ent. Orders received from England and South America, 
State, County, and Township Rights sold. Warranted to 
operate where others fail. Address. 
13 13* W. T. HORNER, Buffalo, N.Y. 



OUR STEAM BOILER - FEEDING 
Pumps, Fire Pumps, Pumps for Railroad Stations, 
Rolling Mills, Breweries, Distilleries, etc., the Public is 
assured.will be kept fully up to the standard, which three 
years' test recommends. Price list sent on application. 
20 4* COPE & CO., 118 E. 2d st, Cincinnati, O. 



PORTABLE STEAM ENGINES, COM- 
bining the maximum of efficiency, durability, and 
economy with the minimum of weight and price. They 
are widely and favorably known, more than 600 being 
in use. All warranted satisfactory or no sale. Descrip- 
tive circulars sent on application. A ldresg 

J. C HOADLEY & CO. Lawrence. Mass. 1 tf 



KnapF't Pitt Foundry. 

PITTSBURGH, Pa. 
ORDNANCE, ENGINES, 
Rolling-mill Machinery.HydraulicPreBses, and Castings 
generally. 

20 13 



RA. BELDEN & CO. 
• Manufacturers of Machinsts' Tools, Iron Planers, 
of improved patterns and designs. Crank Planers and 
Shaping Machines, Engine Lathes, Screw Machines, Mill- 
ing Machines, and Gun Machinery. Also, Soecial Ma- 
chinery, improved Nut and Bolt Machinery, Trip Ham- 
mers. Models, Dies, etc., etc. 
22 tf 208 Orange Bt., New Haven, Conn. 



QILICATES OF SODA AND POTASH. 

IO Very useful application for Railroad Sleepei , Shingle 
Roofs, Plaster Walls, Cisterns, Cement Makers, Calico 
Printers, etc., etc. Fire, Water, and Mildew-proof. 
For sale by the sole manuiacturers, 

L. & J. W. FEUCHTWANGER, 

55 Cedar St., New York. 
Manganese. Fluorspar, Fluoric Acid, Ground Felspar, 
and Flint. Rare Metals, and Metallic Oxides and all Crude 
Minerals used by Manuiacturers. 22 4 



MACHINISTS' Tools, Wood-turning lathes, 
Chucks, etc., improved patterns. Inclose stamp for 
illustrated circulars. L. D. FAY, Worcester, Mass. 

19 eow tf 



Brick Machine. 

LAFLER'S NEW IRON CLAD has more 
advantages combined in one machine than any other 
ever invented. It makes common brick of very superior 
quality. By a slight change, press brick are made with- 
out repressing. With Lafler's Patent Mold, beautiful 
stock brick are made. This machine was awarded first 
premium at the N. Y. State Fair, 1867. for making Front 
Bricks. Examining Committee awarded specialreport, 
indorsing this machine. For descriptive circular address 
J. A. LAFLER & CO., 
15tfeow Albion, Orleanscounty, N.Y. 



Charles TV. Copeland, 

/CONSULTING & SUPERINTENDING 

V J Mechanical Engineer, No. 171 Broadway.— Giffard's 
Injectors, Steam and Vacuum Gauges, Blast Pressure 
Gauges, Salmometers, Damper Regulators, Water Gages, 
Hydraulic Jacks, Dunpfel's Patent Fan Blower. Roeb- 
ing's Wire Rope lor sale. 15 eow 



PLATINUM. Sr M -- Ray - n< * 



13 6*eow 



748Broadway,N.Y. 



AMERICAN TINNED 
SHEET IRON. 

Coating unitorm overt he entire sheet, by an entirely new 
and patented process. All sizes and gages on band and 
made to order. 

H. W. BUTTEKWOBTH 
9 eow tf 29 and 31 Haydock St., Philadelphia, Pa. 



MERRICK & SONS, 
Southward Foundery, 

430 Washington Ave., Philadelphia, Pa., 

MANUFACTURE NASMYTH & DAVY 
STEAM HAMMERS. 

CORNISH PUMPING, BLAST, HORIZON- 
TAL, VERTICAL, AND OSCIL- 
LATING ENGINES. 

Gas Machinery ot all descriptions. 
Sugar Refineries) fitted up complete,with all mod- 
ern apparatus. 
New York office 

62 Broadway. 

11 eowtl 



FOR BRASS LATHES and all Machinery 
connected with Brass Finishing an d Fitting Line. 
Improved Lathes for making larffe valvss etc. Address 
Exeter Machine Worss. Exeter. N. H . 11 eowtf 



SUBMARINE rtftMOR.! 



11 9 eow* 



ANDREW J. MORSE & SON, 

40 Congress st.. Boston, Mass. 



HOISTING APPARATUS FOR MINES, 
etc., with our Patent Friction Clutches attached 
with a variety of sizes of Drums and Gearing, manufac- 
tured by V. W. MASON, & CO.. Providence, R.l. Also, 
1 mthly TAPLIN, RlCE & CO., Akron, Ohio. 



WOOD-WORKING MACHINERY, The 
SUBSCRIBER is the New York Agent for all the 
Manuiacturers, and sells at their prices. S. c. HILLS, 12 
Putt st, 3 tl o 



i TEAM AND WATER GAGES, STEAM 

3 WhiBtles. Gage Corks, and Engineer's Supplies. 
16 13 JOHN ASHCROFT, 50 John st.. New York. 



c 



'-INCINNATI BRASS WORKS.— 



J Engine Builders' and Steam Fitters' Brass Goods. 
10 26 



QTOCKS, DIES, AND SCREW PLATES, 

O Horton'sand other Chucks. JOaN ASHUROFT, 50 
-lohn St., New York. 16 13 



EMPLOYMENT.— $15 to $30 a day guar- 
anteed. Male or Female Agents wanted In every 
town— descriptive circulars free. Address 
15 IS* JAMES C. RAND & CO., Biddeford, Me. 



WROUGHT-Iron Pipe for Steam, Gas and 
Water ; Brass Globe Valves and Stop Cocks, Iron 
Fittings, etc. JOHN ASHCROFT, 50 John St., N. Y. 

16 13 

BUERK'S WATCHMAN'S TIME D& 
TECTOR.— Important lor all large Corporations 
and Manuiacturing concerns— canable of controlling with 
me utmost accuracy the motion or a watchman or 
patrolman, as the same reachee different stations ot his 
beat. Send tor a Circular. J E.BUERK, 

P. O. Box 1,05;, Boston, Mass. 
N. B.— This detector is covered by two U. S. patents. 
Parties using or selling these instrumenrB'Withour fturnnir- 
tvfrom mc will he dealt with according T o law. 15 12* 

NEW AND IMPROVED BOLT CUT- 
TER— Schlenkpr's Patent.— The Best in use. Cut- 
ting Square, Coach Sciew and V-Tbread by once passing 
overthe iron. Cutter Reads can he attached to other 
Machine.'.orthe ordinary Lathe. Taps furnisbed to order. 
Circular price list.with references ( mailed on application. 
15 tf R. L. HOWARD, Buffalo, N\ Y. 

RBALL & CO., Worcester, Mass., 
• Manufacturers ot the latest improved patent 
Daniels', Woodworth 's, and Gray & Wood § Planers, Sash 
Molding, Tenoning, Power and Foot Mortising, Upright 
and Vertical Shaping and Boring Machines, Scroll Saws, 
Double Saw Bench. Re-Sawing, and a vanetv of cher 
machines for working wood. Also, the beat Patent Hub 
and Rail-car Mortising Machines in the world. Send for 
our illustrated catalogue. 12 tf 

Bridesburg Manf'g Co., 

Office No. 65 \ctrth Front Street, 

PHILADELPHIA, Pa., 
Manufacture all kinds of Cotton and Woolen Machinery 
including their new 

Self-Acting Mules and Looms, 

Of the most aporoved style. Plant drawn and estimates 
furnished for factories of any size. Shafting and null 
gearing made to order. 22 tf 

WROUGHT IRON 

Beams and Girders. 

THE Union Iron Mills, Pittsburgh, Pa. -The 
attention of Engineers and Architects is called to our 
improved Wroughtlron Beams and Girders (patented), in 
which the compound welds between the stemand flanges, 
which have proved so objectionable in the old mode of 
manufacturing, are entirely avoided, we are prepared to 
furnish all sizes at terms as favorable as can oe obtained 
elsewhere. For descriptive lithograph address the Union 
lion Mills, Pittsburgh, Pa. 20 13 



ROBERT McCALVEY, Manufacturer oi 
HOISTING MACHINES AND DUMB WAITERS. 
15 13 602 Cherry St., Philadelphia, Pa. 



PATENTED WOOD BENDERS. 
Address JOHN C. MORRIS, 

20 4* No. 122 East 2d street, Cincinnati, Ohio. 



WANTED— An Agent in each town to 
take the agency f^r the sale of Bradstreet'n Rub- 
ber Molding and Weather Strips, applied to the sides, bot- 
tom, rop, and center of doors and windows. The sale is 
beyond anything ever offered to an agent. From $10 to 
$25 per day can be made. Send tor agent's circular. The 
nrBt who apply secure a bargain. 
19 8* J. R. BRADSTREET & CO., Boston, Mass. 



OIL! OIL!! OIL!!! 

FIRST- PREMIUM PARIS, 1867 

Grand Silver Medal and Diploma I 

WORLD'S FAIR— London, 1862. 

TWO PRIZE MEDALS AWARDED 

PEASE'S IMPROVED OILS! 

Engine, Signal, Lard, and Premium Petroleum is the Best 
Made for 

Railroads, Steamers, and for Machinery and 
Burning, 
r. S. PEASE, Oil.Manutacturer, 
Nos. 61 and 63 Main street. Buffalo, N. T. 
N B.— Reliable orders filled for any part of the world 

;itf 



T0NA.THA.N_T. HOBBY, 



33 3« 



MATHEMATICAL INSTRUMENT MAKER, 
Greenwich St., Hempstead, Long: Island, N. T. 



TO OWNERS OF STEAM BOILERS— 
Paige's Lock-Up Safety Valve, approved hy inspect- 
or? and equal to any in market. Call and examine. 
22 4 C. W. COPELAND, No. 171 Broadway, N. T. 

BENT, GOODNOW & CO., ~~ 

Bostmn, Mass., Agents for the sale of Patents. FOR 
SALE— A varietv of very valuable "Rights." Send stamp 
for THE PATENT STAR, 

Containing descriptions ot each. 22 4 



Malleable Iron 

OF EVEKY DESCRIPTION, STYLE, 
and Shape, Manufactured to order on Short Notice, 
hy the 

EAGLE MALLEABLE IRON FOUNDRY, 

Liberty St., opposite outpr depot, 
PennsylvaniaRallroad, Pittsburgh, Pa. 

LEWIS, WARWICK & CO., 
21 los 3is Proprietors. 



STATE AND COUNTY RIGHTS FOR 
sale, for J. H. H.Wiseheart's Improved Grain Screen, 
Over $1,000 worth of territory and machines sold in one 
week. Agents wanted. For tnrtber information address 
with stamp, J. H. H.WISEHEART, 

22 4 Shawneetown, 111. 



TODD & RAFFERTY, Manufacturers and 
DEALERS IN MACHINERY;. 

Works, Paterson, N.J.i Warerooms, 4 Dey St., N.T., Boil- 
ers, Steam Pnmpe, Machinists' Tools. Also. Flax, Hemp, 
Rop" & Oakum Machinery; Snow's& Judson'sGovernor's; 
Wright's Patent Variable Cut-off and other Engines, tf 1 

3ur S5cuc3)tuitg fur bcutfrijc (irfiu&crl 

3£ad) tcm nenen !TJatentfiei^e fomten £eutici)e miter bet tf et- 
ten l>'tt>mf|im<ten ttue ^ihtjer kr iBetcmtglen Staatai, iljte 
ti'vftntunden fid) fcurcb patents fidjern. 

Ctt iliatentgtjese nebft bat SKegcln imb Jnftructtonen bet 
^atentDttee unb attbevet nit^Itdjen ;snfbi"matienai rocl'Oclt pc:- 
hfui an Side aegen IMegung Don 25 lieittS oevjanbt. spatenti 
liir neue <*rfinbungen rca-ben Don urtg in ben !#«. Staiitm, 
joroie in (Suropa (jitnttlico bejorgt. 

SKan RbrefftK 

SRunn & (So., 
37 ifJart Mow, 
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Patent Claims. — Persons desiring the claim 

of any Invention, patented within thirty years, can ob- 
tain a copy by addressing a note to this office, giving 
name of patentee and date of patent, when known, and 
Inclosing $1 as a fee for copying. We can also furnish a 
sketch of any patented machine to accompany the claim, 
at a reasonable additional cost. Address MUNN & CO. 
^fttent Solicitors. No. S7 Park Row New York. 

Receipts. — When money is paid at the office 
for subscriptions, a receipt for it will be given; but when 
subscribers remit their money by mail, they may con- 
sider the arrival of the first paper a bona-flde acknowl- 
edgment of their funds. 

City Subscribers.— The Scientific Amer- 
ican will be delivered in every part of the eity at $4 a 
year. Single copies foi sale at all the News Stands in 
this city, Brooklyn, Jersey City, and Williamsburg, and 
by most of the News Dealers in the United StateB. 
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Advertisements wiU be admitted on this page 
at the rate of $1 per line. Engravings may head 
advertisements at the same rate per line, by meas- 
urement, as the letter press. 



PATTERN LETTERS to put on Patterns 
f or Castings.etc. KNIGHT BBOS.,SenecaFalls,N.Y. 

1 50« 



NEW SCROLL SAW JUST PATENTED. 
Address J. "W. MOUNT, Medina, N. T. 
23 ostf 



METTAM'S Electro Metallic Insoles, Belts, 
and Armlets cure Rheumatism, Neuralsia, and Ner- 
vous Diseases. Send for Circular. L. Brooks & Son, 434 
Broadway. l*os. 



STATE RIGHTS For Sale.—" Bartol's 
Steam Trap." An Established Patent. Agents wanted. 
Address FULLERTON &HOLLlNGSHEAD,Camden,N.J. 
23 l*OS 



THE 

Carpenter and Joiner. 

RIDDELL. — The Carpenter and Joiner, and 
Elements of Hand Railing, with 33 plates, 
by Robert Riddell. The Carpenter and 
Joiner. 16 plates. Elements of Hand Rail- 
ing, 17 plates. One folio volume, cloth. 
Second edition just ready. 

The aim of this work is to enable mechanics to fully 
understand the Primary Principles on which Carpentry 
and Joinery Is based, viz : Practical Geometry, and to 
train the eye and hand to correct rules. The first lessons 



are intended to educate the hand by giving it the power 
to use the compasses, square, and pencil. The figures pre- 
sented in the work are employed for many usefuj ana 



practical purposes. A T-square; two or three templets 
or set squares, made out or any hard wood, of about one- 
quarter of an mrh, or leas, in thickness ; apiece of India- 
rubber to erase lines, and paper are required. With these 
the Carpenter can make a practical examination of the 
work. It will be. lound to contain new and original 
methods for Constructive Carpentry, Joinery, and Stair 
building. 

Price, Postage Paid $7. 

CLAXTON, REMSEN & HAFFELFINGER 

819 and 821 Market St., Philadelphia. 

23 2os 




Reynolds 9 

TURBINF 
WATER WHEELS 

And all kinds ot 

MILL MACHINERY. 

Send for New Illustrated Pamphlet 

for 1868. 

GEORGE TALLCOT, 

96 Liberty St., New York. 



EAGLE ANVILS.and PARALLELl 
CHAIN VISES. 



Manufactured ONLY by 
[15 26os«l FISHER & NORBIS, Trenton, N. J 



London, 48 Cannon street. 

HKOHNSTAMM, 
• Manufacturer of 

ULTRAMARINE, 

And importer of English, French, and Germ an 7 Colors, 
Paints, and Artists' Materials, Bronzes and Metals, No. S 
Tryon Row, New York, opposite City Hall. 19 13os* 




; circuia^ l °Ncsavis i 

.y REQUIRE NOCUMMING.>.\ 




Factory, Trenton, N. J Office, Jfo. 2, Jacob St., S. Y. 

JET Branch Office for Paolnc Coast, No. 606 Front St., 
San Francisco, Cal. 20 tf 



112.50 

20 4os» 



Per Day. Expenses paid. Busi- 
ness new. J. S. Hayes, Great Falls.N.H. 



w 

tf 



M. F. McNAMARA, Counsellor at Law 

and Advocate in Patent Causes.37 Park Row.N.T. 



CHEVALIER'S TREATISE ON THE 
HAIR, free to all, given away at the drugstores, or 
sent by mail free. This book should be in every house. 
11 teaches to cultivate and have beautiful hair, and re- 
store gray hair to its original color, stop its falling out, 
and remove all irritation or dandrufffrom the scalp, thus 
keeping the hair beautiful to tbe late Bt period of life. 
SARAH A. CHEVALIER, M.D.,1,123 Broadway, N. T. 

22 3 



Wm. D. ANDREWS & BROTHER, 

414 Water St., New York, Manufacture 

Patent Smoke-burning & superheating Boilers 

that are safe. DRINAGE and WRECKING PUMPS, to 
pass large bodies of water, Sand,and Gravel. HOISTING 
MACHINES, Friction Grooved and Noiseless, or with 
Gearing. OSCILLATING ENGINES, from half to two 
hundred and fllty horse power. All ot these Machines 
are Light, Compact, Durable, and Economical. 18 l3os 
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EROM 4 TO 200-HORSE POWER— 
Including CORLISS PATENT CUT-OFF EN- 
VES, SLIDE VALVE STATIONARY ENGINES, 
ana PORTABLE ENGINES. Aim, IMPROVED CIR- 
CULAR SAW MILLS, etc. 
Send for Descriptive Circular and Price List. 

WOOD & MANN STEAM ENGINE CO., 

UTICA, N. T. 
jy Ware Rooms 89 Liberty St., New York, and 201 and 
203 South Water St., Chicago, 111. 21 13 eow os 



CUPERIOR RASP— For Clover Mills— At 

O less than manftrs' cost. J. B. WEST.Geneseo, N. Y. 
21 3os» 



PATENT SOLID EMERY WHEELS, 
specially adapted to grinding saws, mills, and edge 
tools. Solid Wheels for Brass wort, warranted not to 
glaze. Also, Patent Emery Oil and Slip Scones, the best 
article in use for planer knives. Carpenter's tools, and for 
finishing down iron work. NOKTHAMPTON EMERY 
WHEEL CO., Leeds, Mass. 21 tf os 



BEFORE BUYING WATER WHEELS, 
See, or send for description of Pressure Turbine, 
made by PEEKSKIl,L MANT'G CO., Peekskill, N. T. 
11 13os* 



Ready Rodfiiig 



THE FIRST CUSTOMER IN EACH 
placecan buy 1000 feet for $30, about ha'f price. 
Samples and circulars sent by mail. Ready Roofing Co., 
81 Maiden Lane, New York. 12 tf os 




QF ALL SIZES, for purposes where a blast 
is required. For particulars and circulars, address 
B. F. STURTEVANT, No. 72 Sudbury st., Boston, Mass. 
16tfos 




WOODWARD'S 
COUNTRY HOMES. 

150 Designs, $1 50, postpaid, 
Geo.E. Woodward, Architect, 

191 Broadway, N. Y. 
iSend stamp for catalogue of all 
'new books on Architecture. 



DO YOU 

■"WANT -GAS 

WE can afford to pipe your house, or pay 
for your fixtures, or both and leave them as your 
property if we cannot put up aMachinethatshall be per- 
fectly satisfactory under any and every condition. Circu- 
lars and information. UNION GAS CO., 
1 os tf 14 Devst., New York. 



TWIST DRILLS, FLUTED HAND 
REAMERS, exact to Whitworth's gage, and Beach's 
Patent Self Centering Chuck manufactured by Morse 
Twist Drill and Machine Co,. New Bedford Mass. 9 ostf 



$2000 

Stitch alike onb 



A Year and Expenses to Agents 

to introduce the Wilson Sewing Machtee. 

_._ both sides. Sample on 2 weeks trial. Eiirfc 

inducements to experienced agents. For further particu- 
lars, address the Wilson Sewing Machine Co., Cleveland, 
Ohio ; Boston, Mass.; or St. Louis, Mo. 16 8 os 



ROOT'S WROUGHT IRON SECTIONAL 

SAFETY BOILER 

Has no large sheet-iron shell to explode ; is tested to 300 
lbs.; economical and durable. Also. ROOT'S Trunk En- 

fines. Vertical and Horizontal Engines, all descriptions, 
team Pumps, Machinery, etc. Send for pamphlets and 
price lists. Agents wanted. JOHN B. ROOT, 

11 13os Bos. 95 and 97 Liberty St., near Broadway. 



T7"DT?T7 Our New Catalogue of Im 

_T XL Y2J -12J • proved STENCIL DIES. More than 

A()AAA MONTH is being made with them 
3&^U U S. M. SPENCER & CO., Brattleboro.Vt. 1 tl 



WIRE ROPE. 

Manufactured by 

JOHN A. ROEBLING 

Trenton, N. J. 

FOR Inclined Planes, Standing Ship Rig- 
ging, Bridges, Ferries, Stays or Guys on Derricks 
and Cranes, Tiller Ropes, Sash Cords of Copper and Iron, 
Lightning Conductors ot Copper. Special attention given 
to noisting rope ot all kin lis for Mines and Elevators. Ap- 
ply for circular,giving price and other information. 
14 os tf 



KIDDER'S PASTILLES— A Sure Relief 
for Asthma. STOWELL & CO., Charlestown.Mass. 
2i 80s* 



TRON PLANERS, ENGINE LATHES, 

X Drills, and other Machinists' Tools, of Superior Qua - 
lty, on hand and finishing. For Sale Low. For Descrip- 
tion and Price, address NE"W HAVEN MANUFACTUR- 
ING CO.. New Haven, 15 tf os 



BODINE'S JONVAL TURBINE WATER 
Wheel, combining greateconomyin the use of water, 
simplicity, durability, and 
general adaptation to all po- 
sitions in which water can 
be used as a motive power. 
We are prepared to furnish 
& warrant the same to give 
more power than any over- 
sliot or other turbine wheel 
made us Jngthesame amount 
of water. Agents wanted. 

Send for descriptive cir- 
cular. 

BODINE & CO., 
Manuf 's, Mount Morris, N. 
York, and Westfleld, Mass. 
S os tf eow 




TUBULAR BOILER FOR SALE.— 
Shell 11 ft. long, 36in. diameter, with 30 tubes, 2-ln. 
diameter, 10-ft, long, with front, grate, etc., complete. 
Very little used. OSBORNE & CHEESMAN CO., 
21 4 Ansonia, Conn. 



T3ATENT RIGHTS SOLD ON COMMIS- 
JL SION; Collections made, and all branches of Real 
Estate business attended to wittipromptness and fidelity. 
Best of references given. STREET, WEBSTER & CO., 
Atwater Building, Cleveland, Ohio. 214* 



DVQVESNE WORKS. 

COLEMAN, RAHM & CO., 

MANUFACTURERS OF 

IRON, Nails, Springs, Axles, Plow, Spring 
and A. B. Steel, etc. 
21 8 Warehouse-77 Water St., Pittsburgh. 



$10 



A Day for all. Stencil tool, samples 

free. Address A. J. FtTLLAM, Springfield, Vt. 



WOODBURY'S PATENT 

Planing and Matching 

and Molding Machines, Gray & WoodsPlaners, Self-oiling 
Saw Arbors, and other wood-working machinery. 

Send for Circulars 5 85 Liberty street, N. T.; 

S. A. WOODS, X 67 Sudbury street. Boston. 

11 13» 



ASHCROFT'S LOW WATER DETECT- 
or will insure your Boiler against explosion. JOHN 
ASHCROFT, SO John St.. New York. 16 13 



B 



OILER FELTING SAVES TWENTY- 

five per cent of Fuel. JOHN ASHCROFT 

13 50 John St., New Fork. 



Lucius W. Pond, 

IRON and Wood-working Machinery, Ma- 
chinists' Tools and supplies. Shafting, Mill Gearing, and 
Jobbine. Al-o, Sole Manufacturer of TAFT'S 
CELEBRATED PUNCHES & SHEARS, 

(Works at Worcester, Mass.) 98 Liberty St., New York. 
14 tf ' 



Sheet and Roll Brass, 

BRASS AND COPPER WIRE, 

German Silver, etc., 

Manufactured by the 
THOMAS MANUFACTURING CO., 

Thomaston. Conn. 
B3f Special attention to particular sizes and widths for 
Type Founders, Machinist?, etc. 23 26* 
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, CONCENTEATED INDIGO. 

Forthe Laundry.— Fnwirom Oxalic Acid.— See 
pwi'j^ Chemist's gtrttficate. 

A Patent Pocket Pincushon or Emery Bag 

-r IM EACH TWENTY CEHT BOX. 

For Sale by all respectable Grocers andDruggists. 
14 13» 

Getty's Pat. Pipe Cutter 

THIS Cutter works easy, rolls down the 
burr edge, and is confidently recommended to Gas 
and Steam Fitters as the best in the market. 

No. 1 cuts from 1-in. to K-in. Price % 8. 

No. 2 " 2-ln.to y % ia. Price $10. 

GETTY'S PATENT PROVING PUMP & 

GAGE. This new Pump and Gage has been thoroughly 
tested, and gives general satisfaction. There is no glass 
or mercury used, and the Gage is so compact it can be 
carried in the focket. 

PumpandGage $25. Gage alone $1 . 

Address MoNAB & HAELIN, 

Manufaecarers of Brass Goods and Iron Fittings, 86 John 
st., New York. 18 12 



SHINGLE & HEADING MACHINE,— 
Law'sPatent. Tbe simplest and best in use. Shingle 
Heading, and Stave Jointers, Stave Culters.Equalizers, 
Heading Turners, Planers, etc. Address 
17 tf TKEVOB & CO. Lockport, N. Y. 



FOR STEAM ENGINES BOILERS, SAW 
Mills, Cotton Gins, address the ALBEKTSON AND 
DOUGLASS MACHINE CO., New London, Conn. 1 tf 



PAGE'S GREAT WATER FLAME 
Coal, Patented Lime Klin will burn No. 1 finishing 
lime with any coal or wood, mixed or separate, in same 
kiln. Rights forsale byC. D. PAGE.-Bochester.N. Y. 
24 26" 



MODELS, PATTERNS, EXPERIMENT- 
AL, and other Machinery. Models for the Patent 
Office, built to orderby HOLSKE MACHINE CO., Nos 
528, 530, and 532 Water street, near Jefferson. Beferto 
Scientific Amekioan office. 14 tf 



Sault's Patent 

FRICTIONLESS Locomotive Valves, easi- 
ly applied: requires no changes. 
121SUf M.&T.SATJLT COMPANY, New Haven, Conn 



KICHARDSON, MERIAM & CO., 
Manufacturers of the latest improved Patent Dan 
ioio and Woodworth Planing Machine*, Matching:, Sash 
and Molding, Tenoning, Mortising, Boring, Shaping, Ver- 
tical and Circular Re-sawing Machines, baw Milts, Saw 
Arbors, Scroll Saws, Railway, Cut-off, and Rip Saw Ma- 
chines, Spoke and "Wood Turning Lathes, and various 
other Kinds of Wood-worfiing machinery. Catalogues 
and price lists sent on application. Manufactory, "Wor- 
cester, Mass. W arehouse, 107 Liberty St., N ew York. 
19 tf 



THE 

Eclipse Steam Pump 

Overcomes the disadvantages of all others. It has the only 
balance valve made; can be moved as easily at 150 as 5 lbs; 
is simpie.cheap.easily packtd.and kept in order.and is un- 
equaled for mining and other purposes. 
§0 13 PHILLIPS & CLULEYS, Pittsburgh, Pa. 



fJAAA SOLD.— Hunting and Trapping.— 

tlvvv The Hunter's Guide and Trapper's Compan- 
ion—A book for farmers, huntere, trappers, and boys. 
Tells how to hunt and trap all kinds oi game, from the 
mink to the bear and. deer; how to cure skins, make 
boats, traps, etc., etc. 5th edition, just out— the only cheap 
and reliable work ever printed. Beware of Imitations. 
Price only 25 cents : 6 for $1. Sent, post free, by 

HUNTER & CO., 
22 3 Publishers, Hinsdale, N. H. 



CI AN I OBTAIN A PATENT?— For Ad- 
J vice and instructions address MUNN & CO., 37 Parii 
Row New York for TWENTY YEARS Attorneys for 
American and Foieign Patents. Caveats and Patent* 
quickly prepared. The Scientific American $3 a year 
30,000 Patent cases have been prepared nv M. & Co. 



TUST PUBLISHED— THE INVENTOR'S 

f) and MECHANIC'S GUIDE.— A new book upon Me- 
chanics, Patents, anti New Inventions. Containing the 
U. S. Patent Laws, Rules and Directions for doing busi- 
ness at the Patent Office: 112 diagrams of the best me- 
chanical movements, with descriptions; the Condensing 
Steam Engine, with engraving and description; How to 
Invent; How to Obtain Patents; Hints upon the Value ot 
Patents; How to sell Patents : Forms for Assignments; In- 
formation upon the Rights of Inventors, Assignees and 
Joint Owners; Instructions as to interferences, Reissues 
Extensions, Caveats, together with a great variety of use- 
ful information in regard to patents, new inventions and 
scientific subjects, with scientific tables, and many^illustra- 
tions. 108 pages. This is a most valuable work. Price only 
35 cents. Address MUNN & CO. 37 Park Row. N.Y 



A MESSIEURS LES INVENTEURS— 
Avis impouant. Les inventeurs non familiers avec 
la langue Anglaise, et qui pre'ie'reraient nous communi- 
quer leura inventions en Franeais peuvent nous addres- 
ser danslenr langue natale. EnvoyeznouBundessin et 
une description concise pour notre exaraen. Tontes 
communications serons recus en confidence. 

MUNN & CO., 
Scientific American Office No. S7 Pain; Row, New 



iftitaMpto ^Hmtifttmrntft. 



B^~ Philadelphia Advertising Patrons. who prefer it, can 
have their orders forwarded through T. V. Carpenter 
resident Agent,624 South Washington Square. 



The Harrison Boiler. 

THIS IS THE ONLY REALLY SAFE 
BOILER in the market, and c;m now be furnished 
at a GREATLY REDUCED COST. Boilers of any size 
ready lor delivery. For circulars, plans, etc., apply to 

HARRISON BOILER WORKS, 

Philadelphia, Pa.; J. B. Hyde, Agent, 119 Broadway New 
York; or, to John A. Coleman, Agent, 53 Kilby St.. Bos 
ton, Mass. 19 tf os 



DRAWING INSTRUMENTS 
OF EVERT DESCEIPTION- 
Swiss, German Silver, and Brass— separate and in cases. 
Presentation Cases made to order. Transits, Levels, Sur- 
veyors' Compasses, T-Squares, Protracters. Winsor & 
Newton's, and Osborne's Water Colors, Drawing Paper, 
Drawing Boards, etc., etc A Priced and Illustrated Cat- 
alogue sent free on application. 

WM. T. MCALLISTER, 
81 12os 788 Chestnut St.. Philadelphia, Pa. 



STEREOPTICONS AND MAGIC LAN- 
terns of every description, of the most improved 
construction, and with the Oxy-Hvdroeen, Magnesium, 
Calcium, and Oil Lights, suitable for Public Extntmions, 
Sunday Schools, or Parlor Entertainments. Also, view* 
in the Holy Land, Europe, America, and an assortment ot. 
over 5000 miscellaneous and Scientific Views. A priced 
illustrated catalogue sent flee on application. 

WILLIAM T. McALLiSTER. Optician. 



21 308 



728 Chestnut St., Philadelphia, 



FOR FIRST-CLASS MACHINERY FOR 
the Manufacturing of Spokes, Hubs, etc.address the 
manufacturer, J. GLEASON, 

1030 German town, avenue, Philadelphia, Pa., U. S. A. 
19 12os* 



To Shipbuilders. 

KNOWLTON'S IMPROVED BEVEL SAW. 
ted April 7th, 1868. Acknowledged by Build- 
>the Best in the World. Needed by every 
,„, ,,.„.ising Shipbuilder. Does its work 
Quickly and perfectly; will save 500 per cent in 
labor, and effects a very great saving of ma- 
terial Can be seen in operation at Neatle & Levy s 
Yard, Philadelphia. Built at John L. Knowlton s 
Works. 130 Reed St., Philadelphia Send for 
Descriptive Pamphlet. Address TAYLOR 
& LEE, Sole Agents, 1701 North st., below 
Coates, Philadelphia, Pa. 

20 tf os 



WOODWORTH PLANERS A SPE- 
CIALTY— From new patterns of the most ap- 
proved style and workmanship. Wood-working Machine- 
ry generally. Nos. 24 and 26 Central, corner Union street 
WOTcester, Ma ^ ITHKEBr BU( jG & RICHARDSON- 



LATHE CHUCKS — HORTON'S PAT- 
ENT— from 4 to 36 inches. Also for car wheals 
AddresB. B.HOBTON & SON, Windsor Locks, conn. 
19 tf 



TTtTlNCHESTER 

Repeating Rifles, 

FIRING TWO SHOTS A SECOND, 

AS A REPEATER, AND 

TWENTY SHOTS A MINUTE 

AS A SINGLE BREECH-LOA0R. 

These powerful, accurate, and wonderfully effective 
weapons, carrying eighteen charges.whloh can be fired in 
nine seconds, are nowready lor the market, and are lor 
sale bv all responsible Gun Dealers throughout the coun- 
try. For full information send lor circular and pamphlets 
to the WINCHESTER REPEATING ARMS CO., 

13 13 New Haven, Conn. 



CAMDEN 

Tool and Tube Works, 

CAMDEN, N. J. Manufacturers of WROUGHT 
IRON Welded Tube for Steam, Gas, and Water, and all 
the most Improved Tools for Screwing. Cutting, and Fit- 
ting Tube by Hand or Steam Power. Sole Manufacturers 
of Peace's Patent Adjustable Pipe Tongs, Clean-cutting 
Pipe Cutter. Also, Gas-pipe Screwing Stocks, polished. 
No. 1 Stock Screws H, H, H, % Tube.price complete.with 
dies, $10. No. 2, do., 1,H4,1K, 1 do.,d«.$20. No.3do., 

both screws and cuts oft,) iii, 3,3^,4, do., do., $65 

11 13* 



STEAM HAMMERS, TURN-TABLES, 
and Foundery Cranes. Address 
14 tf GREENLEAF &, CO., Indianapolis, Ind. 
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SCIENTIFIC AMERICA!. 



Established 184:5. 



The SCIENTIFIC AMERICAN is published 
every week, and is the largest and most widely circulated 
journal of its class now pulished in this country. Each 
number is Illustrated with Original Engravings, 
representing New Inventions in Mechanics, Agriculture 
Chemistry, Manufactures, Steam and Mechanical Engi 
neering, Photography, Science, and Art ; also 
Tools aud Household Utensils. TWO VOLUMES 
■with COPIOUS INDEXES, are published each year, 
commenc.ng January 1st, and July 1st. Terms :—-One 
Tear, $3 ; Half-Tear, SI 50 ; Clubs of Ten Copies 
for One Year, $25 ; Specimen Copies sent gratis. { 
Address 

JttUNN & CO., 

37 Park: Row, New XorlO 



- B^ The Publishers of the Scientific American, 
in connection ivith the publication of the paper, ha,v** 
acted as Solicitors of Patents for twenty-twd 
years. Thirty jTlioiisandl Applications for Pat- 
ents have been made thiough their Agency. Mf**e than 
One Hundred Thousand Inventors ha{ j sought 
the counsel of the Proprietors of the SCIENTIFIC 
AJIERICAlV concerning tlieir inventions. Consulta', 
tions and advice to inventors, bylmail, free. ? Pamphttta 
concerning Patent Laws of all Cottutries, free./. ,^ 



t3F"A Handsome Bound Volume, containing 150 
Mechanical Engravings, and the United States Census by 
Counties, with Hints and- Receipts for Mechanic?, maiied 
on receipt ot a5c a ■ '* ■ — ' 
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